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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

DESCRIPTIONSHEET NO.

TITLE SHEET1

SUMMARY OF APPROXIMATE QUANTITIES

STANDARD PLANS LIST2

  

COLORADO SPRINGS, COLORADO

LENGTH & DESIGN DATA

MINIMUM RADIUS OF CURVE

MAXIMUM GRADE

2012 DESIGN TRAFFIC (ADT)

2035 DESIGN TRAFFIC (ADT)

STATION

NET LENGTH

TOTAL

SUPER ELEVATION E MAXIMUM

LOCATION MAP
NTS

ACCEPTANCE BY THE CITY OF COLORADO SPRINGS OF DESIGN WORK BY DESIGN

PROFESSIONALS CONSTITUTES BELIEF THAT THE WORK HAS BEEN DONE IN  

ACCORDANCE WITH THE CITY STANDARDS AND ORDINANCES. WORK PRODUCTS

ARE THE RESPONSIBILITY OF THE DESIGN PROFESSIONAL AND CITY ACCEPTANCE

DOES NOT RELIEVE THE PROFESSIONAL OF SAID RESPONSIBILITY.

 

LINEAR FT

MINIMUM S.S.D.

DESIGN SPEED 45  MPH

600  Ft.

360  Ft.

  INDEX OF SHEETS  

DESIGN DATA - ROAD

7,780

7,780

GENERAL NOTES

TABULATIONS

ROADWAY

ROADWAY  (131+41.24 - 179+70.00)

REVIEWED BY:

CITY ENGINEERING DIVISION

BY: DATE:

BY: DATE:

TRAFFIC ENGINEERING DIVISION

BY: DATE:

BY: DATE:

BY: DATE:

BY: DATE:

BY: DATE:

BY: DATE:

BY: DATE:

PARKS AND RECREATION DEPARTMENT

CSU ELECTRIC DEPARTMENT

CSU GAS DEPARTMENT

CSU ELECTRIC TRANSMISSION

BY: DATE:

CSU FIBER OPTIC COMMUNICATIONS

 

DJESPMAK 1 of 3

SP

SP07/28/15

GENERAL

TITLE SHEET

CENTENNIAL BOULEVARD

RECONSTUCTION
GARDEN OF THE GODS RD TO FILLMORE ST

GRADING, DRAINAGE & STORMWATER MANAGEMENT

6.83 %

ROADWAY  OVERLAY (101+90.00 - 131+41.24) 2,951

4,829

3

15,640 vpd

30,630 vpd

OPERATIONS AND MAINTENANCE DIVISION

BID PACKAGE

BEGIN PROJECT
101+90.00

END PROJECT
179+70.00

4-5

6-11

12

13-17

18-74

75-100

101-118

119-136

APPENDIX A: STANDARD PLANS1-118

BY: DATE:

STORMWATER ENGINEERING DIVISION

CSU WATER DEPARTMENT (WO No. 2957225)

CSU WASTEWATER DEPARTMENT (WO No. 2957223)

SURVEY CONTROL DIAGRAM

CONSTRUCTION PHASING

UTILITY

SIGNING AND STRIPING

MAY 2016

1
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION    

DJESPMAK 2 of 3

SP

SP07/28/15

GENERAL

M-100-1

M-208-1

M-203-1

M-203-2

M-203-11

STANDARD SYMBOLS (3 SHEETS)

APPROACH ROADS

DITCH TYPES

SUPERELEVATION CROWNED AND

M-203-12

M-206-1

M-206-2

M-214-1

M-412-1

M-510-1

M-601-1

M-601-2

M-601-3

M-601-10

M-601-11

M-601-12

M-601-20

M-603-1

M-603-2

M-603-3

M-603-10

M-604-10

M-604-11

M-604-12

M-604-13

M-604-20

M-605-1

M-606-1

SUPERELEVATION STREETS (2 SHEETS)

EXCAVATION AND BACKFILL FOR BRIDGES (2 SHEETS)

PLANTING DETAILS

CONCRETE PAVEMENT JOINTS (5 SHEETS)

STRUCTURAL PLATE PIPE H-20 LOADING

SINGLE CONCRETE BOX CULVERT (2 SHEETS)

DOUBLE CONCRETE BOX CULVERT (2 SHEETS)

TRIPLE CONCRETE BOX CULVERT (2 SHEETS)

HEADWALL FOR PIPES

TYPE "S" SADDLE HEADWALLS FOR PIPE

HEADWALLS AND PIPE OUTLET PAVING

WINGWALLS FOR PIPE OR BOX CULVERTS

REINFORCED CONCRETE PIPE

PRECAST CONCRETE BOX CULVERT

CONCRETE AND METAL END SECTIONS (2 SHEETS)

INLET, TYPE C

INLET, TYPE D

CURB INLET TYPE R (2 SHEETS)

CONCRETE INLET TYPE 13

MANHOLES (3 SHEETS)

SUBSURFACE DRAINS

GUARDRAIL TYPE 3 W-BEAM (19 SHEETS)

1-3

M-607-1

M-607-2

M-607-3

M-607-4

M-607-10

M-608-1

M-609-1

M-611-1

M-615-1

M-615-2

M-616-1

M-620-1

M-620-2

M-620-11

M-620-12

WIRE FENCES AND GATES (3 SHEETS)

CHAIN LINK FENCE (3 SHEETS)

BARRIER FENCE

PICKET SNOW FENCE

CURB RAMPS (7 SHEETS)

CATTLE GUARD (2 SHEETS)

EMBANKMENT PROTECTOR TYPE 3

EMBANKMENT PROTECTOR TYPE 5

INVERTED SIPHON

FIELD LABORATORY CLASS 1

FIELD OFFICE CLASS 1

FIELD OFFICE CLASS 2

M-210-1 MAILBOX SUPPORTS (2 SHEETS)

M-629-1 SURVEY MONUMENTS (2 SHEETS)

19-30

EXCAVATION AND BACKFILL FOR STRUCTURES

17-18

31-32

33

34-38

40-41

42-43

44-45

46

47

49

50-53

54

55

58-59

60

61

62-63

64

65-67

73

74-92

GUARDRAIL TYPE 7 F-SHAPE BARRIER (4 SHEETS)M-606-13 93-96

120-125

126-129

130-131

141

142

143

144

147

148

149-150

68-72VANE GRATE INLET (5 SHEETS)M-604-25

PRECAST TYPE 7 CONCRETE BARRIER (3 SHEETS)M-606-14

ROAD CLOSURE GATE (9 SHEETS)M-607-15

97-99

8

9

15-16

DIVIDED HIGHWAYS (3 SHEETS)

39

(2 SHEETS)

M-603-4 CORRUGATED POLYETHYLENE PIPE (AASHTO M294)

METAL PIPE (4 SHEETS)

M-603-5 POLYVINYL CHLORIDE (PVC) PIPE (AASHTO M304)

M-100-2

CURBS, GUTTERS, AND SIDEWALKS (4 SHEETS)

13-14

56

57

103-105

106

107-109

110

111-119

ACRONYMS AND ABBREVIATIONS (4 SHEETS) 4-7

10-12

48

100-102

FIELD LABORATORY CLASS 2 (2 SHEETS) 145-146

NUMBER

PLAN

REVISED

NEW OR

TITLE

M STANDARD

NUMBER

PAGE

NUMBER

PLAN

REVISED

NEW OR

TITLE

M STANDARD

NUMBER

PAGE

JULY 24, 2012)
(REVISED ON

JULY 24, 2012)
(REVISED ON

BY DESIGNATED PAY ITEM OR SUBSIDIARY ITEM.

AND REVISED, APPLY TO THIS PROJECT WHEN USED

ALL OF THE M&S STANDARD PLANS, AS SUPPLEMENTED CITY OF COLORADO SPRINGS STANDARD PLANS

D-1

D-2

D-3

D-4

D-5A

D-5B

D-6

D-7

D-8A,B,C

D-8D,E,F

D-8G

D-8H,I,J,K

D-8L

D-8M

D-9

D-10-R  

D-11A,B

D-12

D-13

D-14

D-15

D-16A,B,C

D-17A,B

D-18A

D-18B,C

D-19A,B

D-20A,B,C,D

D-21A,B

D-22

D-23A,B

D-24

D-25A,B,C

D-26

D-27

D-28

D-29

D-30,31

D-32

D-33

D-34

D-35

D-36

D-37A,B,C,D

TYPICAL STREET SECTION

STANDARD STREET SECTION

PAVEMENT REPLACEMENT FOR TYPICAL STREETS

PAVEMENT REPLACEMENT FOR FLOWABLE FILL

STANDARD CURB & GUTTER TYPE 1, 2, 3, 4, 5 & 6

CROSS PAN

PEDESTRIAN CURB RAMP DETAILS

PEDESTRIAN RAMP LAYOUT FOR INTERSECTIONS

PEDESTRIAN CROSSING DETAILS FOR MEDIANS & ISLANDS

ALTERNATE PEDESTRIAN RAMP DETAILS

SIDEWALK PEDESTRIAN CLEARANCE ZONES

SIDEWALK PASSING SPACE

GRATED INLET

STANDARD CURB INLET  (3 SHEETS)

STANDARD RADIAL CATCH BASIN

RIPRAP CHANNEL DETAIL

WEEP HOLE DETAIL

CONCRETE CHANNEL DETAIL 

EXPANSION JOINT DETAIL FOR CONCRETE LINED CHANNEL

STANDARD DRIVEWAY DETAILS

STORM SEWER GRATE, LID AND FRAME

SIDEWALK TAPER SECTION AT MAILBOX

TREE ROOT PROTECTION AND CUTS

STORM SEWER MANHOLES

CURB OPENING (DRAINAGE CHASE SECTION)

WATER SERVICE RELOCATION

SEWER SERVICE RELOCATION

PATTERNED CONCRETE MEDIAN PAVING

CONCRETE PAVEMENT - STANDARD JOINT LAYOUT

METAL CULVERT PIPE

STRUCTURAL PLATE CULVERT PIPE

CONCRETE AND METAL END SECTIONS

HEADWALL FOR PIPE CULVERTS

TRENCH BEDDING CLASSIFICATION

TRENCH BEDDING FOR FLEXIBLE PIPE

SINGLE CONCRETE BOX CULVERT

DOUBLE CONCRETE BOX CULVERT

WINGWALLS FOR PIPE OR BOX CULVERTS

TRIPLE CONCRETE BOX CULVERT

TYPICAL BUS BENCH PLACEMENT

NUMBER

PLAN

TITLE

STANDARD PLAN

* SPECIAL DESIGN CURB INLET TYPE R

S-614-40 TYPICAL TRAFFIC SIGNAL INSTALLATION DETAILS 184-188

(5 SHEETS)

(4 SHEETS)

TUBULAR STEEL SIGN SUPPORT DETAILS (6 SHEETS)S-614-8 169-173

260

259

239-258

234-238

208-219S-614-50

189-192

183

182

181

178-180

177

175

167-168

165-166

162-164

161

158-159

160

151-157DELINEATOR INSTALLATIONS (7 SHEETS)

FLASHING BEACON (PORTABLE) DETAILSS-630-3

PAVEMENT MARKINGS (5 SHEETS)

AND VERTICAL PANELS

BARRICADES, DRUMS, CONCRETE BARRIERS (TEMP)

TRAFFIC CONTROLS FOR HIGHWAY CONSTRUCTION

ALTERNATIVE TRAFFIC SIGNAL INSTALLATION DETAILS

TYPICAL MULTI-SIGN INSTALLATIONS

CONCRETE BARRIER SIGN POST INSTALLATIONS

TYPICAL POLE MOUNT SIGN INSTALLATIONS

FLASHING BEACON AND SIGN INSTALLATIONS (3 SHEETS)

STRUCTURE NUMBER INSTALLATION

MARKER ASSEMBLY INSTALLATIONS

FOR CLASS III SIGNS (2 SHEETS)

CONCRETE FOOTINGS AND SIGN ISLANDS

FOR GROUND SIGNS (2 SHEETS)

BREAK-AWAY SIGN SUPPORT DETAILS

CLASS III SIGNS (3 SHEETS)

CLASS II SIGNS

CLASS I SIGNS

GROUND SIGN PLACEMENT (2 SHEETS)

S-627-1

S-630-2

S-630-1

S-614-40A

S-614-22

S-614-21

S-614-20

S-614-14

S-614-12

S-614-10

S-614-6

S-614-5

S-614-4

S-614-3

S-614-2

S-614-1

S-612-1

S-614-11 MILEPOST SIGN DETAIL FOR HIGH SNOW AREAS 176

S-630-4

S-630-5

S-630-6 EMERGENCY PULL-OFF AREA (TEMPORARY)

S-630-7

PORTABLE RUMBLE STRIPS (TEMPORARY) (2 SHEETS)

265

263-264

174S-614-9 PEDESTRIAN PUSH BUTTON POST ASSEMBLY

S-614-41 193

194-197S-614-42 CABINET FOUNDATION DETAIL (4 SHEETS)

198-207S-614-43

220-233S-614-60 DYNAMIC SIGN MONOTUBE STRUCTURES (14 SHEETS)

261-262

DETAILS (2 SHEETS)

STEEL SIGN SUPPORT (TEMPORARY) INSTALLATION

266-268

(10 SHEETS)

TRAFFIC LOOP AND MISCELLANEOUS SIGNAL DETAILS

STATIC SIGN MONOTUBE STRUCTURES (12 SHEETS)

NUMBER

PLAN

REVISED

NEW OR

TITLE

S STANDARD

NUMBER

PAGE

(REVISED ON NOVEMBER 28, 2012)

(REVISED ON NOVEMBER 28, 2012)

SITE BASIS.
ENGINEER ON A SITE BY 
OBTAINED FROM THE CITY 
PRIOR APPROVAL IS 
NOT TO BE USED UNLESS *

OVERLAYED STREETS

PAVEMENT REPLACEMENT FOR NEW OR RECENTLY 

SUBSURFACE STREETS

PAVEMENT REPLACEMENT FOR EXISTING CONCRETE 

M-613-1 ROADWAY LIGHTING (4 SHEETS)

M-614-1 RUMBLE STRIPS (3 SHEETS)

132-135

136-138

139-140SAND BARREL ARRAYS (2 SHEETS)M-614-2

(REVISED ON SEPTEMBER 16, 2013)

(REVISED ON AUGUST 30, 2013)

(REVISED ON JULY 8, 2013)

MARKED BOX   .

APPLICABLE TO THIS PROJECT ARE INDICATED BY A

CURRENT, NEW OR REVISED STANDARD PLAN SHEETS

   

STANDARD PLANS LIST

 

M-216-1 SOIL RETENTION COVERING (2 SHEETS) JULY 16, 2015)
(NEW ON

NOVEMBER 25, 2015)
(REVISED ON

NOVEMBER 25, 2015)
(REVISED ON

NOVEMBER 25, 2015)
(REVISED ON

JULY 24, 2012)
(REVISED ON

JULY 24, 2012)
(REVISED ON

OCTOBER 2, 2014)
(REVISED ON

OCTOBER 2, 2014)
(REVISED ON

M-603-6

(AASHTO MP 20)

STEEL REINFORCED POLYETHYLENE RIBBED PIPE

(NEW ON APRIL 30, 2015)

OCTOBER 27, 2014)
(REVISED ON

M-606-1

TYPE 3 W-BEAM 31 INCHES (20 SHEETS)

MIDWEST GUARDRAIL SYSTEM (MGS)

DECEMBER 29, 2015)
(REVISED ON

(REVISED ON APRIL 30, 2015)

DEER FENCE, GATES, AND GAME RAMPS (5 SHEETS)

JUNE 16, 2014)
(REVISED ON

M-611-2 DEER GUARD (2 SHEETS)(NEW ON APRIL 30, 2015)

(REVISED ON DECEMBER 12, 2014)

(REVISED ON DECEMBER 17, 2014)

(REVISED ON OCTOBER 23, 2014)

(REVISED ON APRIL 2, 2015)

(REVISED ON APRIL 2, 2015)

TEMPORARY SPAN WIRE SIGNALS (REVISED ON APRIL 2, 2015)

ROLLING ROADBLOCKS FOR TRAFFIC CONTROL (3 SHEETS)

S-614-44 (NEW ON NOVEMBER 3, 2014)PEDESTAL POLE SIGNALS (2 SHEETS)

(REVISED ON JUNE 10, 2014)

(REVISED ON DECEMBER 8, 2014)

(REVISED ON AUGUST 13, 2015)

COLORADO

DEPARTMENT OF TRANSPORTATION

July 04, 2012

M&S STANDARDS PLANS LIST

Revised on Dec. 29, 2015

D-## TYPICAL HANDRAIL

TEMPORARY EROSION CONTROL (11 SHEETS) MARCH 29, 2016)
(REVISED ON

(24 SHEETS)

2
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UTILITY NOTIFICATION
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(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG
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GENERAL

GENERAL NOTES

GENERAL NOTES

 

IN CITY ORDINANCE 9.8.01.

LEVELS DO NOT EXCEED THE LIMITS SPECIFIED

THE CONTRACTOR SHALL ENSURE THAT NOISE49.

EQUIPMENT THROUGH THE PROJECT AND RESIDENTIAL AREAS.

THE CONTRACTOR SHALL CLOSELY MONITOR ACCESS FOR HEAVY CONSTRUCTION 48.

PROJECT AREA. REFER TO PROJECT SPECIAL PROVISIONS.

SHALL COORDINATE DIRECTLY WITH KNOWN SIGHT-IMPAIRED RESIDENTS IN THE

DURING THE PROJECT FOR ALL EXISTING PEDESTRIAN ROUTES. THE CONTRACTOR

THE CONTRACTOR SHALL PROVIDE SAFE PEDESTRIAN ACCESS AT ALL TIMES47.

ACTIVITIES.

SPRINGS FOR TRAFFIC CONTROL PLAN PRIOR TO COMMENCING CONSTRUCTION

THE CONTRACTOR SHALL OBTAIN APPROVAL FROM THE CITY OF COLORADO46.

AREAS AS NECESSARY TO MAINTAIN SAFE OPERATIONS.

FOR ANY REQUIRED MODIFICATION OF TRAFFIC SIGNALS WITHIN CONSTRUCTION 

THE CONTRACTOR SHALL CONTACT TRAFFIC ENGINEERING 48 HOURS IN ADVANCE 

CONTROL DEVICES NECESSARY THROUGHOUT THE DURATION OF CONSTRUCTION. 

THE CONTRACTOR SHALL FURNISH, INSTALL, AND MAINTAIN TEMPORARY TRAFFIC 45.

THE NEAREST EXISTING JOINT.

FIELD AND APPROVED BY THE ENGINEER. THE SAWCUT SHALL GENERALLY BE AT

THE EXACT LOCATION OF "MATCH EXISTING" SHALL BE DETERMINED IN THE44.

PART WATER.

FOR TACK COAT SHALL CONSIST OF ONE PART EMULSIFIED ASPHALT AND ONE 

BETWEEN PAVEMENT COURSES TO IMPROVE BOND. DILUTED EMULSIFIED ASPHALT 

A TACK COAT OF EMULSIFIED ASPHALT (SLOW SETTING) IS TO BE APPLIED 43.

SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF THE PROJECT.

PRESENT ROADWAY AS DIRECTED. CLEANING WILL NOT BE PAID FOR 

BEFORE PLACEMENT OF THE TACK COAT, THE CONTRACTOR SHALL CLEAN THE 42.

IS PLACED.

PLACED THEREON SHALL BE COMPLETED FULL WIDTH BEFORE SUCCEEDING LAYER 

ANY LAYER OF BITUMINOUS PAVEMENT THAT IS TO HAVE A SUCCEEDING LAYER 41.

PROJECT.

c. CONTROL LINE AND STAKES, SUFFICIENT FOR EACH PHASE OF THE 

b. SHORT SKI OR SHOE.

a. A SKI TYPE DEVICES AT LEAST 30 FEET IN LENGTH.

PLACED

DEVICE SHALL BE USED ON ALL PASSES AND LIFTS OF BITUMINOUS PAVEMENT 

THE FOLLOWING SHALL BE FURNISHED WITH EACH BITUMINOUS PAVER. THIS 40.

ASPHALT AND ONE PART WATER.

EMULSIFIED ASPHALT FOR TACK COAT SHALL CONSIST OF ONE PART EMULSIFIED

PAVING OPERATIONS. VERTICAL EDGES SHALL NOT REMAIN OVERNIGHT. DILUTED

CUT PAVEMENT WITH DILUTED EMULSIFIED ASPHALT (SLOW SETTING) PRIOR TO

OF ASPHALT MAT". THE CONTRACTOR WILL BE REQUIRED TO PAINT THE EDGE OF

WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCIDENTAL TO "REMOVAL

SHALL BE REMOVED TO A NEAT VERTICAL LINE BY FULL DEPTH SAWING. SAWING

WHERE PAVEMENT IS TO ABUT EXISTING PAVEMENT, THE EXISTING PAVEMENT39.

EDGE OF TRAVELED WAY, SOUTH DOUGLAS CREEK, OR ANY DRAINAGE PATH.

THE CONTRACTOR SHALL NOT STOCKPILE MATERIAL WITHIN 10 FEET OF THE38.

SURVEYING IN COLORADO.

REGISTERED PROFESSIONAL LAND SURVEYOR AUTHORIZED TO PRACTICE LAND

REFERENCED AND REPLACED WITH AN APPROPRIATE MONUMENT BY A

BE DISTURBED OR DESTROYED BY CONSTRUCTION. SUCH POINTS SHALL BE

RANGE POINTS, TIES, BENCHMARKS AND/OR SURVEY CONTROL POINTS WHICH MAY

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PRESERVING ANY MONUMENT,37.

(719) 385-6721.

DELIVERED TO THE CITY MAINTENANCE YARD AT 404 FONTANERO ST,

DISPOSED OF OFF-SITE. EXCEPTIONS INCLUDE:  SIGNS. THESE ITEMS SHALL BE

PROJECT SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE

THE PHYSICAL FEATURES REQUIRING REMOVAL OR OBLITERATION WITHIN THE 36.

ANY PROJECT ACTIVITY SHALL NOT BE TAKEN FROM SOUTH DOUGLAS CREEK.

UNCLASSIFIED EXCAVATION (202) BID ITEM. WATER FOR DUST PALLIATIVE OR

SHALL BE AS ORDERED. THE COST OF WATER SHALL BE INCIDENTAL TO THE

WATER SHALL BE USED AS A DUST PALLIATIVE WHERE REQUIRED. LOCATIONS35.

ON AN AS-NEEDED BASIS.

GAS FACILITIES. THE GAS DIVISION WILL RELOCATE THE GAS SERVICES REQUIRED

719-491-8142) AT LEAST 72 HOURS IN ADVANCE OF CONSTRUCTION NEAR ANY

DIVISION (TAMI CRANDALL AT 719-668-5572 OR WAYNE SIMHAUSER AT

THE CONTRACTOR SHALL NOTIFY THE COLORADO SPRINGS UTILITIES (CSU) GAS 18. 

AND SHALL BE APPROVED BY THE ENGINEER AND COLORADO SPRINGS UTILITIES.

THE PLANS. MINOR MODIFICATIONS MAY BE REQUIRED TO AVOID THESE FACILITIES

AND SIDEWALK SHALL BE PROTECTED IN PLACE UNLESS OTHERWISE INDICATED IN

EXISTING UTILITY VAULTS, BOXES, AND PEDESTALS BETWEEN THE BACK OF CURB17.

AFFECTED.

72 HOURS PRIOR TO COMMENCING WORK WHERE THESE DEPARTMENTS MAY BE

INSPECTIONS AND UTILITY DEPARTMENTS SHALL BE NOTIFIED A MINIMUM OF

COORDINATE ALL UTILITY RELOCATIONS AS NECESSARY. THE CITY ENGINEERING

PROTECTION OF ALL UTILITIES DURING CONSTRUCTION. THE CONTRACTOR SHALL

SPRINGS UTILITIES. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND

TO THE SATISFACTION OF THE CITY OF COLORADO SPRINGS AND COLORADO

AFFECTED BY THE WORK AND ANY DAMAGE SHALL BE REPAIRED AND RESTORED 

THE CONTRACTOR SHALL PROTECT AND MAINTAIN ALL UTILITY AND STRUCTURES 16. 

CONTACTS.

EXCAVATION OR GRADING. REFER TO THE UTILITY PLANS FOR A LIST OF SPECIFIC

COLORADO AT 811 OR 1-800-922-1987 THREE BUSINESS DAYS IN ADVANCE OF ANY 

THE CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER OF 15. 

UTILITIES IN PLACE.

THE VERIFICATION OF ALL UTILITIES BY POTHOLING AND THE PROTECTION OF ALL 

THE BEST AVAILABLE INFORMATION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR 

UTILITY LINES SHOWN ON THE PLAN SHEETS ARE APPROXIMATE AND PLOTTED FROM 14. 

ANY FEDERAL, STATE OR CITY LAWS, ORDINANCES, REGULATIONS, OR POLICIES.

COLORADO SPRINGS DOES NOT AUTHORIZE THE CONTRACTOR TO VIOLATE 

THE APPROVAL OF THESE PLANS OR ISSUANCE OF A PERMIT BY THE CITY OF 13.

WORK TO BE PERFORMED UNTIL ALL PERMITS HAVE BEEN ISSUED.

APPROVAL OF THESE PLANS BY THE CITY ENGINEER DOES NOT AUTHORIZE ANY 12.

ALL WORK WITHOUT A SPECIFIC BID ITEM IS INCIDENTAL TO OTHER PAY ITEMS.

REFER TO PROJECT MANUAL FOR PAY ITEM DESCRIPTIONS AND MEASUREMENT. 11.

DISCREPANCY IS DISCUSSED AND DECISIONS/AGREEMENTS HAVE BEEN MADE.

IMMEDIATE ATTENTION OF THE CITY AND WORK SHALL STOP UNTIL THE 

ANY DISCREPANCY WITHIN THESE PLANS SHOULD BE BROUGHT TO THE 10.

CITY.

NO FIELD CHANGES SHALL BE MADE WITHOUT PRIOR WRITTEN APPROVAL OF THE 9. 

COMMENCEMENT OF ANY CONSTRUCTION.

THE ENGINEER SHALL BE NOTIFIED WITHIN 48 HOURS PRIOR TO THE8.

SUBMITTALS SHALL BE MADE FOR ALL PROJECT MATERIALS.7.

APPROVAL BY THE CITY OF COLORADO SPRINGS.

ALL MATERIALS AND WORKMANSHIP SHALL BE SUBJECT TO INSPECTION AND 6.

OTHERWISE NOTED.

PAVEMENT DIMENSIONS AND RADII ARE SHOWN TO THE LIP OF CURB UNLESS5.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE INDICATED.4.

FOR THE DURATION OF THE PROJECT.

THE CONTRACTOR SHALL HAVE A COPY OF ALL APPLICABLE STANDARDS ON SITE3.

SET FORTH BY THE OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (O.S.H.A.).

PERFORMED IN ACCORDANCE WITH APPLICABLE STANDARDS AND REGULATIONS AS 

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO INSURE THAT ALL WORK IS 2. 

SPECIFICATIONS, LATEST REVISION, SHALL ALSO BE USED.

SPECIFICATIONS. WHERE NOTED IN THE CONTRACT DOCUMENTS, CDOT STANDARD 

SPECIFICATIONS, REVISIONS TO STANDARD SPECIFICATIONS, AND SUPPLEMENTAL 

ENGINEERING DIVISION, GENERAL PROVISIONS, SPECIAL PROVISIONS, STANDARD 

THE PREVAILING SPECIFICATIONS SHALL BE THE CITY OF COLORADO SPRINGS, 1. 

STATIONING REFERENCES CENTER TOP OF MANHOLE.

FLOWLINE. ELEVATIONS REFERENCE THE TOP FRONT OF BOX. STORM MANHOLE 

STORM INLET STATIONING REFERENCE MIDPOINT OF THE INLET ALONG THE 34.

TO PREVENT EROSION AND DAMAGE.

REROUTE ANY RUNOFF AS NECESSARY DURING CONSTRUCTION ACTIVITIES 

THE CONTRACTOR SHALL PROTECT THE EXISTING DRAINAGE STRUCTURES AND 33.

WRITTEN APPROVAL OF THE CITY AND COLORADO SPRINGS UTILITIES.

DESIGNATED FOR REMOVAL. NO TREE WELLS SHALL BE INSTALLED WITHOUT THE 

THE PROPERTY OWNER AND/OR PROJECT ENGINEER. ALL MEDIAN TREES ARE 

NO TREES SHALL BE REMOVED OR TRIMMED WITHOUT PRIOR ACKNOWLEDGEMENT OF 32.

TREES, BUSHES, AND EXISTING IMPROVEMENTS OUTSIDE THE LIMITS OF WORK.

THE CONTRACTOR SHALL NOT REMOVE AND SHALL PROTECT FROM DAMAGE ALL 31.

CONDITIONS BY THE CONTRACTOR AT HIS/HER OWN EXPENSE.

ANY DISTURBANCE BEYOND THESE LIMITS SHALL BE RESTORED TO ORIGINAL 

THE LIMITS OF DISTURBANCE AND/OR TOES OF SLOPE AS SHOWN ON THE PLANS. 

THE CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO THOSE AREAS WITHIN 30.

SHOWN ON THE PLANS UNLESS OTHERWISE NOTED OR APPROVED BY THE CITY.

ALL WORK SHALL BE DONE TO THE LINES, GRADES, SECTIONS, AND ELEVATIONS 29.

ITEM.

INCLUDE COMPACTION AND FINISH GRADING IN THE UNIT PRICE RELATED WORK 

UNLESS OTHERWISE STATED IN THE ITEM SPECIFICATION, ALL CONSTRUCTION IS TO 28.

WITH A COPY OF THIS APPROVAL PROVIDED TO THE CITY PRIOR TO USAGE.

BY THE CONTRACTOR MUST BE APPROVED IN WRITING BY THE PROPERTY OWNER 

RIGHTS-OF-WAY AND EASEMENTS. USE OF ANY PRIVATE AREAS FOR THIS PROJECT 

THE CONTRACTOR SHALL LIMIT ALL WORK AND STORAGE AREAS TO THE PUBLIC 27.

CONSTRUCTION.

ELEVATIONS THEMSELVES OF THE CONDITIONS TO BE ENCOUNTERED DURING THE 

CONTRACTOR SHALL REVIEW AND VERIFY EXISTING PHYSICAL FEATURES AND 

ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OF THE FEATURES SHOWN. THE 

BASED ON THE BEST AVAILABLE INFORMATION AT THE TIME OF DESIGN. THE CITY 

THE PHYSICAL FEATURES WITHIN THE LIMITS OF THE PROJECT HAVE BEEN SHOWN 26.

CONTRACTOR.

THE CONTRACTOR OR CSU AT THE FULL COST OF LABOR AND MATERIALS TO THE 

OF THE CONTRACTOR'S OPERATIONS, IT WILL BE REPAIRED IMMEDIATELY BY EITHER 

PLANS. SHOULD A WATER MAIN, ELECTRIC CONDUIT OR GAS MAIN FAIL AS A RESULT 

CONTINUOUSLY DURING CONSTRUCTION EXCEPT THOSE SHOWN OTHERWISE IN THE 

MAINS, ELECTRIC CONDUIT AND GAS MAINS SO THAT THEY WILL FUNCTION 

THE CONTRACTOR SHALL, AT THEIR EXPENSE, SUPPORT AND PROTECT ALL WATER 25.

ADVANCE AND MAY BE SUBJECT TO OVERTIME CHARGES.

REQUIRED AFTER WORKING HOURS MUST BE COORDINATED WITH THE INSPECTOR IN 

CALL TO SCHEDULE TAP UNTIL THE INSPECTION NOTIFICATION. INSPECTION 

PRIOR TO BEGINNING CONSTRUCTION. IF THIS PROJECT INVOLVES A TAP, DO NOT 

WATER AND WASTEWATER INSPECTIONS SECTION (719-668-4396) TWO WORKING DAYS 

INSPECTED BY A CSU INSPECTOR. THE CONTRACTOR IS REQUIRED TO NOTIFY THE 

ALL WORK DONE ON OR AROUND WATER OR WASTEWATER FACILITIES MUST BE 24.

FOR GRADE ADJUSTMENTS SHALL NOT BE ALLOWED.

TO OVERLAY, FINAL LIFT OR CONCRETE PAVING PLACEMENT. SAWCUTS AND PATCHES 

MANHOLES AND VALVE BOXES SHALL BE SET TO FINISHED ROADWAY GRADE PRIOR 23.

CONSTRUCTION NEAR ANY ELECTRIC FACILITIES.

AND DANIEL GONZALES AT 719-491-6886) AT LEAST 72 HOURS IN ADVANCE OF 

THE CONTRACTOR SHALL NOTIFY CSU ELECTRIC (DAWNA SCHAWE AT 719-668-5572 22.

OPTIC FACILITIES.

LEAST 48 HOURS IN ADVANCE OF CONSTRUCTION NEAR ANY TRAFFIC SIGNAL FIBER 

THE CONTRACTOR SHALL NOTIFY CITY TRAFFIC ENGINEERING (719-385-6720) AT 21.

REQUIRED TO BE DONE BY THE CONTRACTOR.

COORDINATION WITH BOTH THE TELEPHONE AND CABLE TELEVISION COMPANY IS 

WITH THE APPROPRIATE TELEPHONE OR CABLEVISION COMPANY'S GUIDELINES. 

DISPLACE THE CABLES DURING CONSTRUCTION AND REINSTALL THEM IN ACCORDANCE 

PROXIMITY TO THE WORK. THE CONTRACTOR MAY, IF NECESSARY, TEMPORARILY 

TELEPHONE AND CABLE TELEVISION FACILITIES MAY BE LOCATED IN CLOSE 

IN SOME OF THE PROPOSED AREAS OF CONSTRUCTION, EXISTING UNDERGROUND 20.

WORK IS BEING PERFORMED NEAR THE 150 PSI GAS LINES.

COLORADO SPRINGS UTILITIES. A CSU GAS REPRESENTATIVE MUST BE ONSITE WHEN 

FEET AND NO MORE THAN 4 FEET OVER THE GAS CONDUIT OR AS APPROVED BY 

LEAST 18 INCHES OVER THE GAS CONDUIT. FINISH GRADE MUST BE AT LEAST 3 

EXCAVATION AT GAS LINES: TEMPORARY COVER DURING CONSTRUCTION SHALL BE AT 19.

3
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Inlets (Section 604)

and all other structures assigned a structure number

Light pole locations and elevations

Signal pole locations and elevations

Lighting (Section 613) and Traffic Control Devices (Permanent) (Section 614)

Slope and Ditch Paving (Section 507)

Deck grades at Girder 10th or "n" th point locations and elevations

Structural concrete form locations

Wingwall skew angles/offsets

Abutment/Pier locations, alignment, and elevations

Footing locations, alignment, and elevations

Caisson locations and elevations (Section 503)

Piling locations and cut off elevations (Section 502)

Structure Excavation limits (Section 206)

Major Structures - Overhead Signs (Section 614), Concrete Box Culverts, Bridges -

Riprap (Temp)

Seeding (Temp)

Erosion Control (Section 208)

Striping (Temp)

Striping (Perm)

Other:

Symbols

Pavement Marking (Section 627)

Other:

Rock

Seeding (Section 212)

Planting (Section 214)

Other:

Mulching (Section 213)

Landscaping

Top Soil (Section 207)

Site Grading

Embankment

Erosion Control (Perm)

Other:

Other:

Borrow

Delineators (Section 612)

Temporary

Permanent

Temporary

Sound Barrier

Other:

Permanent

Other:

Fencing (Section 607)

Grid

Establish and Maintain Project Centerline or Engineer Approved Offset Line(s)

Excavation and Embankment (Section 203)

Excavation 

Reset Items (Section 210)

Removal Limits (Section 202)

Muck 

Stripping

Unclassified

Verify or Determine existing topography

Clearing and Grubbing Limits (Section 201)

Verify or Determine existing grades and alignments

Verification and Maintenance of Horizontal and Vertical Control      

Stakes Interval

SpecialGrade

Other:

Seal Coat or Chip Seal (Section 409)

Heating & Scarifying Treatment

Miscellaneous

Aggregate Base Course (Section 304)

PMBB - Plant Mix Bituminous Base

Storm Sewer

Sanitary Sewer

Structure Excavation limits (Section 206)

Treated Subgrade

Signalization

New Bridge

SURVEY WORK TO BE PERFORMED BY OTHERS:

Other:

New Roadway Construction

Bridge Replacement

Bridge Widening

Major Reconstruction

Asphalt Overlay

Concrete Overlay

Minor Widening

Safety Improvement

Manholes (Section 604)

Irrigation

Water

Pipes (Section 603)

Slope and Ditch Paving (Section 507)

Minor Structures

Culverts (Section 603)

Riprap (Perm) (Section 506)

Other:

Sidewalk (Section 608)

TYPE OF PROJECT

Landscaping

Vertical Control      

Original Terrain Data 

Other: 

Roadway Alignment     

Horizontal Control    

                                   Format *       

Roadway Elements

Retaining Walls

Curb and Gutter (Section 609)

Other:

Concrete (Section 412)

Reconditioning

Other:

Pavements

Untreated Subgrade

Roadway Bases

Signal pole locations and elevations (Temp)

Monumentation (Section 629)

Tangent

Interval Interval

Curve

Offset

Special

Replace the specified existing monuments:

Reference the specified existing monuments:

Right of Way

Land corners, Aliquot corners

Control

**

**

Light pole locations and elevations (Temp)

Other:

Temporary Lighting and Construction Traffic Control Devices (Section 630)

Grid Special
(Y/N)
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Property Pin Ties

Major Structures

Minor Structures

Slope Staking

Grading

Horizontal Alignment

Vertical Control (i.e. Benchmarks)

Horizontal Control (Primary & Secondary)

Other Fieldbook(s):

One fieldbook for each work category shown on this sheet

TO ESTABLISH GEOMETRIC CONTROL FOR THE CONSTRUCTION OF THIS

PROJECT, THE DEPARTMENT HAS PROVIDED THE FOLLOWING INFORMATION:

WORK PERFORMED BY THE CONTRACTOR'S SURVEYOR UNDER SECTION 625:

GENERAL NOTES:

Herbicide (Section 217)

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

- - - -

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

Locate monuments.  It is estimated    hours are required.

* Specify the information format, ie., plan sheet, computer disk, computer printout, or other.

The information marked is either contained on the plans or is available from the Engineer.

Offset
Special

-

-

-

Grade
(Y/N) Interval

Grid Special
(Y/N)

Special
Interval Offset

Slope Staking

Guard Rail (Section 606)

Right of Way (Temp Staking by P.L.S. Only)

Interval Interval

Center

- - -

S
t
a
t
io

n
in

g

Overlay Stationing

Left Right

Interval

Erosion Logs

HMA - Hot Mix Asphalt (Section 403)

Sign Locations (Temp)

Sign locations

Other:

Potholing

Erosion Bales

Concrete Box Culverts (Section 603) w/ Headwalls and Wingwalls (Section 601)

Bridge expansion joint(s) alignment and grade (longitudinal and transverse)

     (See General Notes)
As Staked Earthwork Quantities

     (Section 407)
Prime Coat, Tack Coat & Rejuvenating Agent

     alignment and grades (Section 604)

Drop inlets -

     required for Bridges (Subsection 601 .12) and Overhead signs (S-614-50)
Substructure As-constructed survey

Field verify sign post locations, elevations, and lengths before fabrication.

Easements (Temp Staking by P.L.S. Only)

Easements

Silt Fence

    be done in accordance with the latest edition of the CDOT Survey Manual. 

1.     Unless indicated otherwise on this Survey Tabulation Sheet, all survey work and staking intervals shall

    the Contractor's surveyor.

    on the plans. Any additional information required to stake the item or element shall be generated by

2.     Adequate information for establishing lines, grades, and locations for all work items have been specified

 days prior to the Presurvey Conference - Construction Survey.         Engineer 

    blank line to the left of the specified items, shall be submitted with the Survey Schedule to the

    items indicated on this sheet. A copy of this sheet, with the estimated man-hours written on the 

3.    The Contractor's surveyor shall provide an estimate of the man-hours necessary to complete the work

    intervals.

    to the Engineer. The Contractor shall field verify original ground cross sections at a maximum 500 feet

    copy of the As Staked earthwork data and a computer disk in the specified format shall be submitted

    twenty percent (20%) of the planned earthwork in any phase as per the CDOT Survey Manual. A printed

5.    The Contractor shall furnish an As Staked earthwork quantity to the Engineer prior to completion of

    into field grades.

7.    The Contractor's surveyor shall perform all field surveying and calculations necessary to tie plan grades

8.    The Contractor shall coordinate construction staking on the project with any utility work.

10.   The Contractor's surveyor shall submit the following fieldbooks to the Engineer: 

Culverts w/ Headwalls and Wingwalls (Section 601)

Concrete Box Culverts w/ Headwalls and Wingwalls
**  A Tabulation of Survey Monuments may be provided on the plans.

 

    information, such as point numbers, to the sketch. 

    measured information. Non-linear surveys such as structures staking shall have sketches relating electronic 

    linear surveys, such as slope stakes and blue tops, shall have the station and offset information related to the 

    copy format that is intuitive, clear and related to the supplemental information recorded in the field books. All 

    information is collected electronically, information recorded shall be provided to the Project Engineer in a hard 

    shall contain: date, crew members' names, point no., description, staking information, and sketches. If the survey 

9.     Fieldbooks shall contain daily records of points set and or measurements observed. The information recorded 

    Contractor shall certify in writing to the Engineer that the final grade is within specified tolerance.

6.     Prior to beginning work on any subsequent operation, such as placing base course or paving, the

    replaced by the Contractor at no additional cost to the Department.

4.    Stakes and Monuments which are damaged or destroyed by the progress of construction shall be

NOTE:   All 629 items shall include adequate research, calculations, and evaluations

       of evidence for monuments to be set.

WORK PERFORMED BY THE CONTRACTOR'S SURVEYOR UNDER SECTION 629:
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DESIGN ENGINEER AS 
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THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811
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THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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SURVEY CONTROL DIAGRAM

SURVEY

600'0' 300' 1200'

VERTICAL DATUM IS BASED OFF OF NGVD 1929 -- THE 1960 SUPPLEMENTARY ADJUSTMENT.3.

HORIZONTAL VALUES ARE BASED OFF OF COLORADO STATE PLANES, CENTRAL ZONE, NAD 83, 1986 SUPPLEMENTARY ADJUSTMENT.2.

COORDINATES SHOWN ON THIS MAP ARE TIED TO THE COLORADO SPRINGS UTILITIES FIMS NETWORK.1.
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Colorado Springs, CO 80920

1975 Research Pkwy, Suite 165

CONTROL POINT TABLE

POINT #

3

4

12

5

6

14

7

RAW DESCRIPTION

CP 3 FIMS CT03

CP 4 FIMS CT04

CP 12 FIMS VP12

CP 5 FIMS CT05

CP 6 FIMS CT06

CP 14 FIMS CT14

CP 7 FIMS MN07

ELEVATION

6356.49

6403.82

6287.91

6298.58

6247.26

6406.25

NORTHING

1389311.66

1387709.65

1385990.85

1385633.59

EASTING

3184271.36

3184477.14

3185276.22

3186598.81

LATITUDE LONGITUDE

N38°54'01.77903"

N38°53'45.92942"

N38°53'47.18703"

N38°53'28.88336"

N38°53'13"

N38°53'25.25796"

N38°52'34"

W104°51'08.97171"

W104°51'06.51331"

W104°51'46.20929"

W104°50'56.56172"

W104°50'49"

W104°50'39.86630"

W104°50'50"

TYPE

HV
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HV
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HV
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HV - HORIZONTAL & VERTICAL
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38278

MAY 2, 2016

COLORADO PROFESSIONAL LAND SURVEYOR, LICENSE NUMBER 38278

ERIC R. WHITE

BELIEF.  IT IS NOT TO BE CONSTRUED, NOR DOES IT REPRESENT A MONUMENTED LAND SURVEY.

UNDER MY DIRECT SUPERVISION AND THAT IT IS CORRECT TO THE BEST OF MY KNOWLEDGE AND 

COLORADO, DO HEREBY CERTIFY THAT THIS SURVEY CONTROL DIAGRAM WAS PREPARED BY ME OR 

I, ERIC R. WHITE, A DULY REGISTERED LAND SURVEYOR UNDER THE LAWS OF THE STATE OF 

5) VP12 IS A 3-1/4 INCH BRASS CAP STAMPED "VP12".

4) CT03, CT04, CT04, CT06, CT 14 & MN07 ARE 2 INCH ALUMINUM CAPS STAMPED CSU FIMS AND THE POINT ID.

3) UNITS ARE U.S. SURVEY FEET.

3) VERTICAL DATUM: NGVD 1929 AND THE 1960 SUPPLEMENTARY ADJUSTMENT.

2) HORIZONTAL DATUM: NORTH AMERICAN DATUM 1983 (86), COLORADO STATE PLANE, CENTRAL ZONE

1) ALL SURVEY CONTROL IS FROM THE COLORADO SPRINGS UTILITIES FIMS NETWORK.
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TURN STORAGE (SINGLE
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CONSTRUCTION PHASING PLAN
PHASE 1

CPP

CONSTRUCTION PHASINGWORK ZONE
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COMMUNICATION FOR DETOURS AND NOTIFICATIONS.

CONTRACTOR SHALL COORDINATE WITH CITY TRAFFIC, PARKS, AND 

BIKE LANES MAY BE REMOVED IN LOCATIONS OF LANE REDUCTIONS. 7.

AND MOUNTAIN METRO TRANSIT.

CONTRACTOR SHALL COORDINATE WITH SPECIAL NEEDS RESIDENTS 

PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES. 6.

FACILITATE TRAFFIC CROSSOVER.

MEDIAN MAY BE REMOVED AND TEMPORARY PAVEMENT INSTALLED TO 5.

PERMITTED).

ACCESS SHALL BE MAINTAINED AT ALL TIMES (FULL-CLOSURE NOT 4.

WITH BUSINESS AND PROPERTY OWNERS.

BUSINESS AND PROPERTY OWNERS. CONTRACTOR SHALL COORDINATE 

ACCESS MAY BE TEMPORARILY CLOSED IF APPROVED IN WRITING BY 3.

SHALL COORDINATE WITH BUSINESS AND PROPERTY OWNERS.

BUSINESS AND PROPERTY OWNERS AGREE IN WRITING. CONTRACTOR 

ACCESS MAY BE CONSTRUCTED AT SOUTH SIDE OF PARKING LOT IF 

ACCESS SHALL BE MAINTAINED AT ALL TIMES. A TEMPORARY PAVED 2.

MAINTAINED AT ALL TIMES.

SIMULTANEOUSLY. ONE SOUTHBOUND LEFT ACCESS SHALL BE 

CONSECUTIVE ACCESS POINTS SHALL NOT BE CLOSED 1.

NOTES

TEMPORARY STRIPING OF PAVEMENT-

FULL-DEPTH ASPHALT PAVEMENT SECTION (EXCEPT FINAL PAVEMENT LIFT)

CONSTRUCT CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL AND -

CONSTRUCT INLET-

REMOVE MEDIAN CURB AND GUTTER AND REMOVE MEDIAN CONCRETE COVER MATERIAL-

THE FOLLOWING CONSTRUCTION ITEMS LOCATED WITHIN THE PHASE LIMITS WILL BE INCLUDED IN THIS PHASE: 

TRAFFIC SHALL REMAIN THE SAME AS IN PHASE 1-

OF THE GODS RD.

THIS PHASE CONSISTS OF THE NORTHBOUND CENTENNIAL BLVD LEFT TURN LANES AT THE APPROACH TO GARDEN 

TEMPORARY STRIPING OF PAVEMENT-

CONSTRUCT / RECONSTRUCT PEDESTRIAN RAMPS AND SIDEWALK-

FULL-DEPTH ASPHALT PAVEMENT SECTION (EXCEPT FINAL PAVEMENT LIFT)

CONSTRUCT CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, CONCRETE CROSS-PANS AND -

CONSTRUCT INLETS AND UNDERDRAINS-

REMOVE CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, MEDIAN LANDSCAPING AND ASPHALT PAVEMENT-

WILL BE INCLUDED IN THIS PHASE:  

THE FOLLOWING CONSTRUCTION ITEMS LOCATED WITHIN THE PHASE TERMINI AND LEFT OF CENTERLINE ALIGNMENT 

 

IN BOTH DIRECTIONS. PROVIDE TURN LANES WHERE REQUIRED AND AT OTHER LOCATIONS IF POSSIBLE.

SHIFT TRAFFIC TO EXISTING  NORTHBOUND LANES OF CENTENNIAL BLVD. PROVIDE ONE 11' (MIN) LANE OF TRAFFIC-

STRIPING ON NORTHBOUND LANES OF CENTENNIAL BLVD. 

OBLITERATE EXISTING STRIPING ON NORTHBOUND LANES OF CENTENNIAL BLVD. PLACE TEMPORARY-

TERMINI OF THIS PHASE ARE GARDEN OF THE GODS RD AND CHESHAM CIR. 

13
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SEE NOTE 1

SEE NOTE 1

SEE NOTE 1

SEE NOTE 2

SEE NOTE 5

SEE NOTE 5

SEE NOTE 3

SEE NOTE 5

NECESSARY

SIGNAL HEADS AS

ADJUST TRAFFIC

SEE NOTE 2

NECESSARY

SIGNAL HEADS AS

ADJUST TRAFFIC

OR DOUBLE LANE)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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CONSTRUCTION PHASINGWORK ZONE

PHASE 2

OPEN ALL LANES TO TRAFFIC-

FINAL SIGNING AND STRIPING-

CONSTRUCT / RECONSTRUCT PEDESTRIAN RAMPS AND SIDEWALK-

FULL-DEPTH ASPHALT PAVEMENT SECTION (FINAL PAVEMENT LIFT ON PH1 AND PH2 WORK)

CONSTRUCT CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, CONCRETE CROSS-PANS AND -

CONSTRUCT INLETS AND UNDERDRAINS-

REMOVE CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, MEDIAN LANDSCAPING AND ASPHALT PAVEMENT-

WILL BE INCLUDED IN THIS PHASE: 

THE FOLLOWING CONSTRUCTION ITEMS LOCATED WITHIN THE PHASE TERMINI AND RIGHT OF CENTERLINE ALIGNMENT 

DIRECTIONS. PROVIDE TURN LANES WHERE REQUIRED AND AT OTHER LOCATIONS IF POSSIBLE.  

SHIFT TRAFFIC TO NEW SOUTHBOUND LANES OF CENTENNIAL BLVD, PROVIDE ONE 11' (MIN) LANE OF TRAFFIC IN BOTH -

TERMINI OF THIS PHASE ARE GARDEN OF THE GODS RD AND CHESHAM CIR. 

COMMUNICATION FOR DETOURS AND NOTIFICATIONS.

CONTRACTOR SHALL COORDINATE WITH CITY TRAFFIC, PARKS, AND 

BIKE LANES MAY BE REMOVED IN LOCATIONS OF LANE REDUCTIONS. 6.

COORDINATE WITH SPECIAL NEEDS RESIDENTS AND MOUNTAIN METRO TRANSIT.

PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES. CONTRACTOR SHALL 5.

FACILITATE TRAFFIC CROSSOVER.

MEDIAN MAY BE REMOVED AND TEMPORARY PAVEMENT INSTALLED TO 4.

AND PROPERTY OWNERS.

AND PROPERTY OWNERS. CONTRACTOR SHALL COORDINATE WITH BUSINESS 

ACCESS MAY BE TEMPORARILY CLOSED IF APPROVED IN WRITING BY BUSINESS 3.

ACCESS SHALL BE MAINTAINED AT ALL TIMES (FULL-CLOSURE NOT PERMITTED).2.

SOUTHBOUND LEFT ACCESS SHALL BE MAINTAINED AT ALL TIMES.

CONSECUTIVE ACCESS POINTS SHALL NOT BE CLOSED SIMULTANEOUSLY. ONE 1.
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THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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PHASE 3
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TEMPORARY STRIPING OF PAVEMENT-

CONSTRUCT / RECONSTRUCT PEDESTRIAN RAMPS AND SIDEWALK-

CONSTRUCT CURB AND GUTTER, CONCRETE CROSS-PANS AND FULL-DEPTH CONCRETE PAVEMENT SECTION-

CONSTRUCT INLETS AND UNDERDRAINS-

REMOVE CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, MEDIAN LANDSCAPING AND ASPHALT PAVEMENT-

WILL BE INCLUDED IN THIS PHASE:  

THE FOLLOWING CONSTRUCTION ITEMS LOCATED WITHIN THE PHASE TERMINI AND LEFT OF CENTERLINE ALIGNMENT 

 

IN BOTH DIRECTIONS. PROVIDE TURN LANES WHERE POSSIBLE.

SHIFT TRAFFIC TO EXISTING  NORTHBOUND LANES OF CENTENNIAL BLVD. PROVIDE ONE 11' (MIN) LANE OF TRAFFIC-

STRIPING ON NORTHBOUND LANES OF CENTENNIAL BLVD. 

OBLITERATE EXISTING STRIPING ON NORTHBOUND LANES OF CENTENNIAL BLVD. PLACE TEMPORARY-

TERMINI OF THIS PHASE ARE CHESHAM CIRCLE AND 300 FEET SOUTH OF WINDMILL AVENUE. 

COMMUNICATION FOR DETOURS AND NOTIFICATIONS.

CONTRACTOR SHALL COORDINATE WITH CITY TRAFFIC, PARKS, AND 

BIKE LANES MAY BE REMOVED IN LOCATIONS OF LANE REDUCTIONS. 5.

AND MOUNTAIN METRO TRANSIT.

CONTRACTOR SHALL COORDINATE WITH SPECIAL NEEDS RESIDENTS 

PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES. 4.

FACILITATE TRAFFIC CROSSOVER.

MEDIAN MAY BE REMOVED AND TEMPORARY PAVEMENT INSTALLED TO 3.

PROPERTY OWNERS.

CONTRACTOR SHALL COORDINATE WITH RESIDENTS AND/OR 

APPROVED IN WRITING BY RESIDENTS AND/OR PROPERTY OWNERS. 

DRIVEWAY ACCESS SHALL BE MAINTAINED AT ALL TIMES UNLESS 2.

PERMITTED).

ACCESS SHALL BE MAINTAINED AT ALL TIMES (FULL-CLOSURE NOT 1.
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HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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COMMUNICATION FOR DETOURS AND NOTIFICATIONS.

CONTRACTOR SHALL COORDINATE WITH CITY TRAFFIC, PARKS, AND 

BIKE LANES MAY BE REMOVED IN LOCATIONS OF LANE REDUCTIONS. 6.

METRO TRANSIT.

SHALL COORDINATE WITH SPECIAL NEEDS RESIDENTS AND MOUNTAIN 

PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES. CONTRACTOR 5.

FACILITATE TRAFFIC CROSSOVER.

MEDIAN MAY BE REMOVED AND TEMPORARY PAVEMENT INSTALLED TO 4.

AND/OR PROPERTY OWNERS.

OWNERS. CONTRACTOR SHALL COORDINATE WITH BUSINESS, RESIDENTS, 

APPROVED IN WRITING BY BUSINESS, RESIDENTS, AND/OR PROPERTY 

DRIVEWAY ACCESS SHALL BE MAINTAINED AT ALL TIMES UNLESS 3.

NOT BE UNDER CONSTRUCTION SIMULTANEOUSLY).

DRIVE OR VONDEL PARK DRIVE AT ALL TIMES (I.E. BOTH STREETS SHALL 

UNRESTRICTED ACCESS SHALL BE MAINTAINED AT EITHER VALKENBURG 2.

CONTRACTOR SHALL COORDINATE WITH NEIGHBORHOOD.

COORDINATE WITH ADJACENT RESIDENTS AND/OR PROPERTY OWNERS. 

ACCESS MAY BE TEMPORARILY CLOSED. CONTRACTOR SHALL 1.

NOTES

OPEN ALL LANES TO TRAFFIC-

FINAL SIGNING AND STRIPING-

CONSTRUCT / RECONSTRUCT PEDESTRIAN RAMPS AND SIDEWALK.-

CONSTRUCT CURB AND GUTTER, CONCRETE CROSS-PANS AND  FULL-DEPTH CONCRETE PAVEMENT SECTION-

CONSTRUCT INLETS AND UNDERDRAINS-

REMOVE CURB AND GUTTER, MEDIAN CONCRETE COVER MATERIAL, MEDIAN LANDSCAPING AND ASPHALT PAVEMENT-

WILL BE INCLUDED IN THIS PHASE: 

THE FOLLOWING CONSTRUCTION ITEMS LOCATED WITHIN THE PHASE TERMINI AND RIGHT OF CENTERLINE ALIGNMENT 

 

IN BOTH DIRECTIONS. PROVIDE TURN LANES WHERE POSSIBLE.

SHIFT TRAFFIC TO NEW SOUTHBOUND LANES OF CENTENNIAL BLVD. PROVIDE ONE LANE OF TRAFFIC-

TERMINI OF THIS PHASE ARE CHESHAM CIRCLE AND 300 FEET SOUTH OF WINDMILL AVENUE. 
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THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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FINAL STRIPING OF PAVEMENT-

MILL AND OVERLAY PAVEMENT-

CONSTRUCT FULL-DEPTH ASPHALT PAVEMENT (MEDIAN)-

MODIFY INLETS- 

REMOVE MEDIAN CURB AND GUTTER, REMOVE MEDIAN CONCRETE COVER MATERIAL-

CONSTRUCT / RECONSTRUCT PEDESTRIAN RAMPS AND SIDEWALK-

THE FOLLOWING CONSTRUCTION ITEMS WILL BE INCLUDED IN THIS PHASE: 

TERMINI OF THIS PHASE ARE FILLMORE STREET AND 300 FEET SOUTH OF WINDMILL AVENUE. 

COORDINATE WITH SPECIAL NEEDS RESIDENTS AND MOUNTAIN METRO TRANSIT.

PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES. CONTRACTOR SHALL 3.

SIMULTANEOUSLY.

AND PROPERTY OWNERS. BOTH ACCESSES SHALL NOT BE CLOSED 

AND PROPERTY OWNERS. CONTRACTOR SHALL COORDINATE WITH BUSINESSES 

ACCESS MAY BE TEMPORARILY CLOSED IF APPROVED IN WRITING BY BUSINESS 2.

ACCESS SHALL BE MAINTAINED AT ALL TIMES (FULL-CLOSURE NOT PERMITTED).1.

NOTES
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HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

PAINTED MEDIAN

MATCH EXISTING CURB ELEVATION*

PGL PROFILE GRADE LINE

LANDSCAPE RESTORATION

PAVEMENT DETAIL
MILL & OVERLAY

C
L

EX
EX

CENTENNIAL BLVD

101+90 TO 104+15

MILL AND OVERLAY/PAINTED MEDIAN SECTION
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CURB AND GUTTER
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EXISTING CONCRETE SIDEWALK
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EXISTING CURB AND GUTTER TYPE 1 TO REMAIN

EXISTING CURB AND GUTTER TYPE 1

TO REMAIN
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EXISTING CURB AND GUTTER TYPE 1 TO REMAIN

EXISTING CURB AND GUTTER TYPE 1
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HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

C
L

EX EX2.0% 2.0%

CENTENNIAL BLVD

104+15 TO 131+41

MILL AND OVERLAY/FULL-WIDTH MEDIAN REMOVAL SECTION

C
L

EX EX2.0% 2.0%

CENTENNIAL BLVD

104+15 TO 131+41

MILL AND OVERLAY/INTERSECTION APPROACH MEDIAN REMOVAL SECTION

2" HMA (GRADE SX)

2" HMA (GRADE S)

2" HMA (GRADE S)

3" HMA (GRADE S)

MILL & OVERLAY

ASPHALT PAVEMENT
DEPTH RECONSTRUCTION OF 
MEDIAN REMOVAL AND FULL 

PAVEMENT DETAIL
MEDIAN REMOVAL

PAINTED MEDIAN

MATCH EXISTING CURB ELEVATION*

PGL PROFILE GRADE LINE

LANDSCAPE RESTORATION
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(SEE PLANS)
4" CONCRETE SIDEWALK

8.5' 8.5'
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4" ABC 
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3" PERFORATED RIGID PVC PIPE

 RECONDITIONING
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HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

2.0%2.0%1.8%

C
L

VAR. VAR.

CENTENNIAL BLVD

131+51 TO 154+92

(CONCRETE PAVEMENT)

FULL-DEPTH RECONSTRUCTION SECTION

VAR.

(SEE NOTE 1)

(SEE NOTE 2)

NOTES:

LONGITUDINAL SLOPE TO AVOID AN UNDRAINED LOW POINT.

SIDEWALK AND THE SIDEWALK SHALL MAINTAIN A POSITIVE

THE CONCRETE COVER MATERIAL SHALL SLOPE TOWARD THE

LOWER ELEVATION THAN THE PROPOSED CURB AND GUTTER.

IN SOME LOCATIONS, THE EXISTING SIDEWALK MAY BE AT A2.

MEDIAN IF DESIRED IN THE FUTURE.

SHOWN TO ACCOMMODATE RE-INSTALLATION OF A RAISED

THESE LONGITUDINAL CONTRACTION JOINTS ARE REQUIRED AS1.

PAVEMENT DETAIL

1:
1

131+51 TO 154+92
(CONCRETE PAVEMENT)

FULL DEPTH RECONSTRUCTION 

PAINTED MEDIAN

MATCH EXISTING CURB ELEVATION*

PGL PROFILE GRADE LINE

LANDSCAPE RESTORATION

 

DJEDMZMAK 3 of 57

MAK

DMZ12/07/15

ROADWAY TYPICAL SECTIONS

ROADWAY

LEGEND

20



11' 11' 15' 11' 11'

PGL
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3.5' BUFFER
3.5' BUFFER
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VAR.

(SEE PLANS)
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4:1 TYP; 3:1 MAX
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2
'

3:1 TYP; 1.5:1 MAX
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 RIPRAP BEDDING (SEE PLANS)
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RIPRAP TYPE M (12 INCH)

(SEE PLANS)
SIDEWALK
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(CLASS 6)
13" ABC 
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"

MIN
8"

M
I
N

6
"

9" HMA

WITH PERFORATIONS DOWN
UNDERDRAIN IN FABRIC SOCK
3" PERFORATED RIGID PVC PIPE

 RECONDITIONING
9" 

IN GEOTEXTILE (DRAINAGE)(CLASS 3)
5% PASSING NO. 200 SIEVE WRAPPED
RECYCLED CONCRETE WITH LESS THAN
FREE DRAINING 3/4" GRAVEL OR
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TO REMAIN
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3.5' BUFFER

2'
VAR.

(SEE PLANS)
4" CONCRETE SIDEWALK
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6'
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

2.0%2.0%1.8%

C
L

VAR.

CENTENNIAL BLVD

154+92 TO 171+00

(HMA PAVEMENT)

FULL-DEPTH RECONSTRUCTION SECTION

1.8% 2%

(SEE NOTE 1)

NOTE:

LONGITUDINAL SLOPE TO AVOID AN UNDRAINED LOW POINT.

SIDEWALK AND THE SIDEWALK SHALL MAINTAIN A POSITIVE

THE CONCRETE COVER MATERIAL SHALL SLOPE TOWARD THE

LOWER ELEVATION THAN THE PROPOSED CURB AND GUTTER.

IN SOME LOCATIONS, THE EXISTING SIDEWALK MAY BE AT A1.

2" HMA (GRADE SX)

2" HMA (GRADE S)

2" HMA (GRADE S)

3" HMA (GRADE S)

1:
1

PAVEMENT DETAIL

154+92 TO 179+70
(HMA PAVEMENT)

FULL DEPTH RECONSTRUCTION 

PAINTED MEDIAN

MATCH EXISTING CURB ELEVATION*

PGL PROFILE GRADE LINE

LANDSCAPE RESTORATION

CENTENNIAL BLVD

2.0%2.0%1.8%

C
L

154+92 TO 171+00

(HMA PAVEMENT)

FULL-DEPTH RECONSTRUCTION INTERSECTION APPROACH SECTION

1.8%

TRAIL DETAIL

156+80 TO 157+80
SINTON TRAIL CONNECTION
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TO REMAIN
EXISTING CONCRETE SIDEWALK
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(SEE PLANS)
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11.5' TO 0'
VARIES
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VARIES
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VAR
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3.5' BUFFER
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(SEE PLANS)
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VAR.
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VAR.

4:1 TYP; 3:1 MAX

VAR

(CLASS 6)
13" ABC 

2
"

MIN
8"

M
I
N

6
"

9" HMA

WITH PERFORATIONS DOWN
UNDERDRAIN IN FABRIC SOCK
3" PERFORATED RIGID PVC PIPE

 RECONDITIONING
9" 

IN GEOTEXTILE (DRAINAGE)(CLASS 3)
5% PASSING NO. 200 SIEVE WRAPPED
RECYCLED CONCRETE WITH LESS THAN
FREE DRAINING 3/4" GRAVEL OR
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

CENTENNIAL BLVD

1.8%

C
L

174+50 TO 179+70

(HMA PAVEMENT)

FULL-DEPTH RECONSTRUCTION INTERSECTION APPROACH SECTION

VARIES
VARIES

CENTENNIAL BLVD

1.8%

C
L

171+00 TO 174+50

(HMA PAVEMENT)

FULL-DEPTH RECONSTRUCTION INTERSECTION APPROACH SECTION

VARIES
VARIES

2" HMA (GRADE SX)

2" HMA (GRADE S)

2" HMA (GRADE S)

3" HMA (GRADE S)

1:
1

PAVEMENT DETAIL

154+92 TO 179+70
(HMA PAVEMENT)

FULL DEPTH RECONSTRUCTION 

PAINTED MEDIAN

MATCH EXISTING CURB ELEVATION*

PGL PROFILE GRADE LINE

LANDSCAPE RESTORATION
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E 3185969.62

N 1380304.45

100+00.00

HORIZONTAL CONTROL LINE

BEGIN CENTENNIAL BLVD

E 3184705.65

N 1388159.24

183+06.43

HORIZONTAL CONTROL LINE

END CENTENNIAL BLVD

BEGIN OVERLAY

101+90.00

RECONSTRUCTION

END FULL-DEPTH

179+70.00

RECONSTRUCTION

BEGIN FULL-DEPTH

END OVERLAY

131+41.24
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THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

300'0' 150' 600'

DJESPMAK
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ROADWAY GEOMETRIC LAYOUT

ROADWAY 6 of 57

7/28/15

M
A

T
C

H
 

L
I
N

E
 
1
4

2
+
0
0

M
A

T
C

H
 

L
I
N

E
 
1
4

2
+
0
0

1
0
0

+
0
0

1
0
2

+
0
0

1
0
4

+
0
0

1
0
6

+
0
0

1
0
8

+
0
0

1
1
0

+
0
0

1
1
2

+
0
0

1
1
4

+
0
0

1
1
6

+
0
0

1
1
8

+
0
0

1
2
0

+
0
0

1
2
2

+
0
0

1
2
4

+
0
0

1
2
6

+
0
0

1
2
8

+
0
0

1
3
0

+
0
0

1
3
2

+
0
0

1
3
4

+
0
0

1
3
6
+

0
0

1
3
8

+
0
0

1
4
0

+
0
0

1
4
4

+
0
0

1
4
6

+
0
0

1
4
8
+

0
0

1
5
0
+

0
0

1
5
2
+

0
0

1
5
4
+

0
0

1
5
6
+

0
0

1
5
8
+

0
0

1
6
0
+

0
0

1
6
2
+

0
0

1
6
4
+

0
0

1
6
6
+

0
0

1
6
8
+

0
0

1
7
0

+
0
0

1
7
2

+
0
0

1
7
4
+

0
0

1
7
6
+

0
0

1
7
8

+
0
0

1
8
0

+
0
0

1
8
2

+
0
0

1
8
3

+
0
6

1
8
3

+
0
6

P
C
 
1
0
7

+
4
7
.1

0

P
T
 
1
0
9

+
8
7
.8

4

P
C
 
1
1
1
+

0
5
.1

1

P
T
 
1
1
3

+
9
9
.1

2

P
C
 
1
3
1
+

7
0
.8

2

P
T
 
1
3
5
+

2
1
.8

4

P
C
 
1
3
6
+

2
9
.0

8

P
T
 
1
4
0

+
0
7
.4

9

P
C
 
1
4
2

+
2
4
.3

7

P
T
 
1
4
6
+

5
4
.9

9

P
C
 
1
5
3
+

8
3
.1

8

P
T
 
1
5
5
+

8
2
.7

6

P
C
 
1
6
7
+

5
0
.1

0

P
T
 
1
7
3
+

4
3
.9

0

P
C
 
1
7
5
+

4
3
.4

9

P
T
 
1
7
7

+
8
8
.9

8

P
I 

1
1
2

+
5
4
.3

1

P
I 

1
3
3

+
4
8
.6

7

P
I 

1
7
0

+
7
3
.8

7

P
I 

1
7
6

+
6
7
.9

8

P
I 

1
0
8

+
6
8
.6

7

P
I 

1
3
8

+
2
0
.5

8

P
I 

1
4
4

+
4
4
.9

2

P
I 

1
5
4
+

8
2
.9

9

Rc =700.00'

Lc =240.74'

Tc =121.57'

Rc =700.00'

Lc =294.01'

Tc =149.20'

Rc =884.00'

Lc =351.03'

Tc =177.86'

Rc =1000.00'

Lc =378.41'

Tc =191.50'

Rc =808.72'

Lc =430.61'

Tc =220.54'

Rc =600.00'

Lc =593.80'

Tc =323.77'

Rc =600.00'

Lc =245.49'

Tc =124.49'

Rc =4000.00'

Lc =199.58'

Tc =99.81'

CONTROL POINT. SEE SURVEY CONTROL DIAGRAM.

23



E

E

T
L

T
L

T
L

D

M
H

M
H

T

T

 

EXISTING ROW

EXISTING ROW

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & FILLMORE ST

EXISTING C&G

ASPHALT

EXISTING EDGE OF

EXISTING C&G

ASPHALT

EXISTING EDGE OF

EXISTING SIDEWALK

EXISTING SIDEWALK

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

1
0
7

1
0
2

+
0
0

1
0
4

+
0
0

P
O

B
 
1
0
0

+
0
0
.0

0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 01

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:1

9
:0

5
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

1

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
0
5

+
8
0

CENTENNIAL BOULEVARD

DJESPMAK 7 of 57

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

F
IL

L
M

O
R

E
 S

T
R

E
E

T

BEGIN MILL & OVERLAY

STA 101+90.00

24



E

E

E

E

E

E

E

E

E

E E

E

T
L

TL

D

D

D

D

S

TH

W
V

W
V

W
V

EV

EV

PH

D

D

EV

E
E

T

 

EXISTING ROW

EXISTING ROW

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & 3100 N

EXISTING SIDEWALK

EXISTING C&G

ASPHALT

EXISTING EDGE OF

EXISTING SIDEWALK

EXISTING C&G

ASPHALT

EXISTING EDGE OF

SEE GENERAL NOTES)

(MATCH EXIST.

109+47.0 LT 51.4

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

109+30.8 LT 51.7

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

(SEE DRAINAGE PLANS)

MODIFY INLET

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

(SEE DRAINAGE PLANS)

MODIFY INLET

SEE GENERAL NOTES)

(MATCH EXIST.

111+41.0 RT 48.3

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

111+57.1 RT 49.0

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

106+11.4 RT 59.3

REPLACE SIDEWALK

END REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

106+01.4 RT 59.4

REPLACE SIDEWALK

BEGIN REMOVE &

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

9
6

52

9
8

9
5

71

SEE GENERAL NOTES)

(MATCH EXIST. INLET

111+18.3 RT 43.7

GUTTER

REPLACE CURB &

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

111+28.3 RT 43.6

GUTTER

REPLACE CURB &

END REMOVE &

1
0
6

+
0
0

1
0
8

+
0
0

1
1
0

+
0
0

P
C
 
1
0
7

+
4
7
.1

0

P
T
 
1
0
9

+
8
7
.8

4

P
C
 
1
1
1
+

0
5
.1

1

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 02

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:2

0
:4

8
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

2

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

DJESPMAK 8 of 57

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
1
1
+

6
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
0
5

+
8
0

3
1
0
0
 N

25



E

E

TL

D
D

 

EXISTING C&G

ASPHALT

EXISTING EDGE OF

EXISTING SIDEWALK

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

EXISTING ROW

EXISTING SIDEWALK

ASPHALT

EXISTING EDGE OF

EXISTING C&G

EXISTING EASEMENT

EXISTING ROW

9
6

9
6

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

1
1
2

+
0
0 1

1
4

+
0
0

P
T
 
1
1
3

+
9
9
.1

2

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 03

4/25/2016

1:40

J
A

L
O

E
P

P
 9
:2

2
:4

4
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

3

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

DJESPMAK 9 of 57

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
1
1
+

6
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
1
5

+
4
0

26



E

E

E

W
V

TL

W
V

W
V

W
V

TL

TL

D

EV

E

 

EXISTING EASEMENT

EXISTING ROW

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

EXISTING ROW

EXISTING C&G

ASPHALT

EXISTING EDGE OF

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & 3470 N

EXISTING EASEMENT

EXISTING ROW

ASPHALT

EXISTING EDGE OF

EXISTING C&G

EXISTING SIDEWALK

EXISTING SIDEWALK

9
6

9
6

7
8

1
1
6

+
0
0

1
1
8

+
0
0

1
2
0

+
0
0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 04

4/25/2016

1:40

J
A

L
O

E
P

P
 9
:2

5
:1

6
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

4

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

DJESPMAK

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

10 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
2
1
+

0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
1
5

+
4
0

3
4
7
0
 N

27



W
V

W
V

W
V

TL

TL

TL

E

E
E

T
LPHPH

T
L

W
V

T
L

T
L

TH
PH

EV

M
H

E E

T

 

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & RIALTO HTS

(SEE ROADWAY DETAILS)

123+89.9 RT 50.9

CURB AND MATCH

NOTCH EXIST. DRAINAGE

(5' CURB TAPER)

END CURB & GUTTER TYPE 1

(MATCH EXIST. SEE GENERAL NOTES)

123+65.4 RT 50.8

END REMOVE & REPLACE SIDEWALK

6' TO 4'

TAPER SIDEWALK WIDTH

SEE GENERAL NOTES)

(MATCH EXIST.

123+55.4 RT 52.8

REPLACE SIDEWALK

BEGIN REMOVE &

(SEE ROADWAY DETAILS)

122+46.2 RT 52.8

(5' CURB TAPER)

BEGIN CURB & GUTTER TYPE 1
EXISTING SIDEWALK

EXISTING C&G

EXISTING ROW

ASPHALT

EXISTING EDGE OF

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

ASPHALT

EXISTING EDGE OF

EXISTING C&G

EXISTING SIDEWALK

EXISTING ROW

SEE GENERAL NOTES)

(MATCH EXIST.

121+43.0 RT 53.0

REPLACE SIDEWALK

END REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

121+37.0 RT 53.0

REPLACE SIDEWALK

BEGIN REMOVE &

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

9
0

7
8

7
8

1
2
2

+
0
0

1
2
4

+
0
0

1
2
6

+
0
0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 05

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:2

7
:4

4
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

5

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

DJESPMAK

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

H
E
IG

H
T
S

R
IA

L
T

O

11 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
2
6

+
6
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
2
1
+

0
0

28



GM

D

D

PH

PH

TE

TE

M
H

EXISTING SIDEWALK

EXISTING C&G

ASPHALT

EXISTING EDGE OF

REMOVE CONCRETE COVER MATERIAL

REMOVE CURB & GUTTER

EXISTING C&G

ASPHALT

EXISTING EDGE OF

EXISTING SIDEWALK

EXISTING ROW

TO REMAIN

EXISTING INLET

TO REMAIN

EXISTING INLET

BH 43

BH 44

7
8

7
8

1
2
8

+
0
0

1
3
0

+
0
0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 06

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:2

9
:3

7
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

6

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/20/15

ROADWAY

ROADWAY PLAN

12 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
2
6

+
6
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
3
1
+

0
0

29



E

W
V

W
V

W
V

W
V

W
V

W
V

D

D

D

S

PH

TE

TE

EV

EV
EV

PH

TH

S

C
A

T
V

S

PH

TE

TE

MB

E

E

E

MB

MB

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & WINDMILL AVE

.1

FENCE

EXISTING

PROTECT

SIDEWALK

EXISTING

ROW

EXISTING

FENCE

EXISTING

PROTECT

ROW

EXISTING132+73.9 LT 38.0

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

132+54.4 LT 59.8

BEGIN C&G TRANSITION

END TYPE 2 C&G

EXISTING ROW

131+81.4 LT 59.8

BEGIN TYPE 2 C&G

END C&G TRANSITION

131+61.2 LT 38.0

BEGIN CONCRETE CROSS-PAN

END TYPE 1 C&G

TO REMAIN

EXISTING INLET

TO REMAIN

EXISTING INLET

(SEE ROADWAY DETAILS)

HMA - PCCP TRANSITION

FENCE

EXISTING

PROTECT

EXISTING ROW

EXISTING ROW

135+09.0

(NON-FLARED)

END ANCHORAGE

PROTECT EXISTING FENCE

135+62.5

BEGIN GUARDRAIL TYPE 3

(MATCH EXIST., SEE GENERAL NOTES)

135+85.8

END REMOVE & REPLACE SIDEWALK

=
4
0

R

32

32

20

7
8

4

4

4

7
8

BH 20

2

2

2

UTILITY BOX

PROTECT

4

UTILITY BOX

PROTECT

UTILITY BOX

PROTECT

STREET LIGHT

PROTECT

UTILITY BOX

PROTECT

STREET LIGHT

PROTECT

SEE GENERAL NOTES)

(MATCH EXIST.

131+63.4 RT 50.5

REPLACE SIDEWALK

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

131+63.4 RT 46.4 

COVER MATERIAL

BEGIN CONCRETE

131+68.0 RT 50.5 

132+04.2 RT 46.5 

SEE GENERAL NOTES)

(MATCH EXIST.

131+26.2 RT 39.0

REPLACE TYPE 1 C&G

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

131+26.2 LT 39.0 

REPLACE TYPE 1 C&G

BEGIN REMOVE &

UTILITY BOX

PROTECT

131+80.0 LT 44.0 

LT 44.0 

132+55.7 

132+64.3 LT 49.5

132+97.3 LT 49.5 

133+02.3 LT 46.5 

NOTES)

(SEE GENERAL

BOXES

ADJUST VALVE NOTES)

(SEE GENERAL

ADJUST MANHOLES

SEE GENERAL NOTES)

(MATCH EXIST.

135+88.9 LT 46.2

REPLACE SIDEWALK

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

135+98.9 LT 46.1

REPLACE SIDEWALK

END REMOVE &

RESET MAILBOX

RESET MAILBOX

RESET MAILBOX

132+55.4 LT 54.9

BEGIN CONCRETE CROSS-PAN

END C&G TRANSITION

BEGIN SIDEWALK (4")

END SIDEWALK (6")

SEE GENERAL NOTES)

(MATCH EXIST.

131+61.2 LT 51.0

REPLACE SIDEWALK

BEGIN REMOVE &

(SEE ROADWAY DETAILS)

131+80.4 LT 55.0

BEGIN SIDEWALK (6")

END SIDEWALK (4")

BEGIN C&G TRANSITION

END CONCRETE CROSS-PAN

1

2

3

4

5

6

7

8

DRIVEWAY

PROTECT

MATCH &

DRIVEWAY

MATCH & PROTECT

DRIVEWAY

MATCH & PROTECT

BH 18

UTILITY BOXES

PROTECT

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLES

SERVICE

REMOVE WATER

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

1
3
2

+
0
0

1
3
4

+
0
0

1
3
6

+
0
0P

C
 
1
3
1
+

7
0
.8

2

P
T
 
1
3
5

+
2
1
.8

4

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 07

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:3

2
:1

2
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

7

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6353.90 131+81.36 59.84 Lt.

2 6353.95 131+87.75 73.69 Lt.

3 6353.35 131+99.62 84.84 Lt.

4 6352.59 132+14.47 89.83 Lt.

5 6351.83 132+29.88 87.84 Lt.

6 6350.98 132+43.34 79.21 Lt.

7 6349.70 132+52.55 65.35 Lt.

8 6349.16 132+54.38 59.80 Lt.

40'0' 20' 80'

CENTENNIAL BOULEVARD

A
V

E
N

U
E

W
IN

D
M
IL

L

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

13 of 57

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
3
1
+

0
0

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
3
6

+
0
0

RECONSTRUCTION

BEGIN FULL-DEPTH

END MILL & OVERLAY

STA 131+41.24

AND LANDSCAPING TO GARDEN OF THE GODS ROAD (179+70.00)
REMOVE MEDIAN CURB & GUTTER, CONCRETE COVER MATERIAL,

30



E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

T
E

L
E

P
H

O
N

E

E
X
I
S

T
 

G
A

S

RIGHT EOP PGL AXIS OF ROTATION

LEFT EOP LEFT EOP

RIGHT EOP

RIGHT & LEFT EOPRIGHT & LEFT EOP
-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
3
6

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 07

5/1/2016

1:40

m
a
k
o
c
h
is
 7
:1

2
:0

4
 P

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 0

7

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+46.24

e = -3.07%

+00.00

e = -2.00%

+33.18

e = -2.00%
+33.18

e = -3.00%

+79.16

e = -2.00%

V
P
I=

1
3
1
+

5
0
.0

0

E
L
.=

6
3
5
5
.5

4
'

V
P

T
=

1
3
2

+
5
0
.0

0

E
L
.=

6
3
4
9
.7

3
'

-5.81%

MDS = Symmetric Parabola

V.C. = 200.00'

e = 0.25'

SSD = 791'

K = 197.39

-6.83%

E
L
.=

6
3
5
6
.3

5

V
P

O
B
I=

1
3
1
+

5
0
.0

0

2.00%

0.00%

-2.00%

6360

6340

6320

131+00 132+00 133+00 134+00 135+00 136+00

6320

6340

6360

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 14 of 57

RECONSTRUCTION

BEGIN FULL-DEPTH

END MILL & OVERLAY

STA 131+41.24

-3.00% -3.00%

31



D

D

C
A

T
V

W
V

PH

S

W
V

W
V

W
V

W
V

EV

EV

INTERSECTION DETAIL

HANS BRINKER LN

SEE CENTENNIAL BLVD &

INTERSECTION DETAIL

VALKENBURG DR

SEE CENTENNIAL BLVD &

EXISTING SIDEWALK

ROW

EXISTING

TYPE 1 C&G

TYPE 1 C&G

138+19.6

BEGIN GUARDRAIL TYPE 3

139+02.8

END ANCHORAGE TYPE 3D

END GUARDRAIL TYPE 3

137+68.3

(NON-FLARED)

END ANCHORAGE

ROW

EXISTING

TYPE 1 C&G

EXISTING ROW

EXISTING SIDEWALK

136+62.9

END ANCHORAGE TYPE 3D

END GUARDRAIL TYPE 3

TYPE 1 C&G

TYPE 1 C&G

SIDEWALK

EXISTING

EXISTING ROW

BH 17

STREET LIGHT

PROTECT

EXISTING FENCE

PROTECT

EXISTING SIDEWALK

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

7
6

7
6

(SEE GENERAL NOTES)

ADJUST VALVE BOX

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

1
3
6

+
0
0

1
3
8

+
0
0 1
4
0

+
0
0

P
C
 
1
3
6

+
2
9
.0

8

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 08

4/25/2016

1:40

J
A

L
O

E
P

P
 9
:3

6
:4

1
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

8

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

D
R
IV

E

V
A

L
K

E
N

B
U

R
G

15 of 57

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
3
6

+
0
0

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
4
0

+
0
0

L
A

N
E

B
R
IN

K
E

R
H

A
N

S

32



E
X
I
S

T
 

E
L

E
C

T
R
I
C

PGL AXIS OF ROTATION

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
3
6

+
0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
4
0

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 08

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:3

9
:2

8
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 0

8

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

V
P

C
=

1
3
8

+
5
0
.0

0

E
L
.=

6
3
1
4
.8

5
'

V
P
I=

1
3
9

+
5
0
.0

0

E
L
.=

6
3
0
9
.0

4
'

-5.81%

MDS = Symmetric Parabola

V.C. = 200.00'

e = 0.52'

SSD = 1263'

K = 96.50

2.00%

0.00%

-2.00%

6300

6320

6340 6340

6320

6300

136+00 137+00 138+00 139+00 140+00

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 16 of 57 33



SC

IR

TL

TL

C
A
TV

TV

C
A

T
V

W
V

TE

D

S

W
V

PH

S

W
V

EV
EVEV

EV

TE

E

MB

MB

E

E

E
E

T

INTERSECTION DETAIL

AMSTEL DR

SEE CENTENNIAL BLVD &

INTERSECTION DETAIL

AMSTERDAM DR

SEE CENTENNIAL BLVD &

EXISTING ROW

SIDEWALK

EXISTING

ROW

EXISTING

TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

142+07.3 LT 46.0

END REMOVE & REPLACE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

141+79.7 LT 46.0

REPLACE SIDEWALK

BEGIN REMOVE &

EXISTING ROW

TYPE 1 C&G

EXISTING ROW

SEE GENERAL NOTES)

(MATCH EXIST.

140+48.8 RT 47.0

REPLACE SIDEWALK

END REMOVE &

FENCE

PROTECT EXIST.

SIDEWALK

EXISTING

ROW

EXISTING

ROW

EXISTING

TYPE 1 C&G

7
6

7
6

4

4

4

4

EXISTING FENCE

PROTECT

SIDEWALK

EXISTING

SIDEWALK

EXISTING

SIDEWALK

EXISTINGPROTECT EXISTING FENCE

C&G

TYPE 1
UTILITY BOX

PROTECT EXISTING

(SEE GENERAL NOTES)

ADJUST VALVE BOX

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST VALVE BOX

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUSE MANHOLES
EXISTING UTILITY BOXES

PROTECT & MATCH TO

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

TYPE 1 C&G

STREET LIGHT

PROTECT

(SEE GENERAL NOTES)

ADJUST VALVE BOX

STREET LIGHT

PROTECT (SEE GENERAL NOTES)

ADJUST MANHOLE

TREE

PROTECT

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

SERVICE

REMOVE WATER

1
4
0

+
0
0

1
4
2

+
0
0

1
4
4

+
0
0

P
T
 
1
4
0

+
0
7
.4

9

P
C
 
1
4
2

+
2
4
.3

7

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 09

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:4

3
:1

0
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 0

9

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

D
R
IV

E

A
M

S
T

E
L

D
R
IV

E

A
M

S
T

E
L

D
R
IV

E
A

M
S

T
E

R
D

A
M

C
O

U
R

T
A

M
S

T
E

R
D

A
M

17 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
4
0

+
0
0

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
4
5

+
4
0

34



E
X
I
S

T
 

E
L

E
C

T
R
I
C

E
X
I
S

T
 

T
E

L
E

P
H

O
N

E

PGL AXIS OF ROTATION

RIGHT EOP

LEFT EOP

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
4
0

+
0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
4
5

+
4
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 09

5/1/2016

1:40

m
a
k
o
c
h
is
 7
:1

7
:2

4
 P

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 0

9

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+25.00

e = -2.00%

+25.00

e = -1.00%

+00.00

e = -2.00%

+00.00

e = -0.30%

+00.00

e = -0.30% +60.00

e = -2.00%

+10.00

e = -2.00%

V
P

T
=

1
4
0

+
5
0
.0

0

E
L
.=

6
3
0
5
.3

0
'

V
P

C
=

1
4
2

+
7
5
.0

0

E
L
.=

6
2
9
6
.8

9
'

V
P
I=

1
4
4

+
5
0
.0

0

E
L
.=

6
2
9
0
.3

4
'

-3.74%

-3.74%

MDS = Symmetric Parabola

V.C. = 350.00'

e = 1.39'

SSD = 532'

K = 110.54

2.00%

0.00%

-2.00%

6300 6300

6280

6320

6280

6320

140+00 141+00 142+00 143+00 144+00

145+00

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 18 of 57 35



T
L

T
L

E

SC

W
V

W
V

W
V

W
V

W
V

W
V

C
A
TV

S

W
V

E

W
V

W
V

W
V

W
V

W
V

W
V

W
V

D
D

S

C
A

T
V

S

P
H

P
H

TE

DEVEV

EV EV EV

E

W

INTERSECTION DETAIL

ROTTERDAM CIR

SEE CENTENNIAL BLVD &

INTERSECTION DETAIL

VONDELPARK DR

SEE CENTENNIAL BLVD &

4

ROW

EXISTING

TYPE 1 C&G

SEE GENERAL NOTES)

(MATCH EXIST.

150+61.1 RT 47.0

REPLACE SIDEWALK

BEGIN REMOVE &

EASEMENT

EXISTING

SEE GENERAL NOTES)

(MATCH EXIST.

150+08.1 RT 47.0

REPLACE SIDEWALK

END REMOVE &

(SEE GENERAL NOTES)

147+74.6 RT 49.0

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

ROW

EXISTING

TYPE 1 C&GTYPE 1 C&G

SIDEWALK

EXISTING

ROW

EXISTING

ROW

EXISTING

TYPE 1 C&G

SEE GENERAL NOTES)

(MATCH EXIST.

146+18.2 LT 48.5

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

146+34.1 LT 48.5

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

ROW

EXISTING

TYPE 1 C&G

4

7
6

7
6

4

5

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

STREET LIGHT

PROTECT
STREET LIGHT

PROTECTSTREET LIGHT

PROTECT

FIRE HYDRANT

PROTECT

STREET LIGHT

PROTECT

UTILITY BOX

PROTECT

147+59.6 RT 40.5 

RT 43.0 

147+54.6 

RT 43.0 

147+59.6 

BOXES

UTILITY

PROTECT

UTILITY BOXES

PROTECT

RETAINING WALL

PROTECT EXISTINGRETAINING WALL

PROTECT EXISTING

UTILITY BOX

PROTECT

UTILITY BOX

PROTECT

SIDEWALK

EXISTING

UTILITY BOX

PROTECT

SIDEWALK

EXISTING

5

40
30

5

CONCRETE PATCH

LIGHT

STREET

PROTECT

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

REPLACE INLET

REMOVE &

(SEE GENERAL NOTES)

ADJUST MANHOLES

(SEE GENERAL NOTES)

ADJUST MANHOLE

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

SERVICE

REMOVE WATER

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE ROADWAY DETAILS)

149+73.6 RT 40.5

CONCRETE DRIVEWAY (8  INCH)

(SEE ROADWAY DETAILS)

148+93.1 RT 40.5

CONCRETE DRIVEWAY (8 INCH)

DRIVEWAY ITEM)

(INCLUDED IN CONCRETE

ASPHALT PATCH

DRIVEWAY ITEM)

(INCLUDED IN CONCRETE

ASPHALT PATCH

CURB

PROTECT

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

TREE

PROTECT

TREES

PROTECT

1
4
6

+
0
0

1
4
8

+
0
0

1
5
0

+
0
0

P
T
 
1
4
6

+
5
4
.9

9

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 10

4/25/2016

1:40

J
A

L
O

E
P

P
 9
:4

7
:1

9
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

0

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

C
IR

C
L
E

R
O

T
T

E
R

D
A

M

D
R
IV

E

V
O

N
D

E
L
P

A
R

K

19 of 57

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
4
5

+
4
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
0

+
8
0

36



E
X
I
S

T
 

T
E

L
E

P
H

O
N

E

E
X
I
S

T
 

T
E

L
E

P
H

O
N

E

E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

G
A

S

PGL AXIS OF ROTATION

RIGHT EOP

LEFT EOP

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
4
5

+
4
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
0

+
8
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 10

5/1/2016

1:40

m
a
k
o
c
h
is
 7
:5

7
:5

7
 P

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

0

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+50.00

e = -1.00%

+50.00

e = -2.00%

+59.65 +20.00

e = -0.3%

+20.00

e = -2.00%

e = -0.3%

V
P

T
=

1
4
6

+
2
5
.0

0

E
L
.=

6
2
8
9
.3

4
'

-0.57%

2.00%

0.00%

-2.00%

150+00149+00148+00147+00146+00145+00

6280

6300

63206320

6300

6280

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 20 of 57 37



E

TV

W
V

W
V

W
V

W
V

W
V W
V

W
V

W
V

EPB

S

S

TE

TE

TE

EV

TE

D

P
H

D

EV

EV

C
A

T
V

S

T
L

P
H

TE

TE

D

EV

EV

D

INTERSECTION DETAIL

CHESHAM CIR & HOLLI SPRINGS LN

SEE CENTENNIAL BLVD &

EXISTING ROW

EXISTING EASEMENT

SEE GENERAL NOTES)

(MATCH EXIST.

155+37.4 LT 49.7

REPLACE SIDEWALK

BEGIN REMOVE &

EXISTING EASEMENT

EXISTING ROW

EXISTING EASEMENT

EXISTING EASEMENT

EXISTING ROW

SEE GENERAL NOTES)

(MATCH EXIST.

153+04.8 RT 46.9

REPLACE SIDEWALK

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

153+24.8 RT 46.6

REPLACE SIDEWALK

BEGIN REMOVE &

EXISTING ROW
SIDEWALK

EXISTING

EXISTING EASEMENT

40

31

7
6

6
.5

5

UTILITY BOX

PROTECT
UTILITY BOX

PROTECT

UTILITY BOX

PROTECTUTILITY BOX

PROTECT

EXISTING SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

150+81.0 RT 47.3

REPLACE SIDEWALK

END REMOVE &

UTILITY BOX

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

EXISTING SIDEWALK

UTILITY BOX

PROTECT

TREES

REMOVE

4

6

3

5

UTILITY BOX

PROTECT

154+96.8 RT 38.0

170 RIGHT TURN TAPER

=
4

0
5
4
.5

R

SEE GENERAL NOTES)

(MATCH EXIST.

155+88.3 RT 60.0

REPLACE SIDEWALK

END REMOVE &

15

(SEE ROADWAY DETAILS)

HMA - PCCP TRANSITION

FIRE HYDRANT

PROTECT

=
5
0

R

155+48.3 LT 48.5

155+82.7

END ANCHORAGE TYPE 3D

END GUARDRAIL TYPE 3

SEE GENERAL NOTES)

(MATCH EXIST.

154+35.5 RT 52.0

REPLACE SIDEWALK

BEGIN REMOVE &

155+36.5

END ANCHORAGE TYPE 3D

END GUARDRAIL TYPE 3

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

BH 11

BH 11

SEE GENERAL NOTES)

(MATCH EXIST.

150+94.6 LT 52.0

REPLACE SIDEWALK

BEGIN REMOVE &

151+10 LT 52.0

BEGIN HEIGHT 1.5

END HEIGHT TAPER

SIDEWALK WALL

151+50 LT 52.0

1.5 TO 3.5

BEGIN HEIGHT TAPER

SIDEWALK WALL

UTILITY BOX

PROTECT

151+70 LT 52.0

BEGIN HEIGHT 3.5

END HEIGHT TAPER

SIDEWALK WALL

152+30 LT 52.0

3.5 TO 1.5

BEGIN HEIGHT TAPER

SIDEWALK WALL

UTILITY BOX

PROTECT

152+50 LT 52.0

BEGIN HEIGHT 1.5

END HEIGHT TAPER

SIDEWALK WALL

154+00 LT 52.0

1.5 TO 0

BEGIN HEIGHT TAPER

SIDEWALK WALL

TREE

PROTECT

(SEE ROADWAY DETAILS)

155+82.6 RT 58.5

CONCRETE SIDEWALK (5")

END PIPE RAILING &
(SEE ROADWAY DETAILS)

154+42.8 RT 52.5

CONCRETE SIDEWALK (5")

BEGIN PIPE RAILING &

TREE

REMOVE

DRAINAGE SHEETS)

DETAILS &

(SEE  ROADWAY

MODIFY INLET

154+13.3

(NON-FLARED)

BEGIN END ANCHORAGE

INLET

REMOVE

& DRAINAGE SHEETS)

(SEE ROADWAY DETAILS

MODIFY INLET

PAVEMENT ELEVATION

(BY OTHERS) MATCH

ADJUST ELECTRIC VAULT

& DRAINAGE SHEETS)

(SEE ROADWAY DETAILS

MODIFY INLET

154+66.0

TYPE 3 (NON-FLARED)

BEGIN GUARDRAIL

END END ANCHORAGE

(SEE ROADWAY DETAILS)

151+00 LT 52.0

TAPER HEIGHT 0 TO 1.5

RETAINING WALL (6")

BEGIN CONCRETE SIDEWALK
154+10 LT 52.0

TAPER 0

WALL (6") HEIGHT

SIDEWALK RETAINING 

END CONCRETE

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

UTILITY BOX

PROTECT

TREES

PROTECT

TREE

PROTECT

(SEE ROADWAY DETAILS)

155+60.0 LT 49.0

CONCRETE SIDEWALK (5")

BEGIN PIPE RAILING &

(12 INCH)

RIPRAP TYPE M

S

1
5
2

+
0
0

1
5
4

+
0
0

1
5
6

+
0
0

P
C
 
1
5
3

+
8
3
.1

8

P
T
 
1
5
5

+
8
2
.7

6

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 11

4/29/2016

1:40

J
A

L
O

E
P

P
 9
:5

2
:2

0
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

1

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

L
A

N
E

H
O

L
L
I 
S
P

R
IN

G
S

C
IR

C
L
E

C
H

E
S

H
A

M
21 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
0

+
8
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
6

+
4
0

BEGIN HMA PAVEMENT

END CONCRETE PAVEMENT

STA 154+91.77

38



E
X
I
S

T
 

E
L

E
C

T
R
I
C

E
X
I
S

T
 

E
L

E
C

T
R
I
C

E
X
I
S

T
 

E
L

E
C

T
R
I
C

PGL AXIS OF ROTATION

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%
M

A
T

C
H
 

L
IN

E
 

S
T

A
 
1
5
0

+
8
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
6

+
4
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 11

4/25/2016

1:40

J
A

L
O

E
P

P
 9
:5

4
:3

8
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

1

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

V
P

C
=

1
5
3

+
0
0
.0

0

E
L
.=

6
2
8
5
.4

7
'

V
P
I=

1
5
4

+
0
0
.0

0

E
L
.=

6
2
8
4
.8

9
'

V
P

T
=

1
5
5

+
0
0
.0

0

E
L
.=

6
2
8
5
.1

9
'

-0.57%
0.30%

MDS = Symmetric Parabola

V.C. = 200.00'

e = 0.22'

SSD = 903'

K = 228.92

2.00%

0.00%

-2.00%

6320

6300

62806280

6300

6320

156+00

155+00154+00153+00152+00151+00

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 22 of 57 39



BO

TV

W
V

W
V

W
V

TE

TE

TE

D

D

TE

S

P
H

S

P
H

P
H

D

BO

P
H

M
H

M
H

M
H

M
H

M
H

T

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & STAR VIEW

EXISTING ROW

SEE GENERAL NOTES)

(MATCH EXIST.

158+97.2 LT 48.5

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

158+82.1 LT 48.6

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

EXISTING EASEMENT EXISTING EASEMENT

(SEE GENERAL NOTES)

BUS PAD, MAX 2%

EXISTING SIDEWALK

EXISTING EASEMENT

EXISTING ROW
7

6
6

8

161+34.0 RT 38.0

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

156+68.7 RT 53.5

32

FIRE HYDRANT

PROTECT

UTILITY BOXES

PROTECT

ROW

EXISTING

BOXES

UTILITY

PROTECT

TAPER
TURN
170 RIGHT

TURN LANE
110 RIGHT

8
9

TURN TAPER
180 RIGHT

(SEE GENERAL NOTES)

ADJUST MANHOLES

SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLE

TREES

PROTECT

STREET LIGHT

PROTECT

& DRAINAGE SHEETS)

(SEE ROADWAY DETAILS

MODIFY INLET

(SEE GENERAL NOTES)

ADJUST MANHOLES

(SEE GENERAL NOTES)

ADJUST MANHOLE

STANDARD

RESET LIGHT

(MATCH EXIST., SEE GENERAL NOTES)

157+79.8 LT 153.4

END TRAIL RECONSTRUCTION

RECONSTRUCTION

LANDSCAPE

156+53.6

(NON-FLARED)

BEGIN END ANCHORAGE 

END GUARDRAIL TYPE 3

156+91.5 LT 52.0

CONCRETE SIDEWALK (5")

BEGIN TRAIL RECONSTRUCTION

SHEETS)

& DRAINAGE 

DETAILS

(SEE ROADWAY 

MODIFY INLET

LT 136.4 

157+65.0 

LT 103.3 

157+36.2 

157+06.8

NONFLARED

END ANCHORAGE

LT 73.0

157+09.9

LT 76.8

157+13.2

RAILING

BEGIN PIPE

RAILING

END PIPE

RECONSTRUCTION

LANDSCAPE

10

LANDING

LANDING
LT 99.5 

157+32.9 

S

1
5
8

+
0
0

1
6
0

+
0
0

1
6
2

+
0
0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 12

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:0

1
:0

3
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

2

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

S
T

A
R
 V
IE

W

23 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
5
6

+
4
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
6
2

+
0
0

40



PGL AXIS OF ROTATION

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%
M

A
T

C
H
 

L
IN

E
 

S
T

A
 
1
5
6

+
4
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
6
2

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 12

4/25/2016

1:40

J
A

L
O

E
P

P
 1

0
:0

2
:5

2
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

2

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

V
P

C
=

1
5
7

+
0
0
.0

0

E
L
.=

6
2
8
5
.7

9
'

V
P
I=

1
5
8

+
5
0
.0

0

E
L
.=

6
2
8
6
.2

4
'

V
P

T
=

1
6
0

+
0
0
.0

0

E
L
.=

6
2
9
1
.3

2
'

0.30%

3.39%

MDS = Symmetric Parabola

V.C. = 300.00'

e = 1.16'

SSD = 496'

K = 97.14

2.00%

0.00%

-2.00%

6320

6300

62806280

6300

6320

162+00

161+00160+00159+00158+00157+00

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 24 of 57 41



W
V

W
V

SC

SC

TE

TE

D

S

PH

S

PH

D

D

M
H

GRI

GRI

W

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & 4185 N

EXISTING ROW

EXISTING ROW

TYPE 1 C&G

TYPE 1 C&G

EXISTING ROW

EASEMENT

EXISTING

EXISTING ROW

EXISTING EASEMENT

EXISTING SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

166+00.3 RT 54.0

REPLACE SIDEWALK

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

166+55.7 RT 54.0

REPLACE SIDEWALK

END REMOVE &

30

7
6

8
9

6

8

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

STREET LIGHT

PROTECT

TURN TAPER
180 RIGHT

TURN LANE
80 RIGHT

8

UTILITY BOX

PROTECT

(SEE GENERAL NOTES)

ADJUST MANHOLE

UTILITY BOX

PROTECT

163+14.0 RT 51.0

167+50.1 RT 38.0

& TAP

CONTROLS, METER,

REMOVE IRRIGATION

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLE

TURN TAPER
180 RIGHT

(SEE GENERAL NOTES)

ADJUST MANHOLES

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

SS

1
6
2

+
0
0

1
6
4

+
0
0

1
6
6

+
0
0

P
C
 
1
6
7

+
5
0
.1

0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 13

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:0

4
:4

3
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

3

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

25 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
6
2

+
0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
6
7

+
6
0

4
1
8
5
 N

42



E
X
I
S

T
 

G
A

S

PGL AXIS OF ROTATION LEFT EOP

RIGHT & LEFT EOP

RIGHT EOP

-2.00%

0.00%

2.00%
M

A
T

C
H
 

L
IN

E
 

S
T

A
 
1
6
2

+
0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
6
7

+
6
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 13

4/25/2016

1:40

J
A

L
O

E
P

P
 1

0
:0

6
:5

8
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

3

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+25.00

e = -2.00%

V
P

C
=

1
6
6

+
0
0
.0

0

E
L
.=

6
3
1
1
.6

5
'

V
P
I=

1
6
7

+
0
0
.0

0

E
L
.=

6
3
1
5
.0

4
'

3.39%

MDS = Symmetric Parabola

V.C. = 200.00'

e = -0.53'

SSD = 608'

K = 94.11

2.00%

0.00%

-2.00%

6340

6320

63006300

6320

6340

162+00 163+00 164+00 165+00 166+00 167+00

 

DJEJALSL

JAL

JAL1/18/16

ROADWAY PROFILE

ROADWAY 26 of 57 43



S

TR
TR

EPB

TR

EV

W
V

W
V

E
P

B

E
P

B

W
V

W
V

W
V

W
V

W
VW

V

W
V

E
P
B

GM

TE

TE

TE

D

D

D

TR

TR

S

PH

S

PH

PH

PH

PH

PH

PH
PH

PH

D

D

D

E

G
V

G
V

G
V G

V

INTERSECTION DETAIL

SEE CENTENNIAL BLVD & HIGH TECH WAY

(SEE ROADWAY DETAILS)

PLOWABLE END SECTION

171+56.6 RT 8.5

BEGIN 591.5 R

BEGIN TYPE 3 C&G

TYPE 1 C&G

EXISTING ROW

EXISTING EASEMENT

SEE GENERAL NOTES)

(MATCH EXIST.

172+24.0 LT 53.8

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

EXISTING ROW

TYPE 1 C&G

TYPE 1 C&G

EXISTING ROW

EXISTING EASEMENT

SEE GENERAL NOTES)

(MATCH EXIST.

172+03.7 RT 50.0

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.

171+87.6 RT 53.6

(BUS PAD, MAX 2%)

CONCRETE SIDEWALK

ROW

EXISTING

EASEMENT

EXISTING

EXISTING SIDEWALK

TYPE 1 C&G

57

46

8
3

PLANS)

(SEE DRAINAGE

REMOVE INLET

STREET LIGHT

PROTECT

& LUMINAIRE

STANDARD

RESET LIGHT

STREET LIGHT

PROTECT

EXISTING SIDEWALK

SIGNAL POLE

PROTECT

SIGNAL POLE

PROTECT

BOXES

UTILITY

PROTECT

FIRE HYDRANT

PROTECT

SIGNAL POLE

PROTECT

SIGNAL POLE

PROTECT

UTILITY BOX

PROTECT

UTILITY BOX

PROTECT

UTILITY BOXES

PROTECT

EXISTING SIDEWALK

172+48.7 LT 46.5

EXISTING SIDEWALK

PROTECT RETAINING WALL

SIDEWALK

EXISTING

UTILITY BOXES

PROTECT

UTILITY BOXES

PROTECT

=
2
0
0

R

171+94.6 LT 57.3

=
1
0
0

R

172+13.0 LT 53.8

172+13.0 LT 59.0

TURN BAY
90 RIGHT

169+42.3 RT 51.0

100 RIGHT TURN BAY

TURN TAPER

100 RIGHT

4
9

3
0
.5

6

180 LEFT TURN BAY

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST MANHOLES

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE ROADWAY DETAILS)

TO REMAIN

EXISTING INLET

STANDARD

RESET LIGHT

C&G

EXISTING

& DRAINAGE PLANS)

(SEE ROADWAY  DETAILS

MODIFY INLET

171+59.6 RT 2.5

BEGIN 597.5 R

BEGIN TYPE 1 C&G

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

1
2
"

1"

1"

1"

1"

1"

1"

1"1
6
8

+
0
0

1
7
0

+
0
0

1
7
2

+
0
0

P
C
 
1
6
7
+

5
0
.1

0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 14

4/25/2016

1:40

J
A

L
O

E
P

P
 1

0
:0

9
:3

2
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

4

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

27 of 57

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
6
7
+

6
0

M
A

T
C

H
 
L
IN

E
 
S

T
A
 
1
7
3
+

0
0

W
A

Y

T
E

C
H

H
IG

H

TURN TAPER180 R
IGHT

44



E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

G
A

S

E
X
I
S

T
 

G
A

S

PGL AXIS OF ROTATIONLEFT EOP

RIGHT EOP
-2.00%

0.00%

2.00%
M

A
T

C
H
 

L
IN

E
 

S
T

A
 
1
6
7

+
6
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
3

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 14

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:1

1
:2

5
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

4

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+50.00

e = 3.00%

+25.00

e = -2.00% +75.00

e = -3.00%

+50.00

e = -3.00%

+75.00

e = 3.00%

V
P

T
=

1
6
8

+
0
0
.0

0

E
L
.=

6
3
1
6
.3

0
'

V
P

C
=

1
6
9

+
5
0
.0

0

E
L
.=

6
3
1
8
.2

0
'

V
P
I=

1
7
1
+

7
5
.0

0

E
L
.=

6
3
2
1
.0

4
'

1.26%

1.26%

MDS = Symmetric Parabola

V.C. = 450.00'

e = -0.14'

SSD = 4580'

K = 1816.18

2.00%

0.00%

-2.00%

6300

6320

6340

168+00 169+00 170+00 171+00 172+00

173+00

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 28 of 57

6320

6340

45



EPB

W
V

S

W
V

SC

S

W
V

W
V

TL

D

TE

TE

TPB

TE

D

PH

PH

D

D

E

E

T

WESTWIND DRIVEWAYS INTERSECTION DETAIL

SEE CENTENNIAL BLVD & TIREWORLD-

SEE GENERAL NOTES)

(MATCH EXIST.

173+31.3 LT 49.5

REPLACE SIDEWALK

BEGIN REMOVE &

SEE GENERAL NOTES)

(MATCH EXIST.

173+78.1 LT 48.1

REPLACE SIDEWALK

END REMOVE &

UTILITY BOX

PROTECT

STREET LIGHT

PROTECT

FIRE HYDRANT

PROTECT

BUSINESS SIGN

PROTECT

STREET LIGHT

PROTECT

EXISTING ROW

EXISTING SIDEWALKEXISTING EASEMENT

EXISTING ROW

173+43.9 RT 2.5

END 597.5 R TYPE 1 C&G

175+23.9 LT 8.9

BEGIN 581 R

PLANS)

(SEE DRAINAGE

REPLACE INLET

177+44.6 LT 24.4

END 581 R

177+45.2 LT 16.5

END 589 R

175+86.8 LT 5.1

BEGIN 589 R

175+74.4 LT 4.1

END 75 R

175+58.8 LT 0.8

BEGIN 75 R

END 150 R

175+06.3 RT 8.50

BEGIN 150 R

TYPE 3 C&G

173+43.9 RT 8.5

END 591.5 R

EXISTING EASEMENT

EXISTING ROW

EXISTING SIDEWALK

175+40.2 RT 39.0

UTILITY BOXES

PROTECT

BUSINESS SIGN

PROTECT

FIRE HYDRANT

PROTECT

UTILITY BOX

PROTECT

SIDEWALK

EXISTING

STREET LIGHT

PROTECT

UTILITY BOX

PROTECT

CHASE DRAIN

PROTECT

RETAINING WALL

PROTECT

RETAINING WALL

PROTECT

SIDEWALK

EXISTING

3
0
.5

3
0
.5

5

TURN TAPER
100 RIGHT

TURN BAY
180 LEFT

180 LEFT TURN TAPER

TYPE 1 TO 3
5 TRANSITION

TYPE 3 C&G

TURN TAPER
50 LEFT

TYPE 1 C&G
TYPE 3 TO
15 TRANSITION

TURN 
LANE

36
0 

LEFT

TURN TAPER
185 RIGHT

TURN 
BAY

215
 R
IGHT

6
4
.5

4
0

LANE75
 R
IG

HT

NOTES)

(SEE GENERAL

ADJUST MANHOLE

NOTES)

(SEE GEN

MANHOLE

ADJUST

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST VALVE BOX

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLE

(SEE GENERAL NOTES)

ADJUST VALVE BOX

RT 48.4

177+12.3

& DRAINAGE PLANS)

DETAILS

(SEE ROADWAY 

MODIFY INLET

1"

4"

1"

1"

1"

1"

1"

1"

1"

S

1
7
4

+
0
0

1
7
6

+
0
0

1
7
8
+

0
0

P
T
 
1
7
3

+
4
3
.9

0

P
C
 
1
7
5

+
4
3
.4

9

P
T
 
1
7
7
+

8
8
.9

8

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 15

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:1

3
:2

4
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

5

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

29 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
3

+
0
0

M
A

T
C

H
 

L
IN

E
 
S

T
A
 
1
7
8
+

0
0

46



E
X
I
S

T
 

G
A

S

PGL AXIS OF ROTATION

LEFT EOP

LEFT EOP

RIGHT EOP

RIGHT EOP

-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
3

+
0
0

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
8

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 15

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:1

5
:3

7
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

5

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+75.00

e = -3.00%

+50.00

e = -3.00%

+75.00

e = 3.00%

+50.00

e = 3.00%

V
P
I=

1
7
5

+
0
0
.0

0

E
L
.=

6
3
2
4
.3

4
'

V
P

T
=

1
7
6

+
0
0
.0

0

E
L
.=

6
3
2
7
.4

2
'

3.08%

MDS = Symmetric Parabola

V.C. = 200.00'

e = 0.51'

SSD = 1310'

K = 97.09

V
P

R
C

=
1
7
4

+
0
0
.0

0

E
L
.=

6
3
2
3
.3

3
'

2.00%

0.00%

-2.00%

173+00 174+00 175+00 176+00 177+00

178+00

6320 6320

6340

6360

6340

6360

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 30 of 57 47



S

EPB

TR

S

W
V

S

E

T
L

TR

D

TE

TE

TE

T
P

B

S

S

PH

D

M
H

E E

E

E

T

8

THE GODS ROAD INTERSECTION DETAIL

SEE CENTENNIAL BLVD & GARDEN OF

EXISTING ROW

EXISTING ROW

RT 46.5

PC 179+21.8

EASEMENT

EXISTING

ROW

EXISTING

TYPE 1 C&G

SIDEWALK

EXISTING

(SEE ROADWAY DETAILS)

PLOWABLE END SECTION

LT 55.5

PC 179+22.4

EXISTING EASEMENT

TYPE 1 C&G

ROW

EXISTING

3
9

6
5

TURN TAPER
60 RIGHT

LT 55.5

179+10.0

UTILITY BOX

PROTECT

UTILITY BOX

PROTECT

SIGNAL POLE

PROTECT

UTILITY BOX

PROTECT

BUSINESS SIGN

PROTECT

UTILITY BOX

PROTECT

LT 65.5

178+50.0

SIGNAL POLE

PROTECT

PULL BOX

REMOVE

SIDEWALK PAD

EXISTING

REMOVE

TURN LANE
75 RIGHT

TURN LANE
150 RIGHT

PAD

SIDEWALK

EXISTING

REMOVE

NOTES)

GENERAL

(SEE

MANHOLE

ADJUST

NOTES)

GENERAL

(SEE

MANHOLES

ADJUST

NOTES)

(SEE GENERAL

ADJUST MANHOLE

UTILITY BOXES

PROTECT

(SEE GENERAL NOTES)

ADJUST VALVE BOXES

(SEE GENERAL NOTES)

ADJUST MANHOLE

1"

1
7
8

+
0
0

1
8
0

+
0
0

1
8
2

+
0
0

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Plan 16

4/27/2016

1:40

J
A

L
O

E
P

P
 1

0
:1

7
:2

4
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
la

n
 1

6

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

40'0' 20' 80'

CENTENNIAL BOULEVARD

 

DJESPMAK

SP

SP07/22/15

ROADWAY

ROADWAY PLAN

G
O

D
S
 R

O
A

D

G
A

R
D

E
N
 O

F
 T

H
E

31 of 57

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
8

+
0
0

RECONSTRUCTION

END FULL-DEPTH

STA 179+70.00

48



PGL AXIS OF ROTATION

LEFT EOP

RIGHT EOP

RIGHT & LEFT EOP
-2.00%

0.00%

2.00%

M
A

T
C

H
 

L
IN

E
 

S
T

A
 
1
7
8

+
0
0

 

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Profile 16

4/29/2016

1:40

J
A

L
O

E
P

P
 1

0
:1

9
:1

4
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 P
ro
fi
le
 1

6

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

+25.00

e = -2.00%

+50.00

e = -2.00%

V
P

C
=

1
7
8

+
6
0
.0

0

E
L
.=

6
3
3
5
.4

1
'

V
P
I=

1
7
9

+
8
0
.0

0

E
L
.=

6
3
3
9
.1

0
'

V
P

T
=

1
8
1
+

0
0
.0

0

E
L
.=

6
3
3
9
.2

9
'

V
P
I=

1
8
1
+

0
0
.0

0

E
L
.=

6
3
3
9
.2

9
'

3.08%

0.16%0.16%

MDS = Symmetric Parabola

V.C. = 240.00'

e = -0.88'

SSD = 490'

K = 82.24

2.00%

0.00%

-2.00%

6320

6340

6360

178+00 179+00 180+00 181+00 182+00

183+00

6320

6340

6360

 

DJEJALSL

JAL

JAL01/18/16

ROADWAY PROFILE

ROADWAY 32 of 57

RECONSTRUCTION

END FULL-DEPTH

STA 179+70.00

49



E

E

T
L

T
L

T
L

6
4
0
5

6
4
0
5

6
4
0
5

M
H

M
H

T

T

 

(MATCH EXIST., SEE GENERAL NOTES)

101+99.3 LT 116.5

BEGIN REMOVE AND REPLACE SIDEWALK

LANDSCAPE RESTORATION

RAMP CURB

(MATCH EXIST., SEE GENERAL NOTES)

102+13.0 LT 68.2

END REMOVE AND REPLACE SIDEWALK

PROTECT UTILITY BOX

 POLE
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2

1

3

7

6

11

10

4

8

9

5

DETECTABLE PAVERS
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(INSTALL DETECTABLE

CONCRETE PED. RAMPS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)
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(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY
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(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6404.56 101+81.80 84.47 Lt.

2 6404.46 101+83.82 78.47 Lt.

3 6404.75 101+86.08 84.47 Lt.

4 6404.64 101+86.07 78.47 Lt.

5 6404.06 101+93.73 67.02 Lt.

6 6404.24 101+99.75 64.01 Lt.

7 6404.59 101+93.63 78.45 Lt.

8 6405.01 101+93.50 94.45 Lt.

9 6405.71 101+93.42 104.45 Lt.

10 6404.26 102+02.43 73.18 Lt.

11 6404.29 102+06.34 67.38 Lt.

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

LANDING

LANDING

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

LANDING

FRONT TOP RAMP

LANDING

LANDING

FRONT TOP RAMP

CENTENNIAL BOULEVARD
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BEGIN 2" MILL & 2" OVERLAY

110+80.5 RT 70.0

BEGIN 2" MILL & 2" OVERLAY
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DETECTABLE PAVERS

PANELS ONLY)
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DETECTABLE PAVERS

(MATCH EXIST., SEE GENERAL NOTES)

110+76.8 RT 68.6

CONCRETE PEDESTRIAN RAMP

REMOVE AND REPLACE

5

(MATCH EXIST., SEE GENERAL NOTES)

110+99.3 RT 43.5

REMOVE AND REPLACE PEDESTRIAN RAMP

(MATCH EXIST., SEE GENERAL NOTES)

111+21.6 RT 53.3

CONCRETE PEDESTRIAN RAMP AND SIDEWALK

END REMOVE AND REPLACE

 MATERIAL

CONCRETE COVER
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6397.71 110+79.30 59.91 Rt.

2 6397.86 110+76.94 67.46 Rt.

3 6398.17 110+88.70 65.30 Rt.

4 6398.04 110+87.43 58.42 Rt.

5 6397.99 110+91.37 57.69 Rt.

6 6397.76 110+91.53 46.13 Rt.

7 6398.42 110+96.43 53.61 Rt.

8 6398.04 110+96.56 44.08 Rt.

9 6397.93 110+91.43 53.54 Rt.

10 Rt.

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP/ LANDING

TOP RAMP/ LANDING

LANDING

TOP RAMP/ LANDING

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP/ LANDING

ANGLE POINT6398.49 111+01.18 49.60
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SAWCUT 
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PROTECT UTILITY BOX

PROTECT STREET LIGHT

RAMP CURB

PROTECT UTILITY BOX

RAMP CURB

PROTECT FIRE HYDRANT

PROTECT UTILITY BOX
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DETECTABLE PAVERS

RAMP (MAX 12:1)

CONCRETE PEDESTRIAN

DETECTABLE PAVERS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

DETECTABLE PAVERS

RAMP (MAX 12:1)

CONCRETE PEDESTRIAN

DETECTABLE PAVERS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

DETECTABLE PAVERS

DETECTABLE PAVERS

(MATCH EXIST., SEE GENERAL NOTES)

116+25.9 LT 78.7

END REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

116+88.5 LT 70.9

CONCRETE PEDESTRIAN RAMP

BEGIN REMOVE AND REPLACE

(MATCH EXIST., SEE GENERAL NOTES)

117+30.2 LT 61.8

END REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

115+95.3 LT 53.5

BEGIN REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

115+94.6 RT 61.2

CONCRETE PEDESTRIAN RAMP AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE

(MATCH EXIST., SEE GENERAL NOTES)

117+23.3 RT 45.2

CONCRETE PEDESTRIAN RAMP

END REMOVE AND REPLACE

(MATCH EXIST., SEE GENERAL NOTES)

117+29.0 RT 55.1

END REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

116+43.3 RT 76.7

 AND CONCRETE CROSS-PAN

END REMOVE AND REPLACE PEDESTRIAN RAMP

(SEE ROADWAY PLANS)

116+17.5 RT 54.6

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

FL 23 R

(MATCH EXIST., SEE GENERAL NOTES)

END TYPE 1 C&G 117+05.7 LT 55.3

BEGIN TYPE 1 C&G 116+95.0 LT 56.7;

REMOVE CONCRETE PEDESTRIAN RAMP

10 R 10 R

4 R

7 R

CONCRETE COVER MATERIAL

CONCRETE COVER MATERIAL

 MATERIAL

CONCRETE COVER

CONCRETE COVER MATERIAL
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+
0
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LEGEND
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FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY
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CONCRETE COVER MATERIAL
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(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6405.06 116+07.62 43.93 Lt.

2 6405.14 116+12.62 Lt.

3 6405.55 116+12.62 49.30 Lt.

4 6405.45 116+07.62 49.30 Lt.

5 6405.46 116+06.27 49.33 Lt.

6 6405.60 116+00.27 49.43 Lt.

7 116+26.56 55.69 Lt.

8 116+28.61 60.95 Lt.

9 6405.90 116+22.58 60.28 Lt.

10 6405.83 116+23.13 55.31 Lt.

11 6406.26 116+27.20 64.11 Lt.

12 6406.27 116+90.34 63.75 Lt.

13 6406.37 116+89.32 67.67 Lt.

14 6406.75 116+95.87 68.39 Lt.

15 6406.69 116+96.31 64.41 Lt.

16 6406.40 117+12.09 Lt.

17 6406.46 117+17.09 Lt.

18 6406.95 117+17.09 61.83 Lt.

19 6406.91 117+12.09 61.83 Lt.

20 117+19.51 60.05 Lt.

21 6407.22 117+25.25 55.84 Lt.

6404.95 116+07.61 Rt.

6405.00 116+12.61 Rt.

6405.08 116+12.62 61.12 Rt.

6405.03 116+07.62 61.12 Rt.

6405.31 115+98.61 57.14 Rt.

6405.39 116+22.29 57.44 Rt.

6405.88 116+36.08 64.86 Rt.

6405.87 116+39.38 70.11 Rt.

6405.95 116+35.28 71.97 Rt.

6405.96 116+32.63 67.75 Rt.

6405.46 116+26.95 58.78 Rt.

6406.62 117+01.08 63.00 Rt.

6406.54 117+03.30 57.71 Rt.

6407.03 117+06.03 62.43 Rt.

6406.95 117+08.27 57.14 Rt.

6407.03 117+12.09 56.70 Rt.

6406.68 117+12.09 48.39 Rt.

6406.70 117+17.21 46.15 Rt.

6407.17 117+17.21 53.52 Rt.

6407.09 117+12.09 53.52 Rt.

6407.86 117+28.97 51.07 Rt.
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FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL44.87
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55.80
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56.62
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BOTTOM RAMP/ LANDING

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP/ LANDING

TOP RAMP/ LANDING

TOP RAMP/ LANDING

TOP RAMP/ LANDING

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

TOP RAMP

FRONT WALK/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT LANDING/ FL

BACK LANDING

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP/ LANDING

TOP RAMP/ LANDING

LANDING

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP/ LANDING

TOP RAMP/ LANDING

FRONT SIDEWALK

6405.55

 

DJESPMAK

SP

JBK12/22/15

ROADWAY 35 of 57

30'0' 15' 60'

CENTENNIAL BLVD & 3470 N
INTERSECTION DETAIL

3
4
7
0
 N

CENTENNIAL BOULEVARD

52



W
V

W
V

W
V

E

E

E

T
L

P
HP
H

T
L

W
V

6
4
0
0

6400

6
4
0
5

6
4
0
5

6405

6410

M
H

PAVEMENT

EXIST.
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LANDSCAPE RESTORATION
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LIGHT
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PROTECT 

PROTECT UTILITY BOX

LANDSCAPE RESTORATION

PROTECT UTILITY BOX

DETECABLE PAVERS

PROTECT UTILITY BOX

LANDSCAPE RESTORATION

(MAX 12:1)

 PEDESTRIAN RAMP 

CONCRETE

(MAX 12:1)

 PEDESTRIAN RAMP 

CONCRETE

 PAVERS

DETECTABLE

1

2

4

6

7

(MATCH EXIST., SEE GENERAL NOTES)

124+96.7 RT 71.7

END REMOVE AND REPLACE TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

125+15.0 RT 58.2

END REMOVE AND REPLACE SIDEWALK

125+13.5 RT 39.0

END CONCRETE CROSS-PAN; BEGIN REMOVE AND REPLACE TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

125+24.9 RT 38.9

END REMOVE AND REPLACE TYPE 1 C&G

8

11

12

10

9

(MATCH EXIST., SEE GENERAL NOTES)

124+65.6 RT 78.3

END REMOVE AND REPLACE TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

124+32.2 RT 57.6

BEGIN REMOVE AND REPLACE SIDEWALK & TPYE 1 C&G

124+65.0 RT 73.4

END CONCRETE CROSS-PAN; BEGIN REMOVE AND REPLACE TYPE 1 C&G

124+96.5 RT 56.0

END CONCRETE CROSS-PAN; BEGIN REMOVE AND REPLACE TYPE 1 C&G

124+47.2 RT 51.0

BEGIN CONCRETE CROSS-PAN

END REMOVE AND REPLACE TYPE 1 C&G;

FL 15 R

FL 15 R

6
4
0
5

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6397.28 125+13.54 41.00 Rt.

6398.84 124+98.75 53.50 Rt.

6398.92 124+98.54 57.50 Rt.

6398.88 125+03.61 53.50 Rt.

6398.97 125+03.54 57.50 Rt.

6400.90 124+47.20 53.00 Rt.

6400.88 124+57.92 57.50 Rt.

6400.99 124+47.20 57.50 Rt.

6401.59 124+37.20 53.50 Rt.

6401.66 124+37.20 57.50 Rt.

2

3

4

5

6

7

8

9

10

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT TOP RAMP

BACK TOP RAMP

FL

FRONT BOT. LANDING/ FL

FRONT BOT. LANDING/ FL

BACK BOT RAMP/LANDING

FRONT TOP RAMP/ TBC

BACK TOP RAMP
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RESET STREET LIGHT

FLUSH WITH INLET LID

INSTALL SIDEWALK

GUARDRAIL (SEE ROADWAY PLANS)

SAWCUT EXIST. PAVEMENT

PROTECT UTILITY BOX

RAMP CURB

RAMP CURB

LANDSCAPE RESTORATION

LANDSCAPE RESTORATION

PAVEMENT

EXIST. 

SAWCUT 

RAMP CURB

LANDSCAPE RESTORATION

PAVERS

DETECTABLE

23
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21
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19
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18

17
14

13
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15
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CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

 PAVERS

DETECTABLE

PAVERS

DETECTABLE 

 PAVERS

DETECTABLE

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

RAMP (MAX 12:1)

PEDESTRIAN 

CONCRETE 

RAMP (MAX 12:1)

PEDESTRIAN 

CONCRETE 

(SEE ROADWAY PLANS)

134+99.3 RT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G 

134+81.1 RT 55.5

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

134+88.4 RT 66.6

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G
134+47.2 RT 55.9

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

134+39.4 RT 73.6

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

(SEE ROADWAY PLANS)

134+29.1 RT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

134+49.2 LT 54.6

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

134+43.4 LT 71.7

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

SEE GENERAL NOTES)

(MATCH EXIST.,

135+30.0 LT 45.9

REPLACE SIDEWALK

END REMOVE AND

12

(MATCH EXIST., SEE GENERAL NOTES)

134+84.9 LT 66.2

TYPE 1 C&G

END REMOVE AND REPLACE SIDEWALK AND 

(SEE ROADWAY PLANS)

134+95.1 LT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G 

(SEE ROADWAY PLANS)

134+33.2 LT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

FL 15 R

FL 15 R

FL 15 R

FL 15 R
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LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6337.41 134+44.68 46.21 Lt.

2 6337.49 134+40.75 42.30 Lt.

3 6337.57 134+38.46 46.10 Lt.

4 6337.49 134+41.21 48.83 Lt.

5 6337.70 54.68 Lt.

6 6339.81 134+11.19 43.77 Lt.

7 6335.43 134+83.80 45.85 Lt.

8 6335.35 134+87.84 42.07 Lt.

9 6335.43 134+90.03 45.94 Lt.

10 6335.51 134+87.20 48.58 Lt.

11 6336.52 134+81.32 61.04 Lt.

12 6335.27 134+95.05 40.50 Lt.

13 6334.74 42.34 Rt.

14 6334.82 46.20 Rt.

15 6334.82 134+93.29 46.14 Rt.

16 6334.90 134+90.22 48.86 Rt.

17 6335.02 40.50 Rt.

18 6335.80 61.53 Rt.

19 6337.98 Rt.

20 6337.90 Rt.

21 6337.98 48.86 Rt.

22 6338.06 46.14 Rt.

23 6340.72 42.50 Rt.

24 6337.97 55.75 Rt.

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

134+44.55

134+00.00

134+35.08

134+38.15

134+41.99

134+37.61

134+83.95

134+99.26

42.34

46.20

134+86.37

134+90.75

134+46.83
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SAWCUT EXIST. PAVEMENT

PAVEMENT

SAWCUT EXIST.

RAMP CURB

LANDSCAPE RESTORATION

RAMP CURB

INSTALL SIDEWALK FLUSH WITH INLET LID

INSTALL SIDEWALK FLUSH WITH INLET LID

GUARDRAIL (SEE ROADWAY PLANS)

LANDSCAPE RESTORATION

RAMP CURB

LANDSCAPE RESTORATION

RAMP CURB

GUARDRAIL (SEE ROADWAY PLANS)

PROTECT LIGHT POLE

1

3

5

6

4

2

12

9

7

8

10
11

PROTECT LIGHT POLE

24
19

21

20

22

23

18

14

16

13

17

15

(MATCH EXIST., SEE GENERAL NOTES)

136+96.0 RT 66.9

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

(SEE ROADWAY PLANS)

137+02.0 RT 54.8

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

136+61.5 RT 46.8

AND TYPE 1 C&G

END REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

136+85.9 RT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

PAVERS

DETECTABLE 

(SEE ROADWAY PLANS)

137+32.6 RT 54.4

BEGIN TYPE 1 C&G; END CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

137+38.4 RT 67.4

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

 PAVERS

DETECTABLE
(SEE ROADWAY PLANS)

137+48.7 RT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G 

(MATCH EXIST., SEE GENERAL NOTES)

137+80.0 RT 46.9

END REMOVE AND REPLACE SIDEWALK

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

138+00.0 LT 46.0

END REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

137+51.8 LT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G 

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

 PAVERS

DETECTABLE

(MATCH EXIST., SEE GENERAL NOTES)

137+41.2 LT 72.0

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

(SEE ROADWAY PLANS)

137+33.8 LT 55.7

BEGIN TYPE 1 C&G; END CONCRETE CROSS-PAN

PAVERS

DETECTABLE 

(SEE ROADWAY PLANS)

136+81.7 LT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

136+55.8 LT 46.6

BEGIN REMOVE AND REPLACE SIDEWALK

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(SEE ROADWAY PLANS)

136+99.7 LT 55.2

BEGIN TYPE 1 C&G; END CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

136+92.8 LT 66.0

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

& DRAINAGE PLANS)

MODIFY INLET (SEE ROADWAY DETAILS

& DRAINAGE PLANS)

MODIFY INLET (SEE ROADWAY DETAILS

FL 15 R

FL 15 R

FL 15 R

FL 15 R
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LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6323.27 136+94.07 45.69 Lt.

2 6323.35 Lt.

3 6323.35 136+90.38 48.50 Lt.

4 6323.43 136+87.22 45.91 Lt.

5 6323.21 136+97.03 55.15 Lt.

6 6325.48 136+60.00 42.50 Lt.

7 6320.23 137+39.40 45.69 Lt.

8 6320.15 137+43.92 42.00 Lt.

9 6320.31 137+43.09 48.50 Lt.

10 6320.23 137+46.25 45.91 Lt.

11 6320.35 40.50 Lt.

12 6321.88 137+36.88 68.10 Lt.

13 6320.33 137+40.56 42.65 Rt.

14 6320.41 137+36.77 46.73 Rt.

15 6320.41 137+43.01 46.35 Rt.

16 6320.49 137+40.36 49.19 Rt.

17 6320.53 137+48.68 40.50 Rt.

18 6321.55 63.72 Rt.

19 6323.01 136+94.04 42.65 Rt.

20 6322.95 136+97.83 46.73 Rt.

21 6323.11 136+91.11 47.07 Rt.

22 6323.03 136+94.24 49.19 Rt.

23 6323.09 136+99.67 54.83 Rt.

24 6325.29 43.00 Rt.

136+89.55 42.00

137+51.80

137+34.67

136+65.34

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP
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CENTENNIAL BLVD & VALKENBURG DR
INTERSECTION DETAIL
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GUARDRAIL (SEE ROADWAY PLANS)

PROTECT FENCE

SAWCUT EXIST. PAVEMENT

RAMP CURB

PROTECT FIRE HYDRANT

LANDSCAPE RESTORATION

PROTECT STREET LIGHT 

PROTECT FENCE

RAMP CURB

LANDSCAPE RESTORATION

1

6

5

4

2

3

12

7

8

9

11

10

(MATCH EXIST., SEE GENERAL NOTES)

139+21.0 RT 61.9

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

(SEE ROADWAY PLANS)

139+26.9 RT 54.6

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

138+83.5 RT 47.4

BEGIN REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

139+10.8 RT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

PAVERS

DETECTABLE

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

139+73.5 RT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G 

(SEE ROADWAY PLANS)

139+57.4 RT 54.5

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

139+63.3 RT 67.1

END REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

FL 15 R

FL 15 R

6
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1
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6
3
1
5

LEGEND

(9" HMA, 13" ABC)

FULL-DEPTH ASPHALT

2" MILL & 2" HMA OVERLAY

(4")

CONCRETE COVER MATERIAL

LANDSCAPE RESTORATION

(11" PCCP, 4" ABC)

FULL-DEPTH CONCRETE
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Intersection Detail 07 Hans Brinker
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6308.11 139+65.36 42.65 Rt.

2 6308.19 139+61.58 46.73 Rt.

3 6308.20 139+67.82 46.35 Rt.

4 6308.27 139+65.17 49.19 Rt.

5 6308.93 139+59.65 58.75 Rt.

6 6308.25 139+73.49 40.50 Rt.

7 6309.99 139+22.71 46.73 Rt.

8 6310.05 139+18.93 42.65 Rt.

9 6310.08 139+19.12 49.19 Rt.

10 6310.15 139+15.99 47.07 Rt.

11 6312.39 138+88.34 43.00 Rt.

12 6309.66 139+24.61 58.68 Rt.

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT TOP RAMP
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CENTENNIAL BLVD & HANS BRINKER LN
INTERSECTION DETAIL

30'0' 15' 60'

CENTENNIAL BOULEVARD
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PAVEMENT

EXIST.

SAWCUT

PAVEMENT

EXIST.

SAWCUT

PROTECT UTILITY BOX

RAMP CURB

LANDSCAPE RESTORATION

PROTECT STREET LIGHT

LANDSCAPE RESTORATION

RAMP CURB

 LIGHT

 STREET

PROTECT

RAMP CURB

LANDSCAPE RESTORATION

LANDSCAPE RESTORATION

PROTECT FIRE HYDRANT

RAMP CURB

1

2

3

4

6

5

8

7

9

10

12

11

17

13

14

18

16

15

23

19

24

22

20

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

142+16.1 RT 66.9

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

142+09.6 RT 55.1

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

142+37.5 RT 46.8

END REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

142+26.5 RT 38.0

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

141+71.2 RT 67.1

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

141+77.6 RT 55.0

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

141+48.1 RT 46.7

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

141+60.6 RT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

21

DETECTABLE PAVERS

DETECTABLE PAVERS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

140+52.2 LT 61.0

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

140+58.7 LT 55.0

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

140+28.6 LT 46.2

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

140+41.7 LT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

PAVERS

DETECTABLE

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

141+59.3 LT 46.2

END REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

141+08.0 LT 38.0

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

(SEE ROADWAY PLANS)

140+91.0 LT 55.0

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

140+97.6 LT 75.0

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

FL 15 R

FL 15 R

FL 15 R

FL 15 R
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6304.61 140+53.46 45.69 Lt.

2 6304.69 140+49.16 41.98 Lt.

3 6304.70 140+49.93 48.48 Lt.

4 6304.79 140+46.55 46.54 Lt.

5 6305.12 140+56.20 56.97 Lt.

6 Lt.

7 6302.56 140+96.23 45.69 Lt.

8 6302.44 141+00.53 41.98 Lt.

9 6302.65 140+99.76 48.48 Lt.

10 6302.53 141+02.77 45.89 Lt.

11 6304.25 140+93.51 69.97 Lt.

12 6302.78 141+11.53 40.50 Lt.

13 6300.31 141+69.13 42.67 Rt.

14 6300.25 141+73.10 46.72 Rt.

15 6300.41 Rt.

16 6300.34 141+69.35 49.21 Rt.

17 6301.34 141+53.08 43.00 Rt.

18 6300.95 141+75.10 57.85 Rt.

19 6298.60 142+18.07 42.67 Rt.

20 6298.72 142+14.10 46.72 Rt.

21 6298.69 142+20.63 46.36 Rt.

22 6298.81 142+17.85 49.21 Rt.

23 6298.77 142+29.00 40.50 Rt.

24 6299.95 142+12.15 61.88 Rt.

140+41.70 40.506304.74

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT TOP RAMP/ TBC

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT TOP RAMP/ TBC

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

141+66.08 47.08
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PAVEMENT

EXIST.

SAWCUT

PAVEMENT

EXIST.

SAWCUT

RAMP CURB

LANDSCAPE RESTORATION

RAMP CURB

LANDSCAPE RESTORATION

RAMP CURB

LANDSCAPE RESTORATION

LANDSCAPE RESTORATION

PROTECT FIRE HYDRANT

RAMP CURB

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

RAMP (MAX 12:1)

CONCRETE PEDESTRIAN

(MATCH EXIST., SEE GENERAL NOTES)

143+40.8 RT 46.9

BEGIN REMOVE AND REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

144+13.4 RT 66.7

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

144+19.2 RT 54.6

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(SEE ROADWAY PLANS)

144+03.3 RT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 
PAVERS

DETECTABLE

PAVERS

DETECTABLE

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

144+55.0 RT 66.6

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

144+49.3 RT 54.5

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

144+77.4 RT 47.2

END REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

144+65.2 RT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

PAVERS

DETECTABLE

PAVERS

DETECTABLE

(MATCH EXIST., SEE GENERAL NOTES)

143+57.1 LT 65.4

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

143+64.8 LT 56.2

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(SEE ROADWAY PLANS)

143+46.6 LT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

(MATCH EXIST., SEE GENERAL NOTES)

143+31.8 LT 46.0

BEGIN REMOVE AND REPLACE SIDEWALK

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(SEE ROADWAY PLANS)

144+17.4 LT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

(SEE ROADWAY PLANS)

143+99.1 LT 55.1

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

144+05.9 LT 77.7

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

& DRAINAGE PLANS)

INLET (SEE ROADWAY DETAILS

FLUSH WITH INLET LID

INSTALL SIDEWALK
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6294.19 143+59.54 46.20 Lt.

2 6294.20 143+55.14 42.34 Lt.

3 6294.27 143+55.69 48.86 Lt.

4 6294.28 143+52.60 46.15 Lt.

5 6294.94 143+62.00 57.68 Lt.

6 6295.04 143+41.30 40.51 Lt.

7 6292.69 144+04.17 46.50 Lt.

8 6292.58 144+08.53 42.50 Lt.

9 6292.77 144+08.09 49.07 Lt.

10 6292.66 144+11.15 46.26 Lt.

11 6294.70 144+01.72 73.68 Lt.

12 Lt.

13 6291.09 144+57.40 42.47 Rt.

14 6291.20 144+53.57 46.47 Rt.

15 6291.20 144+60.41 47.26 Rt.

16 6291.29 144+57.11 49.03 Rt.

17 6291.50 144+68.91 40.50 Rt.

18 6292.09 144+51.55 57.54 Rt.

19 6292.32 144+11.10 42.47 Rt.

20 6292.32 144+14.93 46.47 Rt.

21 6292.41 144+08.74 46.22 Rt.

22 6292.41 144+11.42 49.01 Rt.

23 6293.07 144+00.54 40.50 Rt.

24 6293.10 144+16.94 57.56 Rt.

6292.63 144+20.29 40.50

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC
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LANDSCAPE RESTORATION

RAMP CURB

SAWCUT EXIST. PAVEMENT

PAVEMENT

EXIST. 

SAWCUT 

INSTALL SIDEWALK FLUSH WITH INLET

PROTECT STREET LIGHT

RAMP CURB

LANDSCAPE RESTORATION

RAMP CURB

PROTECT UTILITY BOX

RAMP CURB

LANDSCAPE RESTORATION

PROTECT FIRE HYDRANT

PROTECT UTILITY BOX

PROTECT STREET LIGHT

(MATCH EXIST., SEE GENERAL NOTES)

146+66.7 RT 68.5

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

146+73.1 RT 54.9

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

146+32.3 RT 47.1

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

146+56.1 RT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

DETECTABLE PAVERS

(MATCH EXIST., SEE GENERAL NOTES)

147+15.8 RT 68.3

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

147+09.5 RT 54.8

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(SEE ROADWAY PLANS)

147+26.5 RT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

DETECTABLE PAVERS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

146+69.6 LT 98.4

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

DETECTABLE PAVERS

(SEE ROADWAY PLANS)

146+59.4 LT 38.0

BEGIN CONCRETE CROSS-PAN 

END TYPE 1 C&G 

PAVERS

DETECTABLE 

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(SEE ROADWAY PLANS)

147+25.4 LT 38.0

BEGIN TYPE 1 C&G 

END CONCRETE CROSS-PAN 

(SEE ROADWAY PLANS)

147+08.5 LT 54.2

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

147+14.6 LT 76.6

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK
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MODIFY INLET (SEE

12

24

(SEE ROADWAY PLANS)

146+76.9 RT 55.8

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

FL 15.5 R

FL 15 R

FL 15 R

FL 15 R
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6288.95 146+73.62 49.33 Lt.

2 6288.92 146+70.49 44.68 Lt.

3 6289.02 146+69.49 51.12 Lt.

4 6288.99 146+67.27 47.82 Lt.

5 6292.80 146+72.97 98.33 Lt.

6 6289.57 146+59.40 40.50 Lt.

7 6288.76 147+11.48 49.50 Lt.

8 6288.69 45.50 Lt.

9 6288.80 147+18.48 49.50 Lt.

10 6288.78 147+18.48 45.50 Lt.

11 6291.00 147+09.92 76.37 Lt.

12 6289.24 147+27.48 45.50 Lt.

13 6288.09 45.00 Rt.

14 6288.17 147+12.70 49.00 Rt.

15 6288.19 147+19.95 45.00 Rt.

16 6288.22 147+19.95 49.00 Rt.

17 6288.30 147+24.82 45.00 Rt.

18 6288.51 147+11.95 54.81 Rt.

19 6288.47 146+69.80 48.79 Rt.

20 6288.57 146+66.51 44.16 Rt.

21 6288.54 146+65.70 50.66 Rt.

22 6288.64 146+63.40 47.41 Rt.

23 6288.80 146+70.64 54.89 Rt.

24 6289.31 146+54.66 40.50 Rt.

147+13.83

147+15.27

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT LANDING/ FL

FRONT BOTTOM RAMP

FRONT BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT LANDING/ FL

FRONT BOTTOM RAMP

FRONT BOTTOM RAMP

FRONT TOP RAMP

FRONT TOP RAMP/ TBC
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AND EXIST RETAINING WALL

FLUSH WITH INLET LID

INSTALL SIDEWALK

RAMP CURB

SAWCUT EXIST. PAVEMENT

PROTECT RETAINING WALL

RAMP CURB
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CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

148+96.3 LT 73.1

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

149+02.5 LT 54.7

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

DETECTABLE PAVERS

(SEE ROADWAY PLANS)

148+85.5 LT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

149+35.8 LT 72.4

AND TYPE 1 C&G

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

149+46.6 LT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

(SEE ROADWAY PLANS)

149+29.6 LT 54.9

END CONCRETE CROSS-PAN

BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

149+53.7 LT 50.9

END REMOVE AND REPLACE SIDEWALK

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

& DRAINAGE PLANS)

(SEE ROADWAY DETAILS

MODIFY INLET

PROTECT RETAINING WALL

DETECTABLE PAVERS
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6286.93 148+99.46 49.50 Lt.

2 6286.91 148+97.12 45.50 Lt.

3 6287.00 148+93.29 45.50 Lt.

4 6287.04 148+93.29 49.50 Lt.

5 6287.73 148+83.46 45.50 Lt.

6 6288.75 149+00.34 73.05 Lt.

7 6286.88 149+02.31 41.00 Lt.

8 6286.76 149+29.67 41.00 Lt.

9 6286.79 149+32.65 49.50 Lt.

10 6286.72 149+35.00 45.50 Lt.

11 6286.84 149+39.65 49.50 Lt.

12 6286.80 149+39.65 45.50 Lt.

13 6287.31 149+48.65 45.50 Lt.

14 6287.80 148+67.11 44.00 Rt.

15 6287.36 148+73.11 44.00 Rt.

16 6287.16 149+13.11 44.00 Rt.

17 6287.51 149+19.11 44.00 Rt.

18 6287.31 149+53.83 44.00 Rt.

19 6286.93 149+59.83 44.00 Rt.

20 6286.77 149+87.83 44.00 Rt.

21 6287.12 149+93.83 44.00 Rt.

FRONT BOTTOM RAMP/ FL

FRONT LANDING/ FL

FRONT BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP

FL

FL

FRONT BOTTOM RAMP/ FL

FRONT LANDING/ FL

BACK BOTTOM RAMP

FRONT BOTTOM RAMP

FRONT TOP RAMP

FRONT TOP RAMP

FRONT BOTTOM RAMP

FRONT BOTTOM RAMP

FRONT TOP RAMP

FRONT TOP RAMP

FRONT BOTTOM RAMP

FRONT BOTTOM RAMP

FRONT TOP RAMP
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(SEE ROADWAY DETAILS

MODIFY INLET

(MATCH EXIST., SEE GENERAL NOTES)

151+81.3 RT 50.8

END REMOVE & REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

152+69.5 RT 47.0

END REMOVE & REPLACE SIDEWALK

7

(SEE ROADWAY PLANS)

152+47.7 RT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

152+36.8 RT 58.0

BEGIN REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

 (MAX 12:1)

PEDESTRIAN RAMP

(SEE ROADWAY PLANS)

154+06.9 LT 38.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

16

(MATCH EXIST., SEE GENERAL NOTES)

154+21.9 LT 89.9

END REMOVE & REPLACE TYPE 1 C&G

(SEE ROADWAY PLANS)

154+81.6 LT 38.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

17

DETECTABLE PAVERS

DETECTABLE PAVERS

DETECTABLE PAVERS

 PAVERS

DETECTABLE

(SEE ROADWAY PLANS)

151+82.3 RT 38.0

BEGIN CONCRETE CROSS-PAN

END TYPE 1 C&G;

(MATCH EXIST., SEE GENERAL NOTES)

151+99.5 RT 54.9

END CONCRETE CROSS-PAN

152+30.7 RT 53.5

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

154+24.1 LT 54.9

BEGIN CONCRETE CROSS-PAN

BEGIN REMOVE TYPE 1 C&G;

154+64.4 LT 55.7

REPLACE TYPE 1 C&G

BEGIN REMOVE AND

END CONCRETE CROSS-PAN

10

(SEE POINT TABLE)

(WIDTH= 10, SLOPE) 
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6285.15 151+95.36 47.59 Rt.

2 6285.07 151+96.91 51.55 Rt.

3 6285.91 151+85.19 51.74 Rt.

4 6285.83 151+86.13 47.85 Rt.

5 6285.07 Rt.

6 6285.04 46.44 Rt.

7 6285.08 152+37.98 46.61 Rt.

8 6285.16 152+37.57 52.79 Rt.

9 6285.14 152+32.86 57.61 Rt.

10 6285.75 152+46.49 47.18 Rt.

6284.22 154+21.80 52.00 Lt.

6284.19 154+19.76 47.00 Lt.

6284.42 154+10.05 52.00 Lt.

6284.36 154+10.05 47.00 Lt.

6284.02 154+13.39 41.44 Lt.

6284.03 154+24.08 43.00 Lt.

6284.23 Lt.

6284.26 154+81.62 40.00 Lt.

6284.59 154+66.73 52.00 Lt.

6284.56 154+68.77 47.00 Lt.

6285.22 154+75.67 52.00 Lt.

6285.02 154+75.47 47.00 Lt.
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(MATCH EXIST., SEE GENERAL NOTES)

157+98.6 RT 77.1

END REMOVE AND REPLACE TYPE 1 C&G

(SEE ROADWAY PLANS)

157+99.5 RT 70.0

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

157+71.3 RT 67.1

BEGIN REMOVE AND REPLACE SIDEWALK

(SEE ROADWAY PLANS)

157+82.6 RT 51.0

BEGIN CONCRETE CROSS-PAN

END TYPE 1 C&G

PAVERS

DETECTABLE 

 PAVERS

DETECTABLE

DETECTABLE PAVERS

RAMP (MAX 12:1)

CONCRETE PEDESTRIAN

RAMP (MAX 12:1)

CONCRETE PEDESTRIAN

(SEE ROADWAY PLANS)

158+54.1 RT 38.0

BEGIN TYPE 1 C&G

END CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

158+39.4 RT 87.2

BEGIN REMOVE AND REPLACE SIDEWALK AND TYPE 1 C&G

(SEE ROADWAY PLANS)

158+37.6 RT 50.9

BEGIN CONCRETE CROSS-PAN

END TYPE 1 C&G
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FOR ADDITIONAL DETAILS)

(SEE CDOT M609-1, TYPE 3
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RAMP (MAX 12:1)
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PAVERS

DETECTABLE 

RAMP (MAX 12:1)
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RAMP (MAX 12:1)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6285.46 157+97.56 67.41 Rt.

2 6285.41 157+96.48 62.40 Rt.

3 6286.13 157+86.89 67.29 Rt.

4 6286.06 157+86.94 62.29 Rt.

5 6285.18 157+76.41 53.00 Rt.

6 6285.23 157+81.41 53.00 Rt.

7 6285.96 157+81.31 62.23 Rt.

8 6285.92 157+76.31 62.17 Rt.

9 6285.99 157+71.31 62.12 Rt.

10 6286.37 158+35.50 67.71 Rt.

11 6286.30 158+37.43 59.95 Rt.

12 6286.45 158+45.68 61.99 Rt.

13 6286.51 158+43.75 69.76 Rt.

14 6287.12 158+33.82 76.56 Rt.

15 6286.98 158+40.04 51.50 Rt.

16 6285.45 157+77.50 40.00 Lt.

17 6285.50 157+82.50 40.00 Lt.

18 6285.62 157+82.50 46.50 Lt.

19 6285.56 157+77.50 46.50 Lt.

20 6286.02 157+68.50 40.50 Lt.

21 6286.31 157+93.50 Lt.

22 6286.44 158+03.42 Lt.

23 6285.90 158+12.42 Lt.

24 6286.25 158+34.42 Lt.

25 6287.10 158+45.42 Lt.

26 6286.36 158+34.42 46.50 Lt.

27 6286.01 158+12.42 46.50 Lt.

28 6286.86 158+34.42 52.50 Lt.

29 6286.51 158+12.42 52.50 Lt.

40.50

40.50

40.00

40.00

40.50

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK TOP RAMP
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FRONT WALK

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL
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BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT TOP RAMP/ TBC

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT TOP RAMP/ TBC

BACK BOTTOM RAMP

BACK BOTTOM RAMP

TOP BACK DRIVEWAY

TOP BACK DRIVEWAY
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6303.53 164+10.35 63.44 Rt.

2 6303.37 164+11.07 71.44 Rt.

3 6304.09 163+97.13 70.02 Rt.

4 6304.09 164+00.11 62.59 Rt.

5 6303.75 164+45.13 71.35 Rt.

6 6303.91 164+45.12 63.35 Rt.

7 6305.32 164+62.12 63.30 Rt.

8 6305.16 164+62.13 71.30 Rt.

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK TOP RAMP

FRONT TOP RAMP

BACK TOP RAMP

FRONT TOP RAMP
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PROTECT TRAFFIC SIGNAL POLE

PROTECT UTILITY BOX

SAWCUT EXIST. PAVEMENT

RELOCATE STREET LIGHT

RAMP CURB

LANDSCAPE RESTORATION

PROTECT UTILITY BOX

PROTECT UTILITY BOX

PROTECT FIRE HYDRANT

PROTECT UTILITY BOX

PROTECT TRAFFIC SIGNAL POLE

PROTECT TRAFFIC SIGNAL POLE

PROTECT UTILITY BOX

PROTECT UTILITY BOX

LANDSCAPE RESTORATION

LANDSCAPE RESTORATION

PEDESTRIAN RAMP (MAX 12:1)

PROTECT STREET LIGHT

PROTECT UTILITY BOX

PROTECT UTILITY BOX

PROTECT TRAFFIC SIGNAL POLE

LANDSCAPE RESTORATION

RAMP CURB
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PAVERS
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CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

170+45.0 RT 51.0

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

170+69.6 RT 82.6

END REMOVE & REPLACE TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

170+70.1 RT 74.5

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G
(MATCH EXIST., SEE GENERAL NOTES)

171+21.7 RT 65.9

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

35

(MATCH EXIST., SEE GENERAL NOTES)

171+49.6 RT 39.0

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

171+22.6 RT 82.1

BEGIN REMOVE & REPLACE TYPE 1 C&G

SEE GENERAL NOTES)

(MATCH EXIST.,

171+60.7 RT 60.3

REPLACE SIDEWALK

END REMOVE &

DETECTABLE PAVERS

DETECTABEL PAVERS

(MATCH EXIST., SEE GENERAL NOTES)

171+38.7 LT 108.1

BEGIN REMOVE & REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

171+28.2 LT 121.8

BEGIN REMOVE & REPLACE TYPE 1 C&G

DETECTABLE PAVERS

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

170+64.3 LT 83.3

BEGIN REMOVE & REPLACE SIDEWALK

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

170+71.0 LT 47.7

END TYPE 1 C&G

& DRAINAGE PLANS)

MODIFY INLET (SEE ROADWAY DETAILS

& DRAINAGE PLANS)

MODIFY INLET (SEE ROADWAY DETAILS

CONCRETE COVER MATERIAL

FL 20 R

FL 18.5 R FL 28 R

CONCRETE COVER MATERIAL
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6320.42 170+47.25 40.00 Lt.

2 6320.49 170+52.89 40.00 Lt.

3 6320.52 170+53.20 46.50 Lt.

4 6320.45 170+47.62 46.50 Lt.

5 6320.94 170+38.85 40.50 Lt.

6 6321.39 170+60.78 50.93 Lt.

7 6321.40 Lt.

8 6321.30 Lt.

9 6321.99 170+67.33 71.97 Lt.

10 6322.06 170+67.86 77.94 Lt.

11 6322.32 171+28.96 76.08 Lt.

12 6322.26 171+29.51 70.09 Lt.

13 6322.72 171+34.15 76.24 Lt.

14 6322.67 171+34.12 70.24 Lt.

15 6322.16 171+34.05 59.15 Lt.

16 6322.08 171+39.53 53.39 Lt.

17 6322.72 171+39.50 66.91 Lt.

18 6322.61 171+34.10 66.92 Lt.

6317.67 170+41.01 53.00 Rt.

6317.77 Rt.

6318.32 170+47.09 60.65 Rt.

6318.22 170+40.43 60.25 Rt.

6317.91 170+66.43 66.45 Rt.

6317.94 170+67.79 74.36 Rt.

6318.57 170+54.73 75.75 Rt.

6318.49 170+53.75 67.79 Rt.

6318.09 170+30.28 69.78 Rt.

6318.00 170+32.35 62.36 Rt.

6318.97 171+23.87 65.43 Rt.

6318.98 171+25.26 56.94 Rt.

6319.40 171+31.95 63.73 Rt.

6319.32 171+29.86 55.96 Rt.

6319.00 171+30.15 49.21 Rt.

6319.13 171+36.85 44.14 Rt.

6319.38 171+36.53 54.47 Rt.

6319.52 171+38.70 62.23 Rt.

19
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24

25

26

27

28

29

30

31

32

33

34

35

36

170+76.25 77.26

170+75.80 71.28

170+47.60 53.13

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

BACK BOTTOM RAMP

BACK BOTTOM RAMP

FRONT TOP RAMP/ TBC

BACK TOP RAMP

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

BACK SIDEWALK

BACK SIDEWALK

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

BACK LANDING

FRONT BOTTOM RAMP/TBC

FRONT BOTTOM RAMP/TBC
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(MATCH EXIST., SEE GENERAL NOTES)

175+94.0 RT 56.2

BEGIN REMOVE & REPLACE SIDEWALK

(MATCH EXIST., SEE GENERAL NOTES)

176+24.1 RT 72.0

BEGIN REMOVE & REPLACE TYPE 1 C&G

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

CONCRETE PEDESTRIAN RAMP (MAX 12:1)

DETECTABLE PAVERS

(MATCH EXIST., SEE GENERAL NOTES)

176+56.3 RT 74.1

BEGIN REMOVE & REPLACE TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

176+81.6 RT 64.3

END REMOVE & REPLACE SIDEWALK

DETECTABLE PAVERS

PROTECT FIRE HYDRANT

PROTECT UTILITY BOX

(MATCH EXIST., SEE GENERAL NOTES)

177+17.4 LT 79.2

BEGIN TYPE 1 C&G; END CONCRETE CROSS-PAN

(MATCH EXIST., SEE GENERAL NOTES)

176+84.9 LT 64.0

BEGIN REMOVE & REPLACE SIDEWALK

(SEE ROADWAY PLANS)

176+91.2 LT 51.2

END TYPE 1 C&G; BEGIN CONCRETE CROSS-PAN

CONCRETE PEDESTRIAN RAMP (MAX 12:1)
CONCRETE PEDESTRIAN RAMP (MAX 12:1)

(MATCH EXIST., SEE GENERAL NOTES)

177+47.0 LT 85.6

BEGIN CONCRETE CROSS-PAN

(SEE ROADWAY PLANS)

177+75.6 LT 65.4

END CONCRETE CROSS-PAN; BEGIN TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

177+16.5 LT 87.0

END TYPE 1 C&G

RT 67.8

PT 176+24.2

RT 69.3

PC 176+56.7
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6328.83 176+19.31 55.45 Rt.

2 6328.91 176+22.07 63.50 Rt.

3 6329.31 176+10.53 55.41 Rt.

4 6329.39 176+10.55 63.41 Rt.

5 6328.79 Rt.

6 6329.88 176+59.14 65.44 Rt.

7 6330.05 176+62.59 57.73 Rt.

8 6331.01 176+73.11 58.80 Rt.

9 6331.05 176+72.38 66.76 Rt.

10 6331.28 Rt.

11 6329.31 177+11.45 64.54 Lt.

12 6329.40 177+13.76 68.83 Lt.

13 6329.96 177+00.10 67.17 Lt.

14 6329.90 177+00.76 63.21 Lt.

6330.40 177+58.43 72.32 Lt.

6330.90 177+75.54 67.37 Lt.

6330.92 177+75.40 72.87 Lt.

6332.29 177+95.05 68.00 Lt.

176+02.90 42.81

176+79.96 46.90

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

LIP OF PAN

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

LIP OF PAN

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

FRONT LANDING/ FL

FRONT LANDING/ FL

BACK LANDING

FRONT TOP RAMP/ TBC
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TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

PCC (50 R) 179+69.3 RT 77.3

END TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

179+63.4 RT 97.4

END REMOVE & REPLACE SIDEWALK
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DETECTABLE 

CONCRETE PEDESTRIAN RAMP (MAX 12:1) (MATCH EXIST., SEE GENERAL NOTES)

PCC (50 R) 179+68.5 LT 83.9

END TYPE 1 C&G

(SEE ROADWAY PLANS)

PC (50 R) 179+22.4 LT 55.5

TYPE 1 C&G

(MATCH EXIST., SEE GENERAL NOTES)

179+62.7 LT 100.6

END REMOVE & REPLACE SIDEWALK

SEE GENERAL NOTES)

(MATCH EXIST.,

179+25.4 RT 61.6

REPLACE SIDEWALK

BEGIN REMOVE &
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

Point No.   Elevation  Station  Offset  Side  Note 

1 6336.47 179+51.35 58.15 Rt.

2 6336.59 179+60.42 66.71 Rt.

3 6337.17 179+53.48 72.43 Rt.

4 6337.05 179+46.04 65.41 Rt.

5 6337.18 Rt.

6 6337.30 Rt.

7 6337.35 179+65.10 74.45 Rt.

8 6337.04 179+43.36 53.92 Rt.

9 6336.91 179+30.37 61.62 Rt.

10 6337.71 179+62.97 92.39 Rt.

11 6337.28 179+49.51 65.56 Lt.

12 6337.64 179+63.62 79.53 Lt.

13 6338.12 179+58.63 82.86 Lt.

14 6337.64 179+46.23 70.58 Lt.

15 6337.74 Lt.

16 6338.21 Lt.

17 6338.42 179+66.22 84.99 Lt.

18 6337.80 179+44.02 63.01 Lt.

19 6337.50 179+32.04 58.95 Lt.

20 6338.55 179+66.26 92.57 Lt.

179+40.55 71.23

179+47.99 78.25

179+42.30

179+55.39 86.55

75.05

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

LANDING

LANDING

LANDING/ TBC

LANDING/ TBC

LANDING

LANDING

FRONT BOTTOM RAMP/ FL

FRONT BOTTOM RAMP/ FL

TOP RAMP

TOP RAMP

LANDING

LANDING

LANDING/ TBC

LANDING/ TBC

LANDING

LANDING
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

DJEMAKMAK

MAK

MAK03/21/16

ROADWAY 50 of 57

ROADWAY DETAILS

 

1" = 4' 1"  = 4'

MEDIAN NOSE DETAILS

NOTES:

PAVING.

ADDITIONAL DETAILS ON MEDIAN

CONCRETE COVER MATERIAL FOR

REFER TO ROADWAY DETAILS,2.

FOR ADDITIONAL DETAILS.

PLOWABLE END SECTION

REFER TO ROADWAY DETAILS,1.

MEDIAN NOSE 171+39.55 MEDIAN NOSE 179+39.21
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VAR.

EXPANSION JOINTS

(SHOWN) C&G

TYPE 1 OR TYPE 3

PAVEMENT

TOP OF PROPOSED

LIP OF GUTTER

TYPE 3 C&G

TYPE 1 (SHOWN) OR

CONCRETE COVER MATERIAL

BROOMED CONCRETE SURFACE

TYPE 3 C&G

TYPE 1 (SHOWN) OR

SLOPE VARIABLE

(SHOWN) C&G

TYPE 1 OR TYPE 3

PROP PAVEMENT

BOTTOM OF CURB

PAN LINE

FLOWLINE

TOP OF CURB

SEE NOTE.

EXPANSION JOINT

SEE M
EDIAN NOSE DETAILS

CURB & GUTTER

TYPE 1

5' CURB TRANSITION

CURB & GUTTER

TYPE 2

5'

SECTIONS)

(SEE TYPICAL

& GUTTER

TYPE 1 CURB

(5' TYP)
VARIES

RETURN

CURB

PC OF

CROSS-PAN

TRANSITIONS
WITH 3' GUTTER
CURB INLET TYPE R
MODIFIED CDOT

DESIGNED BY: DRAWN BY: CHECKED BY:

COMPUTER FILE INFORMATION

Creation Date:

Last Modification Date:

Drawing File Name:

Initials:

Initials:

Scale:

Subset:

DateDescriptionNo.

REVISIONS

Subset Sheets: Sheet No:

STATEMENT:

Roadway Details 02-PlowES

4/29/2016

J
A

L
O

E
P

P
 1

1
:0

7
:4

2
 A

M
 p

w
:\
\A

B
Q

P
W
IN

T
0
1
.w
il
s
o
n
c
o
.c

o
m
:W
il
s
o
n
_
P
ro
je
c
ts
\D

o
c
u

m
e
n
ts
\8

1
0
0
-T

R
N
\C
it
y
 o
f 

C
o
lo
ra

d
o
 S

p
ri
n
g
s
\1

5
-1

0
0
-0

4
4
-0

0
_

C
e
n
t.
 B
lv

d
 R

e
c
o
n
s
t 

G
O

G
 t
o
 F
il
l\
0
0
0
0
0
\D

e
s
ig

n
\D
ra

w
in

g
s
\R

o
a
d

w
a
y
 D

e
ta
il
s
 0

2
-P
lo

w
E

S

City of Colorado Springs and PPRTA Contract T007780

MicroStation Ver. 08.11.07

 

REVIEW ACCORDINGLY.
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FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

6
.0

"
 

M
I
N
.

N.T.S.

N.T.S.N.T.S.

SECTION B-B

PLOWABLE END SECTION

SECTION A-A

B

B

A

A

EXTENTS OF PAY ITEM

EX
T
EN

T
S
 

O
F P

AY
 
IT

EM

 

DJESPMAK

PLOWABLE END SECTION

MAK

MAK01/18/16

ROADWAY DETAILS

SPECIAL CURB & GUTTER
ROADWAY 51 of 57

DETAILS FOR NOSE RADII.

CURB & GUTTER AROUND NOSE. SEE ROADWAY

TRANSITION BETWEEN TYPE 1 AND TYPE 3

NOTE:

NTS

CURB & GUTTER TRANSITION

ISOMETRIC OF

ADJUSTMENT AT INLETS

CURB & GUTTER

NOTES:

N.T.S.

ADJUSMENT LENGTH ON BOTH SIDES OF INLET.

WHERE INLET IS NOT NEAR AN INTERSECTION, USE 5'2.

INLET.TO MATCH WITH MODIFIED 

ROADWAY ELEVATIONS. ADJUST CURB AND GUTTER AS SHOWN

INLETS SHALL BE MODIFIED IN-PLACE TO MATCH PROPOSED1.
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CURB & GUTTER

TYPE 1

EXISTING SIDEWALK

EXISTING SIDEWALK

EXPANSION JOINT

CURB & GUTTER

TYPE 1

6
"

INLET CURB

NOTCH EXISTING

PROTECT EXISTING INLET

SIDEWALK

PROTECT EXISTING

INLET CURB

MATCH EXISTING

5
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U
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E
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5' CURB TAPER

CURB & GUTTER

TYPE 1

SLOPE CHASE DRAIN 

PROTECT EXISTING

TO MATCH GUTTER

ADJUST BACKSLOPE
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HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

 

DJESPMAK

MAK

MAK01/18/16

ROADWAY

ROADWAY DETAILS

NOTES:

52 of 57

A

A

SECTION A-A

3:1 MAX

A

A

3:1 MAX

S
L
O
P
E

SLOPE

VAR.
SPECIAL CURB & GUTTER

ISOMETRIC OF CURB TAPER AT 122+46

EXISTING INLET AT 123+90

CURB TAPER AND CONNECTION TO

ISOMETRIC OF

CURB JOINTS SHALL ALIGN WITH SIDEWALK JOINTS.4.

MUCK EXCAVATION SHALL BE PAID AS ITEM 203 MUCK EXCAVATION.

THE CONTRACTOR MAY ENCOUNTER MUCK IN EXCAVATING FOR THE SLOPE CURB.3.

IN THE COST OF TYPE 1 CURB & GUTTER.

THE CURB TAPERS SHALL NOT PAID FOR SEPARATELY, BUT SHALL BE INCLUDED2.

BUT SHALL BE INCLUDED IN THE COST OF TYPE 1 CURB & GUTTER.

NOTCHING THE EXISTING INLET CURB SHALL NOT BE PAID FOR SEPARATELY,1.
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SIDEWALK

(PROPOSED)

SIDEWALK

JOINT

EXPANSION

(ALL AROUND)

EXPANSION JOINT

UTILITY BOX

(SEE ROADWAY DETAILS)

PLOWABLE END SECTION

(TYP)
SQUARE
20"-30"

(TYP)

BROOM FINISH

JOINTS

EXPANSION

MAX INTERVAL)

JOINT (20'

EXPANSION

SPACING
JOINT
CONTROL
40"-60"

(TYP)

TOOLED JOINT

JOINTS

EXPANSION

MEDIAN WIDTH
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ABC (CLASS 6)

(TYP)

CONTROL JOINT
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

SECTION B-B

BB

 

DJESPMAK

MAK

MAK01/15/16

ROADWAY

CONCRETE COVER MATERIAL
ROADWAY DETAILS

CONCRETE JOINTS & FINISH
53 of 57

IN THE PLANS.

INTERVALS LONGITUDINALLY AND TRANSVERSELY, EXCEPT WHERE OTHERWISE SHOWN

CONTROL JOINTS 1" DEEP SHALL BE SCORED AT APPROXIMATELY 40" TO 60"

OR TOOLED JOINTS 1/4" WIDE BY 3/8" DEEP WITH A 5/16" RADIUS EDGE. 

CONCRETE COVER MATERIAL LOCATED IN MEDIAN SHALL BE SCORED WITH FORMED5.

SPACED EVENLY TO CREATE A CHECKERBOARD APPEARANCE.

CONCRETE COVER MATERIAL JOINT LINES SHALL BE EVERY 20" TO 30" AND4.

SPECIFICATIONS.

SHALL BE SEALED ACCORDING TO THE CITY OF COLORADO SPRINGS STANDARD

PLACED AT INTERVALS OF NOT MORE THAN 20 FEET. ALL EXPANSION JOINTS

EXPANSION JOINTS SHALL BE PREFORMED JOINT MATERIAL AND SHALL BE3.

OR RECTANGLE.

THEN PARALLEL WITH RESPECT TO THE JOINT LINES WITHIN EACH SQUARE

CHECKERBOARD BROOM FINISH SHALL BE ALTERNATING STROKES, PERPENDICULAR2.

CHECKERBOARD BROOM FINISH STAINED FEDERAL STANDARD COLOR 21433.

CONCRETE COVER MATERIAL SHALL BE 4 INCHES OF CONCRETE WITH A1.

NOTES

TYPICAL JOINT & FINISH DETAIL

CONCRETE COVER MATERIAL (MEDIAN)

TYPICAL JOINT & FINISH DETAIL

CONCRETE COVER MATERIAL (ROADSIDE)

A

A

SECTION A-A

2% MAX2% MIN VARIES2% MIN

VAR.

70
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

 

DJESPMAK

MAK

MAK03/25/16

ROADWAY

ROADWAY DETAILS

54 of 57

DRIVEWAYS

12
:1
 M

AX.

SLOPE

12
:1 

MAX.

SLOPE

2% M
AX.

SLOPE

SPECIAL DRIVEWAYS

ISOMETRIC OF

NOTES:

DRIVEWAY TO CONNECT TO THE EXISTING PARKING LOT PAVING.

HMA OR PCCP PATCHING SHALL BE INSTALLED 5' BEYOND THE TOP OF THE3.

THE DRIVEWAY AND WINGS SHALL BE 8" THICK.2.

WITH ADJACENT PROPERTY OWNERS. 

ACCESS SHALL BE MAINTAINED. THE CONTRACTOR SHALL COORDINATE ACCESS1.

1:4

71



10'

SEE DETAIL BDETAIL A

SEE

THICKNESS
TAPER ABC (CLASS 6)

5'5'

EACH WAY

#5 @ 1'-0"

1
1
"

5
.5

"

1
1
"

2" CHAMFER

0
.2

5
"

1
"

3
"

FINISH

SURFACE

ROUGH

1"

TO PREVENT BONDING WITH CONCRETE
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

 

DJESPMAK

MAK

MAK01/18/16

ROADWAY 55 of 57

NOTES:

REFER TO CONCRETE PAVEMENT SECTIONOR OVERLAY PAVEMENT SECTION

REFER TO HMA PAVEMENT SECTION (SHOWN)

HMA PAVEMENT

CONCRETE PAVEMENT

DETAIL BDETAIL A

TO LOCATIONS INDICATED BY "#".

EXPANSION JOINTS SHALL BE PLACED IN THE CURB & GUTTER ADJACENT2.

LOCATION INFORMATION.

DETAIL IS MIRRORED DEPENDING ON LOCATION. REFER TO PLANS FOR1.

HMA OVERLAY

VAR.

PORTLAND CEMENT CONCRETE PAVEMENT (PCCP)--HOT MIX ASPHALT (HMA) JOINT DETAIL

REFER TO CONCRETE PAVEMENT SECTIONREFER TO HMA PAVEMENT SECTION

NOTES:

DETAILS.

REFER TO CDOT STANDARD PLAN M-412-1 FOR EXPANSION JOINT2.

FOR ADDITIONAL INFORMATION ON CONCRETE CROSS-PANS.

REFER TO CITY OF COLORADO SPRINGS STANDARD DRAWING D-71.

CONCRETE CROSS-PAN AT CONCRETE PAVEMENT DETAIL

PCCP-HMA JOINT
ROADWAY DETAILS

CROSS-PAN JOINT
72



5'-0"6"2'-0"
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"

5'-0"6"

6
"

2" Clr. 2" Clr.

6"

2" Clr. 6"

2" Clr.

3
"
 

C
lr
.

3
"
 

C
lr
.

NOTES:

WALL DETAIL WALL DETAIL

(WHERE 3'-6" > H > 2'-0") (WHERE H < 2'-0")

EXPANSION JOINT ELEVATION CONTRACTION JOINT ELEVATION EXPANSION JOINT

(Typ.) (Typ.)

(Min.)

FF Wall 9"

(Typ.)

ƒ" Chamber

Notes 3 & 4) 

Waterstop (See

9" Tear Web

joint material

1" Expansion 

(Sides and top)

ƒ" Chamfer (Typ.)

of joint

reinforcing 2" Clr.

Stop all horizontal

#4 (Typ.)

1

3 (Min.)

H

geocomposite drain

behind retaining wall or approved

Filter material (Class B) Continous

#4 @ 12" (Max)

#4 @ 8"

securely tied

wrap (Drainage) (Class 2)

(Class B) in Geotextile

1 CF of filter material 15' spacing (Max)

above finished grade at

3"ß Drains located 3"Î

Top of Sidewalk

#4 @ 8"

#4 @ 12" (Max)

1

3 (Min.)

geocomposite drain

behind retaining wall or approved

Filter material (Class B) Continous

#4 @ 8"

#4 @ 12" (Max)

Top of Sidewalk

#4 @ 12" (Max)

securely tied

wrap (Drainage) (Class 2)

(Class B) in Geotextile

1 CF of filter material

H

1" Exp. Jt. Material

through joint

other bar

Extend every 

#4 (Typ.)

Extend TOW 6" above grade

required where H > 1'-0"

15' spacing (Max). Drain

above finished grade at

3"ß Drains located 3"Î

Extend TOW 6" above grade

shall be epoxy coated Grade 60.

Concrete shall be Class D with f'c = 4.5 ksi. Reinforcement

Retaining Wall (6").

shall be included in Item in Item 500 Concrete Sidewalk 

Geocomposite drain shall not be paid for separately, but

in Item 500 Concrete Sidewalk Retaining Wall (6").

Water stop not paid for separately but shall be included

of the highest footing.

footing.  At step locations extend to within 3" of the

Extend water stop to within 3" of the bottom of the wall

expansion joints.

Contraction joints shall be spaced at third points between 

Expansion joints shall be spaced at 100' (max).

6.

5.

4.

3.

2.

1.
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NOTES:

ABBREVIATIONS LEGEND

 
DRAINAGE

NOTES & LEGEND

DRAINAGE TABULATION.

DRAINAGE REMOVAL QUANTITIES ARE LOCATED IN THE3.

PUBLIC AND PRIVATE SERVICES.

WORK IN A MANNER THAT MINIMIZES DISRUPTION OF

THE PROJECT AREA.  CONTRACTOR SHALL PERFORM

AGENCIES AND OTHER CONTRACTORS WORKING WITHIN

COORDINATING ACTIVITIES WITH PUBLIC AND PRIVATE

CONTRACTOR SHALL BE RESPONSIBLE FOR2.

FACILITIES AFFECTED BY HIS WORK.

REINSTALLATION AT THE SAME LOCATION OF ALL

TEMPORARY PROTECTION, REMOVAL, AND

CONTRACTOR SHALL BE RESPONSIBLE FOR ALL1.

E. MISCELLANEOUS

CONCRETE COLLARS AND ATTACHMENT PLATES.

NUTS, BOLTS, RODS, GASKETS, CONCRETE INSERTS,

OF THE PIPE, INCLUDING, BUT NOT LIMITED TO, ALL

THE PLANS, AS REQUIRED FOR PROPER INSTALLATION

APPURTENANT MATERIALS WHETHER OR NOT SHOWN ON

CONTRACTOR SHALL PROVIDE ALL MISCELLANEOUS1.

D. APPURTENANCES

ITS DOWNSTREAM CONNECTION NODE.

CONNECTION BE MADE AT AN ELEVATION LOWER THAN

CONSTRUCTION.  UNDER NO CIRCUMSTANCES SHALL A

APPROXIMATE AND SHALL BE VERIFIED PRIOR TO

MANHOLES AND PIPES AT CONNECTION POINTS ARE

HORIZONTAL AND VERTICAL LOCATION OF ALL EXISTING5.

TO CONSTRUCTION.

SHOULD BE CONFIRMED BY THE CONTRACTOR PRIOR  

FROM SURVEYED DATA. ACTUAL GROUND ELEVATIONS

ON THE DRAWING WERE DEVELOPED BY THE ENGINEER

EXISTING GROUND PROFILES AND CONTOURS AS SHOWN4.

ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

BE APPROVED BY THE CITY OF COLORADO SPRINGS IN

DRAWINGS OR SPECIFICATIONS.  ALL CHANGES SHALL

ADDITIONAL MATERIALS NOT INDICATED ON THE

CONFORM TO FIELD CONDITIONS MAY REQUIRE

CHANGES IN THE DESIGN DETERMINED NECESSARY TO3.

CAN BE TAKEN BY THE OWNER.

ENGINEER IMMEDIATELY SO THAT APPROPRIATE ACTION

NOTIFY THE CITY OF COLORADO SPRINGS AND THE

THAN SHOWN ON THE PLANS, THE CONTRACTOR SHALL

IF FIELD CONDITIONS ARE FOUND TO BE DIFFERENT2.

C. DRAWING CONDITIONS (CONTINUED)

TOP OF BOXTOB

WATER QUALITY VAULTWQV

CUBIC FEET PER SECONDCFS

SLOPES

HYDRAULIC GRADE LINEHGL

LINEAR FEETLF

LENGTHL

FLOW LINEFL

DIAMETERDIA

REINFORCED CONRETE PIPERCP

COLORADO SPRINGSCS

COLORADO DEPARTMENT OF TRANSPORTATIONCDOT

REMOVERM

WATER SURFACE ELEVATIONWSE

REINFORCED CONCRETE END SECTIONRCES

STATIONSTA

RIGHT-OF-WAYROW

PROPOSEDPROP

MANHOLEMH

INVERTINV

EXISTINGEXIST

ELEVATIONELEV. EL

G, D & SWMP

TELEVISION AND OTHERS.

STORM DRAIN, ELECTRIC, TELEPHONE, CABLE

LIMITED TO, WATER, SANITARY SEWER, STORM SEWER,

UTILITIES IN THE AREA INCLUDE, BUT ARE NOT

CENTER OF COLORADO (UNCC) AT 1-800-922-1987.

MARKED BY CALLING THE UTILITY NOTIFICATION

UNDERGROUND UTILITIES MAY BE IDENTIFIED AND

BEFORE COMMENCING WORK.  THE LOCATION OF

THE EXACT LOCATION OF ALL EXISTING UTILITIES

MAY BE SHOWN.  THE CONTRACTOR SHALL DETERMINE

APPROXIMATE LOCATIONS ONLY AND NOT ALL UTILITIES

UTILITIES ARE SHOWN ON THE DRAWINGS IN

UTILITIES NOT SHOWN ON THE DRAWINGS.  EXISTING

BE RESPONSIBILE FOR DAMAGE TO UNDERGROUND

UNDERGROUND UTILITIES SHOWN ON THE DRAWINGS OR

CANNOT GUARANTEE THE LOCATION OR ACCURACY OF

THE CITY OF COLORADO SPRINGS AND WILSON & COMPANY

UTILITY OWNERS, POTHOLES, AND FIELD OBSERVATION.

WAS COMPILED FROM INFORMATION FURNISHED BY

UTILITY INFORMATION DEPICTED ON THESE DRAWINGS1.

C. DRAWING CONDITIONS

CONSTRUCTION PHASING.

PROJECT AND AS MAY BE REQUIRED FOR

APPROVED DRAWINGS AND SPECIFICATIONS IN THIS

EROSION CONTROL SYSTEM IN ACCORDANCE WITH THE

CONTRACTOR SHALL PROVIDE AND MAINTAIN ANTHE1.

B. EROSION CONTROL

OF COLORADO SPRINGS.

SATISFACTION OF THE AFFECTED OWNER AND THE CITY

DAMAGE SHALL BE REPAIRED AND RESTORED TO THE

AND BENCHMARKS AFFECTED BY THE WORK.  ANY

UTILITIES, STRUCTURES, IMPROVEMENTS, MONUMENTS

CONTRACTOR SHALL MAINTAIN AND PROTECT ALLTHE6.

OR ROAD RIGHT-OF-WAYS (ROW).

ALL WORK SHALL BE CONDUCTED WITHIN EASEMENTS5.

REPRESENTATIVES.

COLORADO SPRINGS OR THEIR APPOINTED

TO INSPECTION AND APPROVAL BY THE CITY OF

ALL MATERIALS AND WORKMANSHIP SHALL BE SUBJECT4.

PLAN SET.

AND UTILITY WORK IS DETAILED ELSEWHERE IN THIS

DRAWINGS IS SHOWN FOR INFORMATION ONLY.  ROAD

ROADWAY AND UTILITY WORK SHOWN ON THE3.

CONDITIONS.

CONTRACTOR WHO SHALL COMPLY WITH ALL PERMIT

ALL PERMITS REQUIRED SHALL BE OBTAINED BY THE2.

INSIDE EDGE TO INSIDE EDGE. 

LENGTH OF PIPE BETWEEN INLETS AND MANHOLES IS1.

A. GENERAL

INLET

PVC UNDERDRAIN

CMP LINING (BY OTHERS)

TOP OF THE INLET BOX LID.

RIM ELEVATIONS IN THE DRAINAGE PROFILES ARE AT THE CENTER

ARE AT THE TOP FRONT CORNER OF THE INLET BOX.

THE DRAINAGE PLANS FOR MODIFIED CDOT TYPE R INLETS

INLETS SHALL BE INSTALLED ON-GRADE. ELEVATIONS SHOWN IN6.

DETAILS AND CDOT STANDARD PLANS M-604-12 (2 SHEETS).

MODIFIED CDOT TYPE R INLETS SHALL BE PER THE DRAINAGE5.

D-20A.

STORM SEWER MANHOLE TYPE I, STANDARD DRAWING

ALL MANHOLES SHALL BE CITY OF COLORADO SPRINGS4.

OTHERWISE NOTED.

ALL PIPES SHALL BE RCP CLASS III UNLESS3.

PROTRUSIONS WILL BE ALLOWED.

FLUSH WITH INSIDE OF STRUCTURE WALL.  NO PIPE

ALL MANHOLE AND STRUCTURE PENETRATIONS SHALL BE2.

SHALL BE LOCKING MANHOLES.

THEY ARE NOT WITHIN WHEEL PATHS. ALL MANHOLES

MANHOLE LIDS IN ROADWAYS SHALL BE PLACED SO1.

F. FACILITIES

CMP LINING

N/A
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GRADING & EROSION CONTROL
STORMWATER MANAGEMENT PLAN

 

 

 

 

 

:BEST MANAGEMENT PRACTICES (BMPs) FOR STORMWATER POLLUTION PREVENTIONB.  

SITE DESCRIPTION 1. 

PROJECT SITE DESCRIPTION:A.  

:AREA OF DISTURBANCEC.  

:EXISTING SOIL DATAD.  

:POTENTIAL POLLUTANTS SOURCESF.  

EXISTING VEGETATION, INCLUDING PERCENT COVER:E.  

brought on site. 

contractor. The contractor shall follow appropriate use and disposal criteria for all potential pollutants 

Pollutant sources are predominantly those brought onto the project site and created by the 

:RECEIVING WATERG.  

:ALLOWABLE NON-STORMWATER DISCHARGESH.  

STORMWATER MANAGEMENT CONTROLS FIRST CONSTRUCTION ACTIVITIES: 3. 

THE CONTRACTOR SHALL PERFORM THE FOLLOWING:

:DESIGNATE A SWMP ADMINISTRATOR/EROSION CONTROL SUPERVISORA.  

POTENTIAL POLLUTANT SOURCES:B.  

BEST MANAGEMENT PRACTICES (BMPs) FOR STORMWATER POLLUTION PREVENTION:C.  

SWMP ADMINISTRATOR FOR DESIGN: 2. 

Prior to any construction activities, the following BMPs shall be implemented:

construction and the implementation of BMP controls.  

match which BMPs are currently in use on site. Clearly describe the relationship between the phases of 

ECS shall update the narratives, include new narratives and update the "In use on site" boxes to 

During Design:  "BMP as Designed" boxes are marked when used in the SWMP.  During construction: the 

PHASED BMP IMPLEMENTATION, APPLICATION AND NARRATIVE:

required. Contractor shall be responsible for identifying locations requiring additional BMPs.

See grading and erosion control sheets for locations of proposed BMPs. Additional BMPs may be 

G, D & SWMP

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

Wilson & Company

Civil Engineer

Marcus Kochis, PE

Paving activities

Painting activities 

Equipment maintenance and fueling activities

Construction equipment near South Douglas Creek

Concrete waste and washout

Saw cut water

Sediment accumulation from grading and construction activities

Name/Title:                                                  Contact information:

shall address all aspects of the projects SWMP.)

SWMP, including the title and contact information.  The activities and responsibilities of the administrator 

time of construction; designate the individual(s) responsible for implementing, maintaining and revising the 

(To be filled out at 

water.

ultimate receiving water (South Douglas Creek) and runoff discharges directly into ultimate receiving

tributary drainage to Mesa Creek approximately 6300-ft away. Most of the project spans over

3.  Distance ultimate receiving water is from project: South portion of project discharges to intermittent

Mesa Creek & South Douglas Creek

2.  Names of receiving water(s) on site and the ultimate receiving water:

1.  Outfall location: Intermittent Tributary to Mesa Creek & South Douglas Creek

west of Centennial Blvd and riprap-lined east of Centennial Blvd.

area and north to south in the north portion the project limits. South Douglas Creek is concrete-lined 

runoff flows east to west in the south portion, south to north within the Holland Park neighborhood 

total project area. The majority of the project corridor is comprised of existing paved roadway. Storm 

within the tree lawns of the existing roadway area. These areas encompass approximately 4.3% of the 

The existing vegetation at the project site consists of native grasses within the medians and weeds 

existing storm drain system. No new outfalls are planned with the project.

Roadway runoff will be conveyed in new curb and gutter to replaced or modified existing inlets and the 

Boulevard.

linear feet of Centennial Boulevard and (2) mill and overly the south 2600 linear feet of Centennial 

(new base course, pavement and curb and gutter) between the existing sidewalks of the north 5100 

the Gods Road at the north end. The project has two main components: (1) complete reconstruction 

This project is located on Centennial Boulevard between Fillmore Street at the south end and Garden of 

slopes.

areas of grading will occur where sidewalks are replaced or added. BMPs will be used to stabilize the 

measures will focus on intercepting flow prior to entering the existing storm drain system. A few 

Since the project is basically contained within the existing roadway, stormwater pollution prevention 

stormwater pollution prevention measures.

(between sidewalks). The underlying soils were tested for pavement design, but will not factor into the 

The project is basically replacing the existing roadway with a new roadway in the same location 

ENVIRONMENTAL IMPACTS:1. 

3. Threatened and Endangered Species: NO

2. Stream Impacts:  NO

1. Wetland Impacts:  NO

shall be covered per the project specifications.

3.  Contractor shall be responsible for obtaining all necessary dewatering permits. Cost of permits 

plumes, underground storage tank, etc.

include groundwater contaminated with pollutants from a landfill, mining activities, industrial pollutant 

Health will be required.  Contaminated groundwater requiring coverage under a separate permit may 

2.  If discharges do not meet the above criteria a separate permit from the Department of 

discharges do not leave the site as surface runoff or to surface waters.c.

the source and BMPs are identified in the SWMPb.

contain pollutants 

the source is groundwater and/or groundwater combined with stormwater that does not a.

dewatering activities may be authorized provided that:

1.  Groundwater and stormwater dewatering: Discharges to the ground of water from construction 

times. Temporary diversion for construction will not disrupt flow in the creek.

   Flow in South Douglas Creek shall be maintained at all 

above.

yard configurations.  These disturbances are not accounted for in the values presented 

Note: Additional disturbed area may result from contractor's access, staging, storage, and 

Total project earthwork cut/fill is more than 12,500 CY. 

3. Acreage of seeding: 0.75 acres.

2. Total area of disturbance: 17.9 acres

1. Total area of construction site: 17.9 acres 

N/A
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Application

Structural BMPs and

Narrative Designed

BMP as

On Site

In Use

Activities

Construction

First

Construction

During

Stabilization

Interim/Final

Berm/Stockpile

Earth
X

X XX

X

undisturbed areas

capture sediment and protect 

specified distance of toe to 

Placed prior to earthwork within 

stabilization

feature to be removed upon final 

than 10 acre sub basins. Temp 

subdivide runoff volume from less 

Placed to divert drainage and 

sediment around stockpile

Placed around toe to contain 

Berm/Toe of Fill

Earth

Berm/Diversion

Earth

Dams/Ditch

*Rock Check 

immediately after ditch grading 

Velocity checks in ditches placed 

Control

Silt Fence/Sediment 

construction runoff

Placed on contour to contain 

Vegetation

Fence/Protection of 

Silt 

area

and delineate boundary of protected 

Placed to protect undisturbed area 

area

and delineate boundary of protected 

Placed to protect undisturbed area 

Dikes/Ditch Checks

Berms or Silt 

Erosion Logs, Silt 

runoff in ditch

grading to reduce flow velocity of 

placed immediately after ditch 

Erosion Control checks in ditches 

laden water to enter pipe

maybe occurring to cause sediment 

existing inlets where disturbance 

Placed prior to disturbance at 

outlet

Logs/culvert inlet or 

Erosion 

erosion logs are placed above pipe

disturbance occurs above pipe then 

sediment from entering pipe. If 

Placed on culvert to filter or prevent 

Control

Logs/Sediment 

Erosion 

X XX X

XX X X

Application

Structural BMPs and

Narrative Designed

BMP as

On Site

In Use

Activities

Construction

First

Construction

During

Stabilization

Interim/Final

Activities

Construction

First

Sediment Trap/Basin

Temporary 

within construction disturbance

water from < 5 acre sub basins 

Contain and filter sediment laden 

Trap/Basin

Permanent Sediment 

construction runoff

Outlet structure shall be modified for 

temporary sediment containment. 

Utilized during construction to act as 

Slope Drain

Protection or Temp 

Embankment 

erosion of slope

drain runoff down slope and prevent 

Placed as a conduit or chute to 

Outlet Protection

structure

device to prevent erosion at outlet 

Material placed as energy dissipation 

Control

Washouts/Construction 

Concrete 

concrete washout material

Construction waste management of 

Control

Pad/ Construction 

Vehicle tracking 

offsite surface

sediment from disturbance to 

Placed to prevent tracking of 

or Source Control

Sweeping/Construction 

system

sediment from entering drainage 

pavement surface and to prevent 

Utilized to remove sediment on 

Control

Construction 

Dewatering/ 

dewatering

sediment from construction 

Sediment control to remove or filter 

Control

Construction 

Crossing/ 

Temporary Stream 

equipment into stream

pollutants from construction 

drainage to prevent discharge of 

Constructed over stream or 

diversion

Clean water 

construction runoff or activity

ground water from mixing with 

Placed to divert clean surface or 

Other

XX X

XX X

X

XX

X

Control 

Protection/Sediment 

Storm Drain Inlet 

entering drainage system

to filter or prevent sediment from 

Placed to protect storm drain inlets 

XX X X

G, D & SWMP

XX

X

sediment control; practices may include, but are not limited to:

STRUCTURAL and NONSTRUCTURAL BMPs that may be potentially used on the project for erosion and 

minimize erosion.

After construction, erosion control blanket, seeding, and mulch will be placed per plans to stabilize and 

Excavated materials to be stockpiled upslope of open trenches.*

structures to be placed at least 50 feet from state waters, drainageways, and inlets.

Temporary concrete washouts to be utilized by contractor to contain concrete wastewater. Washout *

During construction, the following BMPs shall be implemented.

debris and dirt.

Storm Drain inlet/outlet protection and aggregate bags to be installed to reduce migrating *

Silt fence to be installed per plans to minimize sediment migration offsite.*

locations.

placed at a minimum of 12' x 70'x 0.5' to existing roadways. Contractor to determine tracking pad 

Vehicle tracking pads to be installed to minimize sediment migration offsite. Track pads should be *

Existing Inlet

Aggregate Bags/ 

N/A
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Narrative Designed

BMP as

On Site

In Use

Activities

Construction

First

Construction

During

Stabilization

Interim/Final

Stabilization

Permanent/Final 

Seeding 

on disturbed areas

Reduce runoff and control erosion 

Seeding Temporary

scheduled for future construction

used to control erosion for areas 

Over wintering of disturbance or 

Final Stabilization

Tackifier/Temp or 

Mulch/Mulch 

establishment

erosion control and or seeding 

Placed as a surface cover for 

Final Stabilization

Blanket/Temp or 

Soil Retention 

establishment

erosion control and seeding 

Placed as surface cover for 

Stabilization 

Mat/ Final 

Turf Reinforcement 

and seeding establishment 

for erosion control, channel liner 

Placed in channels or on slopes 

Stabilization

Soil Binder/Temp 

provide temp erosion control

Placed as surface treatment to 

Final Stabilization

blanket/ Temp or 

Spray on mulch 

erosion and seeding establishment

Placed cover on slopes to control 

Strips

Vegetative Buffer 

disturbance area

Filter sediment laden runoff from 

plans

access and grading 

Vegetation/Work 

Mature 

Preservation Of 

vegetation

cover and minimize impact to 

Used to protect existing stable 

Plastic

Resources -Fence 

Trees/Protected 

Protection Of 

remain

protect existing vegetation to 

Placed prior to construction to 

XX X

XX

XX X

X X

X

XX

XXX

*Check dams may be rock, erosion logs, silt dike, silt berm, etc. as indicated in the narratives and SWMP site map.

Erosion control devices are used to limit the amount of soil loss on site.

Sediment control devices are designed to capture sediment on the project site.

Construction control are BMPs related to construction access and staging.

BMP locations are indicated on the SWMP site map. 

the ECS.

BMP details and narratives not covered by the SWMP or Standard Plan M-208-1 shall be added to the SWMP notebook by 

:OFFSITE DRAINAGE (RUN ON WATER)D.  

:VEHICLE TRACKING PADE.  

has been implemented to address off site run-on water. 

Manual requirements and associated regulations. Describe and record BMPs on the SWMP site map that 

Place BMPs to address run-on water in accordance with the City of Colorado Springs Drainage Criteria 

requirements and associated regulations.

BMPs shall be implemented in accordance with the City of Colorado Springs Drainage Criteria Manual 1.

:PERIMETER CONTROLF.  

Manual requirements and associated regulations

3. Perimeter control shall be in accordance with the City of Colorado Springs Drainage Criteria 

landforms, or other BMPs as approved.

2. Perimeter control may consist of vegetation buffers, berms, silt fence, erosion logs, existing 

drainage system, or discharging to state waters. 

potential for pollutants leaving the construction site boundaries, entering the stormwater 

1. Perimeter control shall be established as the first item on the SWMP to prevent the 

DURING CONSTRUCTION4. 

STOCKPILE MANAGEMENTA.  

CONCRETE WASHOUTB.  

SAW CUTTINGC.  

STREET CLEANINGD.  

RESPONSIBILITIES OF THE SWMP ADMINISTRATOR/EROSION CONTROL SUPERVISOR DURING CONSTRUCTION

construction.

During construction, indicate how items that have not been addressed during design are being handled in 

Manual requirements and associated regulations.

Administrator/Erosion Control Supervisor (ECS) in accordance with the City of Colorado Springs Drainage Criteria 

construction, the following items shall be added, updated, or amended as needed by the SWMP 

The SWMP should be considered a "living document" that is continuously reviewed and modified.  During 

Criteria Manual requirements and associated regulations.

 - shall be done in accordance with the City of Colorado Springs Drainage 

requirements and associated regulations.

 - shall be done in accordance with the City of Colorado Springs Drainage Criteria Manual 

and associated regulations.

shall be contained in accordance with the City of Colorado Springs Drainage Criteria Manual requirements 

 - Concrete wash out water or waste from field laboratories and paving equipment 

Manual requirements and associated regulations

- shall be done in accordance with the City of Colorado Springs Drainage Criteria 

INSPECTIONS5. 

requirements and associated regulations.

A.  Inspections shall be in accordance with the City of Colorado Springs Drainage Criteria Manual 

requirements and associated regulations.

A.  Maintenance shall be in accordance with the City of Colorado Springs Drainage Criteria Manual 

BMP MAINTENANCE6. 

RECORD KEEPING7. 

requirements and associated regulations.

A.  Records shall be kept in accordance with the City of Colorado Springs Drainage Criteria Manual 

INTERIM AND FINAL STABILIZATON8. 

 

Blue grama

Buffalograss

COMMON NAME BOTANICAL NAME PER ACRE

LBS. PLS 

Western wheatgrass

Sideoats grama

Slender wheatgrass

Needle and thread

Little bluestem

TOTAL

4.0

3.2

0.8

1.4

2.7

2.1

3.0

17.2

Pascopyrum smithii "Arriba"

Bouteloua curtipendula "El Reno"

Bouteloua gracilis "Lovington"

Elymus trachycaulus ssp trachycaulus

Buchloe dactyloides "Sharps Improved"

Stipa comate

Schizachyrium scoparium "Camper"

Application

Non-Structural BMPs and

Techniques

Roughening/Grading 

Surface 

and erosion

disturbance and to minimize wind 

Interim and temp stabilization of 

XX X

G, D & SWMP

surfaced.  The following types and rates shall be used:

be required for an estimated 0.4 acres of disturbed area within the right-of-way limits which are not 

Soil preparation, soil conditioning or topsoil, seeding (native), mulching (weed free) and mulch tackifier will 

A.  SEEDING PLAN 

N/A
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SEEDING APPLICATION:B.  

to a drill, hand broadcast at double the rate and rake 0.25 inch to 0.5 inch into the soil.

  Drill seed 0.25 inch to 0.5 inch into the soil.  In small areas not accessible 

MULCHING APPLICATION:C.  

SPECIAL REQUIREMENTS:D.  

allowed

   Due to high failure rates, hydromulching and/or hydroseeding will not be 

SOIL CONDITIONING AND FERTILIZER REQUIREMENTS:E.  

BLANKET APPLICATION:F.  

organic mulch tackifier. 

and in accordance with Section 213, and mechanically crimp it  into the soil in combination with an 

   Apply a minimum of 1 • tons of certified weed free native hay per acre 

construction specifications.

  Shall meet the requirements of the project    

of mulch and mulch tackifier.  See SWMP for blanket locations. 

  On slopes and ditches requiring a blanket, the blanket shall be placed in lieu 

RESEEDING OPERATIONS/CORRECTIVE STABILIZATION:G.  

control weeds in the seeded areas until Final Acceptance.

3. The Contractor shall maintain seeding/mulch/tackifier, mow to control weeds or apply herbicide to 

blanket) reapplied.  Work shall be paid for by the appropriate bid item.

Landscape Architect.  Areas that have not germinated shall have seed, mulch and mulch tackifier (or 

2. Areas where seed has not germinated after one season shall be evaluated by the Engineer and City 

necessary, at no additional cost to the project.

away mulch, etc. shall be regraded, seeded, mulched and have mulch tackifier (or blanket) applied as 

bare soils caused by surface or wind erosion. Bare areas caused by surface or gully erosion, blown 

1. Seeded areas shall be reviewed during the 14 day inspections by the Erosion Control Supervisor for 

Prior to final acceptance.

PRIOR TO FINAL ACCEPTANCE9. 

requirements and associated regulations.

Final Acceptance shall be in accordance with the City of Colorado Springs Drainage Criteria Manual 

TABULATION OF STORMWATER QUANTITIES10. 

 

quantities to account for unforeseen project conditions.

useful service life. Quantities for all BMPs shown above are estimated, and do not include increased 

required on the project for unforeseen conditions and replacement of items that are beyond their 

* It is anticipated that additional BMPs and BMP quantities not shown on the SWMP Site Maps shall be 

11.  STANDARD GRADING, EROSION AND STORMWATER QUALITY CONTROL PLAN NOTES

G, D & SWMP

to provide interim access is the applicant's expense.

affected utility owner prior to implementing the plan. The cost to relocate or protect existing utilities or 

facilities. Any changes to existing utility facilities to accommodate the plan must be approved by the 

right-of-way without their written approval. The plan shall not increase or divert water towards utility 

for any person to modify the grade of the earth on any Colorado Springs Utilities easement or Utility 

grade within utility easements must be obtained from the appropriate utility company. It is not permissible 

of this plan does not constitute approval to grade in any utility easement or right-of-way. Approvals to 

The Plan shall not substantially change the depth of cover, or access existing utility lines. Acceptance 8.

grading revisions.

acceptance of the plan, a change in property ownership, proposed development changes, or proposed 

any of the following occur: grading does not commence within twelve (12) months of the City Engineer's 

The grading and erosion control plan will be subject to re-review and re-acceptance by EDRD should 7.

implemented.

soil erosion control measures and BMP's shall be maintained until permanent soil erosion control measures are 

is going to remain in an interim state for more than sixty (60) days shall also be seeded. All temporary 

than thirty (30) days shall also be mulched within twenty-one (21) days after interim grading. An area that 

completed. Disturbed areas and stockpiles which are not at final grade but will remain dormant for longer 

completed within twenty-one (21) calendar days after final grading or final earth disturbance has been 

Soil erosion control measures for all slopes, channels, ditches, or any disturbed land area shall be 6.

surface or subsurface storm drainage system or facilities.

Concrete wash water shall not be discharged to or allowed to runoff to State Waters, including any 5.

cleaned immediately.

Sediment (mud and dirt) transported onto a public road, regardless of the size of the site, shall be 4.

385-5980, 48 hours prior to construction.

inspected prior to any earth disturbance operations taking place. Call City Stormwater Inspections at 

The installation of the first level of temporary erosion control facilities and BMP's shall be installed and 3.

EDRD.

and acceptance of the Grading Plan and Erosion and Stormwater Quality Control Plan is received from 

No clearing, grading, excavation, filling, or other land disturbing activities shall be permitted until signoff 2.

the Drainage Criteria Manual Volume II.

the Basic Grading, Erosion and Stormwater Quality Control Requirements and General Prohibitions noted in 

Any land disturbance by any owner, developer, builder, contractor, or other person shall comply with 1.

N/A

Maintenance of seeded areas shall be paid for as:  990 F/A Landscape RestorationC.

be included in the cost of BMP installation.

miscellaneous erosion control work as directed by the Engineer.  Work shall not be paid for separately but shall 

It is estimated that labor, blading, dozing, combination loader and/or backhoe may be required for B.

Colorado Springs Drainage Criteria Manual requirements and associated regulations.

BMP maintenance, including sediment removal and disposal shall be performed according with the City of A.
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DESIGN DATA

    REINFORCED STEEL:   f'c = 60,000 psi

REINFORCED CONCRETE: CLASS B CONCRETE:  f'c = 4,500 psi

DEAD LOAD: ASSUMES 9" PAVEMENT COURSE

LIVE LOAD: SINGLE AXLE COLORADO LEGAL LOAD = 10,000 LB/WHEEL

5'-3" INLET 2

STA. 111+14.52, 4.36' RT

INLET 1

STA. 109+67.84, 6.09' LT

INLET 2

AT INLETS 1 & 2

1'-11", INLET 2
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NOTES:

TO REMAIN

EXISTING INLET

SEE NOTE 3

@ 9" TO REMAIN

EXISTING #4 BARS

WITH A 2'-3" EMBEDMENT INTO THE EXISTING WALL.

DRILL AND EPOXY GROUT #4 BARS ADJACENT TO CUT BARS, 

DAMAGED. ALTERNATIVELY, SAWCUT THE EXISTING INLET. 

EXISTING BARS. CLEAN AND REPAIR EPOXY COATING WHERE 

CAREFULLY REMOVE EXISTING INLET CAP, PROTECTING3.

SEE M-604-20 FOR MANHOLE DETAIL.2.

FOR ADDITIONAL DETAILS, SEE CDOT STD. PLAN M-604-12.1.
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DMZ

DMZ

UTILITY LEGEND

UTILITY NOTES UTILITY CONTACTS

01/13/16

UTILITY

and/or relocations not specifically shown on the utility plans. 

Refer to Roadway Plans and Drainage Plans to coordinate other proposed utilities 8.

prior to construction. 

plans are based on best available information and shall be verified by the contractor 

utility owners, potholes, and field surveys. Locations of utility facilities shown on these 

Utility information depicted on these plans was compiled from information furnished by 7.

project duration. Refer to the Project Special Provisions for additional information.

Contractor shall coordinate construction activities with utility providers throughout the 6.

progresses. Utility owners are responsible for their respective relocation designs.

on the utility plan sheets are schematic only and subject to change as work 

Any proposed electric, telephone, fiber optic, gas and cable television relocations shown 5.

optic relocations will be the responsibility of the City of Colorado Springs.

Fiber optic lines shall be relocated by the corresponding utility owner(s), city-owned fiber 4.

Centurylink fiber optic/telephone work shall be performed by Centurylink.3.

CSU electric work shall be performed by CSU.2.

Colorado Springs Utilities (CSU) gas work shall be performed by CSU.1.

CenturyLink

Comcast

City of Colorado Springs

Colorado Springs Utilities

Colorado Springs Utilities

Colorado Springs Utilities

Colorado Springs Utilities

Telecom

TV / Fiber Optic

City Traffic Signal

Telecom

Gas

Electric

Water & Sanitary

Phone #

Robert Tomaselli

Dale Stewart

Rob Helt

Wayne Rust

Tami Crandall or Wayne Simhauser

Dawna Schawe or Danial Gonzales

Matt Williams

719.248.7819

719.306.2767

719.385.7603

719.668.5572

719.668.3646 or 719.491.3142

719.668.5572 or 719.491.6886

719.668.7211

ABANDON OF EXISTING UTILITY IN PLACE

PROPOSED GAS LINE

PROPOSED TELEPHONE

PROPOSED SANITARY SEWER (SEE SANITARY SEWER PLANS)

PROPOSED WATERLINE (SEE WATERLINE PLANS)

PROPOSED UNDERGROUND ELECTRIC

EXISTING FIBER OPTIC

EXISTING CABLE TELEVISION

EXISTING OVERHEAD TELEPHONE

EXISTING TELEPHONE

EXISTING NON-POTABLE WATER

EXISTING WATER

EXISTING SANITARY SEWER

EXISTING GAS LINE

EXISTING OVERHEAD ELECTRIC

EXISTING UNDERGROUND ELECTRIC

EXISTING ELECTRICAL DUCT BANK

N/A
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5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION
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Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1
2
2

+
0
0

1
2
4

+
0
0

1
2
6

+
0
0

REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1
2
8

+
0
0

1
3
0

+
0
0

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)

REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1
3
2

+
0
0

1
3
4

+
0
0

1
3
6
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0
0P

C
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KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)

REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1
3
6
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KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10
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12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)

REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919
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5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 
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4
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REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1
2
"

1"

1"

1"

1"

1"

1"

1"1
6
8

+
0
0

1
7
0

+
0
0

1
7
2

+
0
0

P
C
 
1
6
7
+

5
0
.1

0

REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1"

4"
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REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)
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REVIEW ACCORDINGLY.

HAS LIMITED ITS SCOPE OF 

FOR THE DESIGN. THE CITY 

HAVING RESPONSIBILITY 

DESIGN ENGINEER AS 

SPRINGS RECOGNIZES THE 

THE CITY OF COLORADO 

719.520.5800

Colorado Springs, CO 80919

5755 Mark Dabling Blvd, Suite 220

FOR BURIED UTILITY INFORMATION

CENTER OF COLORADO (UNCC)

UTILITY NOTIFICATION

www.uncc.org

(or 1-800-922-1987)

CALL 811

BEFORE YOU DIG

THREE (3) BUSINESS DAYS

CENTENNIAL BLVD RECONSTRUCTION 

1"
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REMOVE AND SALVAGE EXISTING SIGN

RELOCATE EXISTING SIGN AS SHOWN

EXISTING SIGN TO REMAIN IN PLACE

KEY- SIGNING

A

B

C

D

INSTALL NEW SIGN

SHEET NUMBER & SIGN NUMBER: #.#

1

2

3

4

5

6

7

KEYED NOTES

4" WHITE SOLID LANE STRIPE

6" WHITE SOLID LANE STRIPE

8" WHITE SOLID LANE STRIPE

4" DOUBLE YELLOW SOLID STRIPE

CONTINUOUS LEFT TURN LANE (4" SOLID YELLOW OUTSIDE,

12" WHITE STOP BAR

24" WHITE STOP BAR

BIKE LANE PAVEMENT MARKING (BIKE SYMBOL & ARROW)

LEFT-TURN PAVEMENT MARKING ARROW

RIGHT-TURN PAVEMENT MARKING ARROW

8

9

10

11

12

13

CROSSWALK (1 FT x 9 FT BARS)

4" WHITE SKIP LINE (10 FT STRIPE, 30 FT GAP)

4" WHITE GUIDELINE STRIPE (3 FT STRIPE, 10 FT GAP)

4" YELLOW SKIP LINE INSIDE)

14 8" WHITE SKIP LINE (CONTRAST) (10 FT STRIPE, 30 FT GAP)
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